




































































































































































































































































































































































































































































































































































































































































































































































































































































CLOCK$ Device Driver 

OS/2 assumes that the CMOS real-time clock is available in the 
system. The CLOCK$ device defines and performs functions like any 
other character device except that it is identified by a bit in the attri­
bute word. OS/2 uses this bit to identify the device driver, and there­
fore, this device can take any name. The device has been named 
"CLOCK$" to avoid possible conflicts with any files named "CLOCK." 

OS/2 on the Personal Computer AT makes use of the clock/calendar 
chip for its clock ticks. This device is not available on other models 
of the PC family and is therefore not programmed by the DOS mode 
applications. When the DOS mode is in the foreground, the regular 
18.2 HZ clock ticks arrive and are intercepted and/or disposed of in a 
DOS 3.3 compatible manner. When the DOS mode is in the back­
ground, the 18.2 HZ clock is masked off. The clock/calendar clock 
continues to run in both modes. 

The CLOCK$ device itself -- the driver that sets and returns time of 
day -- is dual mode and services both modes. There is no reserva­
tion of the device; the time can be set from either mode. 

The CLOCK device is unique because OS/2 reads or writes a 6-byte 
sequence which encodes the date and time. Writing to this device 
sets the date and time, and reading from it gets the date and time. 

The following diagram illustrates the binary time format used by the 
CLOCK device: 

9-87 



CLOCK Device Time Format 

Byte 0 Byte 1 Byte 2 Byte 3 Byte 4 Byte 5 

Days since 1-1-80 Minutes Hours Sec/100 Seconds 
Low-byte Hi-byte 

The CLOCK$ device driver sets and maintains the following fields in 
the Global lnfoSeg: 

TIME 

Time from 1-1-1970 in seconds 
Milliseconds 
Hours 
Minutes 
Seconds 
Hundredths 
Ti mer interval 

DATE 

Day 
Month 
Year 
Day of week 

The CLOCK$ device driver ensures that the date, time from 1-1-70 in 
seconds, and time of day (hours, minutes, seconds) fields remain syn­
chronized with the CMOS clock and that the hundredths of seconds 
field is correctly synchronized with the seconds field. 
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Console Device Drivers (Screen and Keyboard) 

In OS/2, the generic console device driver has been replaced by two 
independent device drivers: 

Screen or console output (SCR$) 
Keyboard input (KBD$). 

The KBD$ device driver supports the OS/2 interrupt-driven architec­
ture. The SCR$ and KBD$ device drivers are part of the resident 
device driver set. 

Keyboard Device Driver KBD$ 

The keyboard device driver interfaces the physical keyboard to appli­
cations through various levels of routines. 
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Keyboard System Structure 

r------------------------------------~ 

I LVL 2 or 3 ! 
! Mon 1 Mon 2 

1 

I 
I I 

i.\f ~~~------~~--~~---~~::::=::::::::== ::::::::::::::::::::::=:::::::::::=::::====~--
K 
E 
y 
B i---....:.H.:...:Wc..:....__~ 
0 Interrupt 
A 
R 
D 

Interrupt 
Handler 

(1) 

Scan Code 
Scan Code (1) 

Transaction 

XI ate 
Table 

XI ate 
Table 

XI ate 
Table 

Translation 

KCB 

Code Page 
Control Block 

US/437 

CP 1 

CP2 

Keyboard 
Input 
Buffer 

Handler 

KIB 

(1) 

Monitor 
Dispacher 

Unless 
Monitors 
Registered 

Read Char. (2) 
Data Rec. 
IOCiL 

I LVLO 
---------------------------------------------- ------~-------------------------
LVL 3 I 

KbdCharin (3) 

--1>: DATA FLOW 
--.. : CONTROL FLOW 
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Note: 

(1) Is part of the device driver interrupt handler 
(2) Is part of the device driver strategy routine 
(3) Is part of the base sub-system/router 

The device driver receives the make-and-break keystroke scan codes 
and performs one or more of the following operations: 

• Translates the scan code to an ASCII character 

• Recognizes the key as a special key and signals the appropriate 
routine for processing 

• Passes the key to the monitor dispatcher for further custom proc­
essing by monitors 

• Places the key character data record into the appropriate ses­
sion's keyboard input buffer. 

• Calls the following sub-system functions to support handles: 

KbdOpen - Create a new logical keyboard 

KbdClose - Delete a logical keyboard 

KbdGetFocus - Bind the real keyboard to the logical one 

KbdFreeFocus - Free the real to logical keyboard bind. 

The keyboard device driver supports code page switching. The fol­
lowing is a result of this support: 

• Each handle may use one of two system-wide code pages. One 
is the current and the other may be swapped to. Each handle 
may also use the PC US 437 code page. 

• The code pages to use are defined in CONFIG.SYS with the 
CODEPAGE and DEVINFO commands. 

• The code pages are for one language only. Code pages for dif­
ferent languages could result if default code pages are not 
accepted during execution of the KEYB command. This could 
occur when attempting to load translate tables in a nonsupported 
code page for that language. 

• The user is allowed, via the KEYB command, to change the lan­
guage layout of the keyboard. 
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• The user may control, by the KbdSetCp sub-system function or 
the CHCP command, which of the two code pages is used in the 
handle for translation. 

• Two sub-system functions support code page switching: 

KbdSetCp - Set to an installed code page, load if necessary. 

KbdGetCp - Get the current in-use code page. 

• KbdSetCustXt - Adds a custom code page option 

• KbdXlate - Translates a scan code 

• KbdSetCp, KbdGetCp,and KbdXlate may be replaced in the sub­
system by the use of the KbdRegister function. 

• The code page header contains the code page number, the lan­
guage ID of the table, the language default table indicator, and 
the keyboard type indicator. 

Keyboard Initialization 

Prior to CONFIG.SYS processing, the device driver and keyboard sub­
system routines are loaded. As part of the device driver load, the 
keyboard initialization routine is executed. At this time level 0 
memory is allocated and initialized. This memory will contain the 
KCBs, KIB, code pages, and related control blocks. A KCB is created 
for each possible session; this KCB is referred to as the 'default' 
logical keyboard for that session and is initialized to use the default 
code page. 

At the end of CONFIG.SYS processing, after the CODEPAGE and 
DEVINFO statements have been processed, the code pages must be 
initialized. This is done by calling KbdSetCp. 

Keyboard Run Time Operation 

When a session is started, a default logical keyboard will already 
exist. This keyboard is identified to the sub-system by a 0 handle. 
Any program may share the keyboard by using handle 0. 

If multiple programs use the default keyboard, they must coordinate 
their access to it. The default keyboard logically terminates when the 
session terminates. 
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If a program wants a logical keyboard separate from the default 
logical keyboard, it does a KbdOpen. This open creates a new logical 
keyboard, but does not make the physical to logical bond. As a result 
of an open, a handle unique within a process is returned to the caller 
which is later used to identify the logical keyboard. The handle own­
ership is tied to the process; handles are not inherited. Use of 
KbdOpen does not prohibit the process from using the default key­
board. 

To make the physical to logical bond, the process issues the 
KbdGetFocus, using the handle identifying the logical keyboard. 
Once the bond is made, the logical keyboard may receive keystrokes. 
Note that type-ahead keystrokes are not possible before the bond is 
made. The Keyboard API may ,only be used when the bond is made 
or with handle 0 when no other handle has the bond. 

The bond represents a foreground keyboard; one exists per session. 
This is either the default or a created logical keyboard. 

Breaking the bond is done with the KbdFreeFocus call. If other 
threads have a KbdGetFocus outstanding, the thread having the 
highest priority will get the bond. If there are no KbdGetFocus calls 
outstanding, the physical keyboard will revert to the default keyboard. 

A logical keyboard is destroyed with a KbdClose. The close will do a 
free focus, flush buffer, and de-allocate the KCB and related memory. 
Close will be done by the process kill mechanism, if not done by the 
program. 

Keystroke Monitors 

Some applications need to view the raw keystrokes as they arrive 
from the keyboard at interrupt time. These applications may wish to 
consume, modify, or replace keystrokes. This is made possible by 
the keystroke monitor function. 

When the DosMonReg call is used with keyboard devices, the index 
indicates the session, from 0 to 15 (see DosGetlnfoSeg). -1 indicates 
the session of the calling thread. 

The size of the keyboard device driver's data buffer is 16 bytes. This 
is the value to be used in calculating the sizes of the input/output 
buffers required for the DosMonReg call. 
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The keyboard device driver supports device monitors. The keyboard 
device driver passes its information to the monitors in packets which 
contain the following information: 

Keystroke Monitor Data Packet Definition 

MonFlagWord: Word 

c XlatedChar: Byte 
h 
a XlatedScan: Byte 
r 
D DBCS Status: Byte 

a 
t DBCS Shift Byte 

a Shift State: Word 

R Milliseconds: DWord e 
c 
0 
r 
d 

KbdDDFlagWord Word 

MonFlagWord Lower Byte: Monitor Dispatcher Flags 

Bit# Meaning 

7-3 RESERVED = 0 
Should be passed untouched on packets being passed on. 
Should be set to 0 on packets that are being inserted by a 
monitor. 

2 FLUSH 
This is a flush packet. No other information in the packet has 
meaning. Monitor should flush its internal buffers and pass 
the packet quickly. 

CLOSE 
Not used by keystroke monitors. 

0 OPEN 
Not used by keystroke monitors. 
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MonFlagWord Upper Byte: Original Scan code, as read from the hard­
ware. If 0, this packet was inserted for other reasons, see 
"KbdDDFlagWord" on page 9-95. Monitors pass this field untouched. 
Monitors should put a 0 here if they insert a packet. 

CharData Record: Same as defined by the KbdCharln function call in 
Technical Reference, Vol. 2. 

KbdDDFlagWord 

Bit# Meaning 

15, 14 Available. 
These bits are available for communication between monitors. 
They are not used by the device driver in any way. The 
monitor applications coordinate the use of these flags. 

13-10 RESERVED = 0 
Monitors should pass these flags as is. They should set these 
flags to O in packets that they create. 

9 ACCENTED 
This key was translated using the previous key passed, which 
was an accent key (Refer to 10H ACCENT KEY on page 9-98). 
In the case where an accent key is pressed and the following 
key doesn't use the accent, a packet containing the accent 
character itself is first passed, with this bit set (and the scan 
code field of MonFlagWord, see above, would be 0, indicating 
a non-key-generated record). Then a valid packet containing 
that following keystroke is passed, without this bit set. 

8 MULTIMAKE 
The translation process sees this scan code as a typeamatic 
repeat of a toggle key or a shift key. Because toggle and shift 
keys only change state on the first make after each key-break, 
no state information is changed (for example, the NUMLOCK 
toggle bit in the shift status word is not changed, even though 
this may be the Numlock key). If this key is a valid character, 
it will not go into the KIB once this bit is set. 

7 SECONDARY 
The scan code prior to the one in this packet was the SEC­
ONDARY KEY PRl:FIX (see below). 
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6 KEY BREAK 
This record is generated by the release (the BREAK) of the key 
involved. 

5-0 Numeric field that tells the device driver that this is a key that 
requires action. The number in this field is filled in during the 
translation of the scan-code. The value here allows the device 
driver to act on keystrokes without regard for what scan codes 
the keyboard uses or character codes that the current trans­
lation process may be using. The following values are cur­
rently defined: 

VALUE FOR KEYS THAT ARE ALWAYS PLACED IN THE KIB 

O - No special action. Always place in KIB. 

Values Acted On Prior to Passing Packet to Monitors 

Except for the final keystroke of the REBOOT and DUMP key 
sequences, all of these values are passed on to the monitors. They 
will NOT be placed in the KIB. The XlatedChar and XlatedScan fields 
are undefined for these values: 

Scan Code Meaning 

01H ACK 
This scan code was a keyboard acknowledge. Personal Com­
puter AT attached keyboards would set this value on a FAH 
scan code. 

02H SECONDARY KEY PREFIX 
This scan code was a prefix scan code generated by the 
Enhanced Keyboard, indicating that the next scan code coming 
is one of the secondary keys that exists on that keyboard. 
Usually set on a EOH scan code or a hex E1 scan code. 

03H KBD OVERRUN 
This scan code was an over-run indication from the keyboard. 
On a Personal Computer AT attached keyboard, this value 
would be set on a FFH scan code. 

04H RESEND 
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05H REBOOT KEY 
This scan code is the key that completes the multi-key restart 
sequence. On a Personal Computer AT attached keyboard this 
value would be used when the Ctrl +Alt+ Delete sequence is 
seen. 

06H DUMP KEY 
This scan code is is the key that completes the multi-key Stand 
Alone Dump request sequence. On a Personal Computer AT 
attached keyboard, this value would be used on completion of 
the second consecutive press of Ctrl +Alt+ Numlock without 
other keystrokes between the two presses. 

07H-OAH See "Values Acted On After Passing Packet To Monitors." 

OBH Invalid Accent Combination 
This scan code is one that follows an accent scan code, but the 
combination was not valid and neither key is put in the KIB. 

Note: This is set if the Canadian-French code pages are in 
use. 

OC-OFH RESERVED = 0 
(Will be treated as UNDEFINED, see entry 3FH.) 

Values Acted On After Passing Packet To Monitors 

Except where noted, these will be placed in the KIB when the device 
driver is in BINARY mode, but will not be placed in the KIB when the 
device driver is in ASCII mode. Also noted are those that never get 
placed in the KIB. 

Scan Code Meaning 

07H SHIFT KEY 
This scan code translated as a shift key and has affected the 
shift status fields of the CharData record but does not generate 
a defined character, so it will not be placed in the KIB. The 
XlatedChar field is undefined. 

08H PAUSE KEY 
This scan code was translated as the key sequence meaning 
PAUSE. On a Personal Computer AT attached keyboard, this 
value will be used when the Ctrl + Numlock sequence is seen. 
The key itself will not be placed in the KIB. 
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09H PSEUDO-PAUSE KEY 
This scan code is translated into the value that is treated as 
the PAUSE key when the device driver is in ASCII mode. On 
most keyboards this would be when the Ctrl + S combination is 
seen. The key itself will not be placed in the KIB. 

OAH WAKE-UP KEY 
This scan code is the key that follows a PAUSE KEY or 
PSEUDO-PAUSE KEY which will cause the pause state to be 
ended. The key itself will be not be placed in the KIB. 

1 OH ACCENT KEY 
This scan code was translated as a key to be used in trans­
lating the NEXT key to come in. The packet containing this 
value is passed when the accent key is hit, but it is not put into 
the KIB (unless the ACCENTED bit is on). Refer to ACCENTED 
bit on page 9-95. The next key determines this decision. If the 
next key is one that can be accented, then it will be passed by 
itself, with the ACCENTED bit on. If that next key cannot be 
accented by this accent, then two packets are passed. The 
first contains the character to print for the accent itself, has 
this value (ACCENT KEY) and has the ACCENTED flag (which 
says it's okay to put it in the KIB). The second packet contains 
a regular translation of that following key. 

Note: The two packets get passed for every language except 
Canadian-French. See entry OBH. 

11H BREAK KEY 
This scan code was translated as the key sequence meaning 
BREAK. On the Personal Computer AT attached keyboard, this 
value will be used where the Ctrl +Break sequence is seen. 

12H PSEUDO-BREAK KEY 
This scan code is translated into the value that is treated as 
the BREAK key when the device driver is in ASCII mode. On 
most keyboards this would be when the Ctrl + C combination is 
seen. Note that the event generated by this key is separate 
from that generated by the BREAK KEY when in the binary 
mode. 

13H PRINT SCREEN KEY 
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board, this value will be used where the Shift-PrtSc sequence 
is seen. 



14H PRINT ECHO KEY 
This scan code was translated as the key sequence meaning 
PRINT ECHO. This value will be used where the Ctrl + PrtSc 
sequence is seen. 

15H PSEUDO-PRINT ECHO KEY 
This scan code is translated into the value that is treated as 
the PRINT ECHO key when the device driver is in ASCII mode. 
On most keyboards this would show as the Ctrl + P combina­
tion. 

16H PRINT-FLUSH KEY 
This scan code is translated into the key sequence Print-Flush. 
This value will be used where the Ctrl +Alt+ PrtSc sequence is 
seen. 

17-2FH RESERVED = 0 
Will be treated as undefined, see entry 3FH. 

Values for Packets Not Generated by a Keystroke 

Scan Code Meaning 

30-37H RESERVED 

38-3EH RESERVED 
Will be treated as UNDEFINED, see entry 3FH. 

Value for Keys that the Translation Process does not Recognize 

Scan Code Meaning 

3FH UNDEFINED 
This scan code, or its combination with the current shift state, 
was not recognized in the translation process. 

Special Key Processing 

OS/2 examines each incoming keyboard character to determine if it 
should cause an asynchronous signal to be sent to some process (for 
example, Ctrl + C). The keyboard device driver responds to the fol­
lowing keystrokes: 
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Event Signalled Value 
or Signal Placed 

Keys Mode Handler Called in KIB 

Ctrl +c Binary Nothing 03H 

Ctrl +c ASCII SIGINTR Nothing 

Ctrl+S Binary Nothing 13H 

Ctrl +s ASCII event_ CtrlScrlk Nothing 

Ctrl+P Binary Nothing 10H 

Ctrl+P ASCII event_ Ctrl PrtSc Nothing 

Ctrl+Break Binary SIG BREAK OO:OOH 

Ctrl+Break ASCII SIGINTR Nothing 

Ctrl + Numlock Binary event_ CtrlScrlk Nothing 

Ctrl + Numlock ASCII event_ Ctrl Scrlk Nothing 

Ctrl + PrtSc Binary event_ Ctrl P rtSc 00:72H 

Ctrl + PrtSc ASCII event_ Ctrl PrtSc Nothing 

PrtSc Binary event_ShftPrtSc Nothing 

PrtSc ASCII event_ShftPrtSc Nothing 

Notes: 

1. The value xxH represents the translated ASCII field in the char­
acter data record. 

2. The value xx:yyH represents the translated ASCll:translated scan 
code fields of the character data record. 

3. Ctrl + Numlock has no effect on an IBM Enhanced keyboard; the 
Pause key provides this function. 
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Key 

Hot Key 

Ctrl +Alt+ Del 

Meaning 

Change sessions 

System IPL (Restart) 

Ctrl +Alt+ Numlock Pressed twice means system dump 

PrtScr Print the current display screen (Shift+ PrtScr 
on an IBM Personal Computer AT keyboard 
and Print Screen on an IBM Enhanced key­
board) 

In addition to passing individual characters, the driver must specif­
ically recognize the character (or character sequence, or other 
special action) that indicates the special signal or hot key to the 
session manager. When this event is recognized, the Send_Event 
helper function is invoked. 

Note that the system hot key is defined by IOCtl Category 4 Function 
56H (Set Session Manager Hot Key). 

Compatibility Operations 

The DOS mode runs in its own session; the session mechanism keeps 
OS/2 mode programs from affecting the compatibility screen. When 
the DOS mode is no longer in the foreground, the old application is 
frozen, keeping it from affecting the OS/2 screen. The DOS mode 
has, in effect, an independent SCRN and KBD device driver in the 
form of a DOS mode CON driver. This driver is compatible with the 
ROM INT10 and INT16 entries and their associated low-memory data 
structures. 

9-101 



EGA.SYS Device Driver 
EGA.SYS is a device driver which provides support for the EGA Reg­
ister Interface in the DOS mode. In the DOS mode, to support 
advanced graphics modes D, E, F and 10, the mouse pointer draw 
device driver must save/restore the EGA registers. Because the EGA 
registers are not readable, this can be done only if the application 
cooperates in setting the registers in the first place. Rather than 
doing 1/0 directly to the registers on the adapter, the application sets 
the registers through the EGA Register Interface. 

EGA Register Interface 

The EGA Register Interface is a library of ten functions supported for 
DOS mode, advanced graphics (modes D, E, F, and 10) applications. 
These functions do the following: 

• Read from or write to one or more of the EGA write-only regis­
ters. 

• Define default values for the EGA write-only registers, reset the 
EGA registers to these default values, or return the default 
values. 

• Check whether the EGA Register Interface is present and, if so, 
return its version number. 

When your application uses the EGA Register Interface, OS/2 main­
tains a backup copy of (shadows) how the EGA registers are set. 
Then, if the operator switches away from and later returns to your 
application, the registers will be restored properly. 

It is not necessary to use the EGA Register Interface to set the mode, 
color palette, or palette registers. Instead, use ROM BIOS function 
call INT 10H with AH = OOH, OBH, or 10H, respectively. 

How to Call the EGA Register Interface: To call EGA Register Inter­
face functions from an assembly language program: 

1. Load the registers with the required parameter values. 

2. Execute software interrupt 10h. 

Values returned by the EGA Register Interface functions are placed in 
registers. 

9-102 



EGA Register Interface Restrictions: Functions not supported 

Multiple display pages in graphics modes are not supported. Fonts 
may be loaded (using ROM BIOS INT 10H with AH = 11 H) into char­
acter generator block 0 only. 

Attribute Controller Registers 

Before your application program uses the Attribute Controller regis­
ters (110 address 3COH) in an extended interrupt 10H call, it must set 
the flip-flop that selects the address or data register so that it selects 
the address register (by doing an input from 110 port 3BAH or 3DAH). 
The flip-flop is always reset to this state upon return from the 
extended interrupt 10H call. 

Interrupt routines that access the attribute chip must also leave the 
flip-flop set to the address register upon return from the interrupt. 
Note, if your application program sets the flip-flop so that it selects 
the Data register and expects the flip-flop to remain in this state, your 
application must disable interrupts between the time it sets the flip­
flop to the Data register state and the last time the flip-flop is 
assumed to be in this state. 

Sequencer Memory Mode Register 

When the Sequencer Memory Mode register (110 address 3C5H, data 
register 4) is accessed, the sequencer produces a glitch on the CAS 
lines that may cause problems with video random access memory. 
As a result, your application program cannot use the EGA Register 
Interface to read from or write to this register. Instead, use the fol­
lowing procedure to safely alter this register: 

1. Disable interrupts. 

2. Set Synchronous Reset (bit 1) in the Sequencer Reset 
register to 0. 

3. Read/modify/write the Sequencer Memory Mode register. 

4. Set Synchronous Reset (bit 1) in the Sequencer Reset 
register to 1. 

5. Enable interrupts. 
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Input Status Registers 

Your application program cannot use the EGA Register Interface to 
read Input Status registers O (110 address 3C2H) and 1 (1/0 address 
3BAH or 3DAH). If your program must read these registers, it should 
do so directly. 

Graphics Controller Miscellaneous Register 

When the Graphics Controller Miscellaneous register (110 address 
3CFH, data register 6) is accessed, a glitch on the CAS lines occurs 
that may cause problems with video random access memory. As a 
result, your application program should not use the EGA Register 
Interface to read from or write to this register. 

EGA Register Interface function F6 does not alter the state of the 
Graphics Controller Miscellaneous register. Instead, use the fol­
lowing procedure to safely alter this register: 

1. Disable interrupts. 

2. Set Synchronous Reset (bit 1) in the Sequencer Reset register to 
0. 

3. Read/modify/write the Graphics Controller Miscellaneous reg­
ister. 

4. Set Synchronous Reset (bit 1) in the Sequencer Reset register to 
1. 

5. Enable interrupts. 
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EGA Register Interface Functions: This section describes each EGA 
Register Interface function in detail. The following list shows these 
functions by function number: 

Number 
(Hex) Function 
FO Read one register 
F1 Write one register 
F2 Read register range 
F3 Write register range 
F4 Read register set 
F5 Write register set 
F6 Revert to default registers 
F7 Define default register table 
F8 Read default register table 
FA Interrogate driver 

Note: Calls F9H, and FBH through FFH are reserved. 

Each function description includes: 

• The parameters required to make the call (input) and the 
expected return values (output). 

• Any special considerations regarding the function. 

If the function description does not specify an input for a parameter, 
you don't need to supply a value for that parameter before making the 
call. If the function description does not specify an output value for a 
parameter, the parameter's value is the same before and after the 
call. 

Note: The EGA Register Interface does not check input values, so be 
sure that the values you load into the registers before making a call 
are correct. 
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Function FO • Read One Register 

Purpose Function FO reads data from a specified register on the EGA. 

Input: 

Output: 

AH= FOH 

BX = Pointer for pointer/data chips: 

BH = 0 
BL= Pointer 

Ignored for single registers 

DX = Port number: 
Pointer/data chips 

Oh: CRT Controller (3?4H) 
Sh: Sequencer (3C4H) 

10h: Graphics Control!er (3CEH) 
18h: Attribute Controller (3COH) 

Single registers 

20h: Miscellaneous Output register (3C2H) 
28h: Feature Control register (3?AH) 
30h: Graphics 1 Position register (3CCH) 
38h: Graphics 2 Position register (3CAH) 

? = B for monochrome modes or D for color modes 

AX: Restored 
BH: Restored 
BL: Data 
DX: Restored 

All other reQisters restored. 

Example: The following example saves the contents of the Sequencer 
Map Mask register in "myvalue:" 

myvalue db ? 
mov ah, 0f0h ; f0 = read one register 
mov bx, eee2h ; bh = e I bl = map mask 

; index 
mov dx, eeeah ; dx = sequencer 
int leh ; get it! 
mov myvalue, bl ; save it! 
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The following example saves the contents of the Miscella­
neous Output register in "myvalue": 

myvalue db ? 
mov ah, efeh f0 = read one register 
mov dx, 0020h dx =miscellaneous 

output register 
int leh get it! 
mov myvalue, bl save it! 
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Function F1 - Write One Register 

Purpose Function F1 writes data to a specified register on the EGA. 

Input: 

Output: 

When your application program returns from a call to func­
tion F1, the contents of registers BH and DX are not 
restored. Your program must save and restore these regis­
ters if desired. 

AH= F1h 

BL = Pointer for pointer/data chips 
Data for single registers, 

BH = Data for pointer/data chips 
(ignored for single registers) 

DX = Port number: 
Pointer/data chips 

Oh: CRT Controller (3?4H) 
Sh: Sequencer(3C4H) 
10h: Graphics Controller (3CEH) 
18h: Attribute Controller (3COH) 

Single registers 

20h: Miscellaneous Output register (3C2H) 
28h: Feature Control register (3?AH) 
30h: Graphics 1 Position register (3CCH) 
38h: Graphics 2 Position register (3CAH) 

? = B for monochrome modes or D for color modes 

AX: Restored 
BL: Restored 
BH: Not restored 
DX: Not restored 

All other registers restored. 

Example: The following example writes the contents of "myvalue" 
into the CRT Controller Cursor Start register: 
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myvalue db 3h 
mov ah, enh fl = write one register 
mov bh, myvalue bh = data from myvalue 
mov bl ' eeeah bl = cursor start index 
mov dx, eeeeh dx = crt controller 
int leh write it! 

The following example writes the contents of "myvalue" into 
the Feature Control register: 

myvalue db 2h 
mov ah, enh 
mov bl, myvalue 
mov dx, ee2ah 
int lah 

fl = write one register 
bl = data from myvalue 
dx = feature control register 
write it! 
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Function F2 - Read Register Range 

Purpose Function F2 reads data from a specified range of registers on 
the EGA. A range of registers is defined to be several regis­
ters on a single chip that have consecutive indexes. This 
call is applicable for pointer/data chips. 

Input: 

Output: 

AH= F2h 

CH = Starting pointer value 

CL = Number of registers (must be > 1) 

DX = Port number: 

Oh: CRT Controller (3?4h) 
Sh: Sequencer (3C4h) 
10h: Graphics Controller (3CEh) 
18h: Attribute Controller (3COh) 

? = 8 for monochrome modes or D for color modes 

ES:BX = Points to table of one-byte entries (length = value 
in CL). On return, each entry is set to the contents of 
the corresponding register. 

AX: Restored 
BX: Restored 
CX: Not restored 
DX: Restored 
ES: Restored 

All other registers restored. 

Example: The following example saves the contents of the Attribute 
Controller Palette registers in "paltable:" 
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paltable db 16 dup (?) 
mov ax, ds 

mov es, ax 
mov bx, offset paltable 

mov ah, 0f2h 

mov ex. 0010h 

mov dx, 0018h 

int 10h 

assume paltable in 
data segment 

es = data segment 
es:bx = paltable 
address 

f2 = read register 
range 

ch = start index 
of 0 

cl = 16 registers 
to read 

dx = attribute 
controller 

read them! 
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Function F3 • Write Register Range 

Purpose Function F3 writes data to a specified range of registers on 
the EGA. A range of registers is defined to be several regis­
ters on a single chip that have consecutive indexes. This 
call is applicable for the pointer/data chips. 

Input: 

Output: 

AH= F3h 

CH = Starting pointer value 

CL = Number of registers (must be > 1) 

DX = Port number: 

Oh: CRT Controller (3?4h) 
Sh: Sequencer (3C4h) 
1 Oh: Graphics Controller (3CEh) 
18h: Attribute Controller (3COh) 

? = B for monochrome modes or D for color modes 

ES:BX = Points to table of one-byte entries (length = value 
in CL). Each entry contains the value to be written to 
the corresponding register. 

AX: Restored 
BX: Not restored 
CX: Not restored 
DX: Not restored 
ES: Restored 

All other registers restored 

Example: The following example writes the contents of "cursloc" into 
the CRT Controller Cursor Location High and Cursor 
Location Low registers. 
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cursloc db Glh, eeh cursor at page 
off set 0100h 

mov ax, ds assume cursloc in 
data segment 

mov es, ax es = data segment 
mov bx, offset cursloc es:bx = cursloc 

address 
mov ah, 0f3h f3 = write register 

range 
mov ex, 0e02h ch = start index 

of 14 
cl = 2 registers to 
write 

mov dx, eeeeh dx = crt controller 
int leh write them! 
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Function F4 - Read Register Set 

Purpose Function F4 reads data from a set of registers on the EGA. A 
set of registers is defined to be several registers that may or 
may not have consecutive indexes, and that may or may not 
be on the same chip. 

Input: 

Output: 

AH= F4H 

CX = Number of registers (must be > 1) 

ES:BX = Points to table of records with each entry in this 
format: 

Bytes 1-2: Port number: 

Pointer/data chips 

Oh: CRT Controiler (3?4H) 
Sh: Sequencer (3C4H) 
10h: Graphics Controller (3CEH) 
18h: Attribute Controller (3COH) 

Single registers 

20h: Miscellaneous Output register (3C2H) 
28h: Feature Control register (3?AH) 
30h: Graphics 1 Position register (3CCH) 
38h: Graphics 2 Position register (3CAH) 

? = B for monochrome modes or D for color modes 

Byte 3: Pointer value (0 for single registers) 

Byte 4: EGA Register Interface fills in data read from reg­
ister specified in bytes 1-3. 

AX: Restored 
BX: Restored 
CX: Not restored 
ES: Restored 

All other registers restored 

Example: The following example saves the contents of the Miscella­
neous Output register, Sequehcer Memory Mode register, 
and CRT Controller Mode Control register in "results:" 
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outvals dw 0020h miscellaneous output 
register 

db e e for single registers 
db ? returned value 
dw eeeah sequencer 
db 04h memory mode register 

index 
db ? returned value 
dw eeeeh crt cont roll er 
db 17h mode control register 

index 
db ? returned value 

results db 3 dup (?) 
mov ax, ds assume outvals in 

data segment 
mov es, ax es = data segment 
mov bx, off set outvals ; es:bx = outvals 

address 
mov ah, 0f 4h f 4 = read register set 
mov ex, 3 number of entries in 

outvals 
int H>h get values into outvals 
mov s i. 3 move the returned 

values from 
add s i. offset outvals outvals 
mov di. off set results to results 
mov ex, 3 3 values to move 

loop: mov al, [si] move one value from 
mov [di], al outvals to results 
add si , 4 skip to next source byte 
inc di point to next destination 

byte 
1 oop 1 oop 
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Function FS - Write Register Set 

Purpose Function FS writes data to a set of registers on the EGA. A 
set of registers is defined to be several registers that may or 
may not have consecutive indexes, and that may or may not 
be on the same chip. 

Input: 

Output: 

AH= FSh 

CX = Number of registers (must be > 1) 

ES:BX = Points to table of values with each entry in this 
format: 

Bytes 1-2: Port number: 

Pointer/data chips 

Oh: CRT Controller (3?4H) 
Sh: Sequencer(3C4H) 
10h: Graphics Controller (3CEH) 
18h: Attribute Controller (3COH) 

Single registers 

20h: Miscellaneous Output register (3C2H) 
28h: Feature Control register (3?AH) 
30h: Graphics 1 Position register (3CCH) 
38h: Graphics 2 Position register (3CAH) 

? = B for monochrome modes or D for color modes 

Byte 3: Pointer value (0 for single registers) 

Byte 4: Data to be written to register specified in bytes 1-3 

AX: Restored 
BX: Restored 
CX: Not restored 
ES: Restored 

All other registers restored 

Example: The following example writes the contents of "outvals" to 
the Miscellaneous Output register, Sequencer Memory 
Mode register, and CRT Controller Mode Control register: 
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outvals dw 002Elh ; miscellaneous output 
register 

db e e for single registers 
db 0a7h output value 
dw eeeah sequencer 
db 04h ; memory mode register index 
db 03h output value 
dw eeeeh crt controller 
db 17h mode control register index 
db 0a3h output value 
mov ax, ds assume outvals in 

data segment 
mov es, ax es = data segment 
mov bx, offset outvals ; es:bx = outvals 

; address 
mov ah, 0f 5h f5 = write register set 
mov ex, 3 number of entries in 

outvals 
int leh write the registers! 

Function F6 - Revert to Default Registers 

Purpose Function F6 restores the default settings of any registers that 
your application program has changed through the EGA 
Register Interface. The default settings are defined in a call 
to function F7 (described in the next section). 

Input: 

AH= F6h 

Output: 

All registers restored 

Example: The following example restores the default settings of the 
EGA registers: 

mov ah, 0f6h f6 = revert to default 

int leh 
registers 

do it now! 
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Function F7 - Define Default Register Table 

Purpose Function F7 defines a table containing default values for any 
pointer/data chip or single register. If you define default 
values for a pointer/data chip, you must define them for all 
registers within that chip. 

Input: 

Output: 

AH= F7h 

DX = Port number: 

Pointer/data chips 

Oh: CRT Controller (3?4H) 
Sh: Sequencer(3C4H) 
10h: Graphics Controller (3CEH) 
18h: Attribute Controller (3COH) 

Single registers 

20h: Miscellaneous Output register (3C2H) 
28h: Feature Control register (3?AH) 
30h: Graphics 1 Position register (3CCH) 
38h: Graphics 2 Position register (3CAH) 

? = B for monochrome modes or D for color modes 

ES:BX = Points to table of one-byte entries. Each entry con­
tains the default value for the corresponding register. 
The table must contain entries for all registers. 

AX: Restored 
BX: Not restored 
DX: Not restored 
ES: Restored 

All other registers restored 

Example: The following example defines default values for the Attri­
bute Controller: 
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attrdfl t db aah, a1h, a2h, a3h, a4h, ash, a6h, a1h 
db 10h, llh, 12h, 13h, 14h, 15h, 16h, 17h 
db aah, aah, afh, aah 
mov ax, ds assume attrdflt in 

data segment 
mov es, ax es = data segment 
mov bx, offset attrdfl t es:bx = attrdflt 

address 
mov ah, 0f7h f7 = define default 

register table 
mov dx, 0018h dx = attribute 

controller 
int 10h do it! 

The following example defines a default value for the 
Feature Control register: 

featdflt db aah 
mov ax, ds assume featdflt in 

data segment 
mov es, ax es = data segment 
mov bx, offset featdfl t es:bx = featdflt 

address 
mov ah, 0f7h fl = define default 

register table 
mov dx, 0028h dx = feature 

control register 
int 10h do it! 
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Function F8 - Read Default Register Table 

Purpose Function F8 reads the table containing default register 
values for any pointer/data chip or single register. 

Input: 

Output: 
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AH= OF8H 

DX = Port number: 

Pointer/data chips 

Oh: CRT Controller (3?4H) 
Sh: Sequencer(3C4H) 
10h: Graphics Controller (3CEH) 
18h: Attribute Controller (3COH) 

Single registers 

20h: Miscellaneous Output register (3C2H) 
28h: Feature Control register (3?AH) 
30h: Graphics 1 Position register (3CCH) 
38h: Graphics 2 Position register (3CAH) 

? = B for monochrome modes or D for color modes 

ES:BX = Points to a table into which the default values are 
returned. The table must have room for the full set of 
values for the pointer/data chip or single register spec­
ified. 

AX: Restored 
BX: Not restored 
DX: Not restored 
ES: Restored 

All other registers restored 



Function FA - Interrogate Driver 

Purpose Function FA returns a value specifying whether the EGA.SYS 
driver is present. 

Input: 

Output: 

AH= FAh 

BX= 0 

AX: Restored 
BX: 0, if EGA.SYS driver is not present 
ES:BX: Pointer to EGA Register Interface version number, if 

present: 
Byte 1: Major release number 
Byte 2: Minor release number (in 1/100ths) 

Example: The following example interrogates the driver and displays 
the results: 

gotmsg db "EGA.SYS driver found", Odh, Oah, 24h 
nopmsg db "EGA.SYS driver not found", Odh, Oah, 24h 
revmsg db "revision $" 
crlf db Odh, Oah, 24h 
ten db 10 

mov bx, a must be a for this call 
mov ah, Ofah fa = interrogate driver 
int !Oh interrogate! 
or bx, bx bx = a ? 
jnz found branch if driver present 
mov dx, off set nopmsg ; assume nopmsg in data 

; segment 
mov ah, 09h 9 = print string 
int 21h output not found message 
jmp continue that•s all for now 

found: mov dx, offset gotmsg assume gotmsg in data 
segment 

mov ah, 09h 9 = print string 
int 21h output found message 
mov dx, offset revmsg assume revmsg in data 

segment 
mov ah, 09h 9 = print string 
int 21h output "revision " 
mov dl , es: [bx] dl = major release 

number 
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add dl t "G" convert to ASCII 
mov ah, 2 2 = display character 
int 21h output major release 

number 
mov dl t 

II II dl = 11
•

11 

mov ah, 2 2 = display character 
int 21h output a period 
mov al, es: [bx+l] al = minor release 

number 
xor ah, ah ah = G 
idiv ten al = lGths, ah = lGGths 
mov bx, ax save ax in bx 
mov dl t al dl = lGths 
add dl t "G" convert to ASCII 
mov ah, 2 2 = display character 
int 21h output minor release 

lGths 
mov dl, bh dl = lGGths 
add dl' "G" convert to ASCII 
mov ah, 2 2 = display character 
int 21h output minor release 

1G0ths 
mov dx, offset crlf; assume crlf in data 

segment 
mov ah, 09h 9 = print string 
int 21h output end of line 

continue: the end 
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Using Extended Screen and Keyboard Control 
(ANSI.SYS, ANSICALL.DLL) 

This section explains how you can issue special control character 
sequences to: 

• Control the position of the cursor 

• Erase text from the screen 

• Set the display mode 

• Redefine the meaning of keyboard keys 

ANSI extended screen and keyboard control sequences are sup­
ported in the DOS mode by ANSI.SYS, an installable device driver. 

In the OS/2 mode, these control sequences are supported by 
ANSICALL.DLL, a dynamic link module. 

Note: In this section, unless otherwise specified, ANSI refers to both 
ANSI.SYS and ANSICALL.DLL. 

Limitations/ Restrictions 

ANSI operates on a per-session basis. 

OS/2 mode ANSI is affected when keys are reassigned in a code page 
environment. ANSI does not provide code page support for key reas­
signment in the DOS mode. 

Control Sequences 

Control Sequence Syntax 

Each of the cursor control sequences is in the format: 

ESC [parameters COMMAND 
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ESC The 1-byte ASCII code for ESC (1 BH). 
It is not the three characters ESC. 

[ The character [. 

para me- The numeric values you specify for#. 
ters The # represents a numeric parameter. 

A numeric parameter is an integer 
value specified with ASCII characters. 
If you do not specify a parameter 
value, or if you specify a value of 0, the 
default value for the parameter is used. 

COMMAND An alphabetic string that represents 
the command. It is case specific. 

For example: 

ESC [2;H>H 

could be created using BASIC as follows: 

The IBM Personal Computer Basic 
Version 3.00 Copyright IBM Corp. 1981, 1982, 1983, 1984 
xxxxx Bytes free 

Ok 
open "sample" for output as 1 
Ok 
print #1, CHR$(27);"[2;10H";"x row 2 col 10" 
Ok 
close #1 
Ok 

Notice that "CHR$(27)" is ESC. 
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Cursor Control Sequences 

The following tables contain the cursor control sequences you can 
use to control cursor positioning. 

Cursor Position 

Cursor Position Function 

ESC [#;#H Moves the cursor to the 
position specified by the 
parameters. The first 
parameter specifies the row 
number and the second 
parameter specifies the 
column number. The 
default value is 1. If no 
parameter is given, the 
cursor is moved to the 
home position. 

This example copies the file SAMPLE from the previous example, to 
CON, which places the cursor on row 2 column 10 of the screen: 

type sample 

Cursor Up 

Cursor Up Function 

ESC[#A Moves the cursor up one or 
more rows without 
changing the column posi-
tion. The value of# deter-
mines the number of lines 
moved. The default value 
for # is 1. This sequence is 
ignored if the cursor is 
already on the top line. 

Cursor Down 
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Cursor Down Function 

ESC[#B Moves the cursor down one 
or more rows without 
changing the column posi-
tion. The value of# deter-
mines the number of lines 
moved. The default value 
for # is 1. The sequence is 
ignored if the cursor is 
already on the bottom line. 

Cursor Forward 

Cursor Forward Function 

ESC[#C Moves the cursor forward 
one or more columns 
without changing the row 
position. The value of# 
determines the number of 
columns moved. The 
default value for # is 1. 
This sequence is ignored if 
the cursor is already in the 
rightmost column. 
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Cursor Backward 

Cursor Backward Function 

ESC[#D Moves the cursor back one 
or more columns without 
changing the row position. 
The value of# determines 
the number of columns 
moved. The default value 
for# is 1. This sequence is 
ignored if the cursor is 
already in the leftmost 
column. 

Horizontal and Vertical Position 

Horlzontal and Vertlcal Function 
Position 

ESC [#;#f Moves the cursor to the 
position specified by the 
parameters. The first 
parameter specifies the line 
number and the second 
parameter specifies the 
column number. The 
default value is 1. If no 
parameter is given, the 
cursor is moved to the 
home position. 
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Cursor Position Report 

Cursor Position Report Function 

ESC [#;#R The cursor sequence report 
reports the current cursor 
position through the 
standard input device. The 
first parameter specifies the 
current line and the second 
parameter specifies the 
current column. 

Device Status Report 

Device Status Report Function 

ESC [6n The console driver gives a 
cursor position report 
sequence on receipt of 
device status report. 

Note: Do not use the Device Status Report as part of a prompt. 

This example tells ANSI to put the current cursor position (row and 
column) in STDIN. Then the program reads it from STDIN and outputs 
to STDOUT. 
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PROGRAM dsr(INPUT,OUTPUT); 

VAR 
f:FILE OF CHAR; 
key:CHAR; 

FUNCTION inkey:CHAR; 
VAR 

ch:CHAR; 
BEGIN 

READ(f,ch); 
inkey:=ch 

END; 

BEGIN 
ASSIGN(f,'user'); 
RESET(f); 

WRITE(CHR(27),'[6n'); 
key:=inkey; 
key:=inkey; 
key:=inkey; 

END. 

WRITE('row ',inkey,inkey,' 
key:=inkey; 
WRITE(inkey,inkey) 

Save Cursor Position 

Save Cursor Position Function 

{ read character } 
{ from the } 
{ keyboard buffer } 

{ issue a DSR } 
{ read up to } 
{ first digit } 
{ of the row } 

column '); 
{ skip to column} 
{ write column } 

ESC [s The current cursor position 
is saved. This cursor posi-
tion can be restored with 
the restore cursor position 
sequence (see below). 
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Restore Cursor Position 

Restore Cursor Position Function 

ESC [u Restores the cursor to the 
value it had when the 
console driver received the 
save cursor position 
sequence. 

Erasing 

The following tables contain the control sequences you can use to 
erase text from the screen. 

Erase In Display 

Erase In Display Function 

ESC [2J Erases all of the screen and 
the cursor goes to the home 
position. 

Erase In Line 

Erase In Line Function 

ESC[K Erases from the cursor to 
the end of the Ii ne and 
includes the cursor posi-
ti on. 

Controlling Display Mode 

The following tables contain the control sequences you can use to set 
the moge of operation. They are: 

• Set Graphics Rendition (SGR) 
• Set Mode (SM) 
• Reset Mode (RM) 
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Set Graphics Rendition (SGR) 

SGR Function 

ESC [#; ... ;#m Sets the character attribute 
specified by the parameters. All 
following characters have the 
attribute according to the 
parameters until the next occur-
rence of SGR. 

Parameter Meaning 
0 All attributes off 

(normal white on 
black) 

1 Bold on (high inten-
sity) 

4 Underscore on 
(mono-com pa ti bl e 
modes) 

5 Blink on 
7 Reverse video on 
8 Canceled on (invis-

ible) 
30 Black foreground 
31 Red foreground 
32 Green foreground 
33 Yellow foreground 
34 Blue foreground 
35 Magenta foreground 
36 Cyan foreground 
37 White foreground 
38 Reserved 
39 Reserved 
40 Black background 
41 Red background 
42 Green background 
43 Yellow background 
44 Blue background 
45 Magenta background 
46 Cyan background 
47 White background 
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Set Mode (SM) 

SM Function 

ESC [=#h Invokes the screen width or 
or ESC [=h type specified by the 
or ESC [=Oh parameter. 
or ESC [?7h 

Parameter Meaning 
0 40x25 black and 

white 
1 40x25 color 
2 80x25 black and 

white 
3 80x25 color 
4 320x200 color 
5 320x200 black 

and white 
6 640x200 black 

and white 
7 Wrap at end of 

line. (Typing 
past end-of-line 
results in new 
line.) 

Reset Mode (RM) 

RM Function 

ESC [=#I Parameters are the same 
or ESC [=I as Set Mode (SM) except 
or ESC [=01 that parameter 7 resets 
or ESC [?71 wrap at end-of-line mode 

(characters past end-of-line 
are thrown away). 
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Keyboard Key Reassignment 

When the application does a KbdStringln call, the reassigned key's 
ASCII code is converted to the specified string and is passed back to 
the calling application. 

OS/2 mode ANSI is affected when keys are reassigned in a code page 
environment. ANSI "remembers" the code page under which a key is 
reassigned. The keyboard subsystem checks for reassigned keys 
when the application calls the KbdStringln function. When areas­
signed key is detected, the ANSI support: 

• Checks to see what code page the requester is running under. 

• Looks internally to see if the key has been reassigned under that 
code page. 

• If there is a key reassignment for that code page, gives the reas­
signment string. 

• Otherwise, gives the original ASCII codes. 

A maximum storage of 64Kb may be allocated to OS/2 mode ANSI 
reassigned key definitions. 

The following table contains the control sequences you can use to 
redefine the meaning of keyboard keys. 
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The control sequence Is: Function 

ESC [#;#; ... #p The first ASCII code in the 
or ESC ["string"p control sequence defines 
or ESC [#;"string";#; which code is being 

#;"string";#p mapped. The remaining 
or any other combination of numbers define the 

strings and decimal sequence of ASCII codes 
numbers generated when this key is 

intercepted. However, if the 
first code in the sequence is 
0 (NULL) the first and 
second code make up an 
extended ASCII redefinition 

Here are some examples: 

To execute these examples, you can either: 

• Create a file that contains the following statements and then use 
the TYPE command to display the file that contains the statement. 

• Execute the command at the OS/2 prompt. 
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1. Reassign the Q and q key to the A and a (and the other way as 
well): 

Creating a File: 

ESC [65;8lp 
ESC (97; 113p 
ESC [81;65p 
ESC (113; 97p 

A becomes Q 
a becomes q 
Q becomes A 
q becomes a 

At the OS/2 Prompt: 

prompt $e[65;8lp 
prompt $e[97;113p 
prompt $e[81;65p 
prompt $e[113;97p 

A becomes Q 
a becomes q 
Q becomes A 
q becomes a 

2. Reassign the F10 key to a DIR command followed by a carriage 
return: 

Creating a File: 

ESC [0;68;"dir";13p 

At the OS/2 Prompt: 

prompt $e[0;68;"dir";13p 

The $e is the prompt command characters for ESC. The 0;68 is 
the extended ASCII code for the F10 key; 13 decimal is a carriage 
return. 

3. The following example sets the prompt to display the current 
directory on the top of the screen and the current drive on the 
current line. 

prompt $e[s$e[1;30f$e(K$p$e[u$n$g 

If the current directory is C:\FILES, and the current drive is C, this 
example would display: 

C:\FILES 

C> 
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4. The following DOS mode assembly language program reassigns 
the F10 key to a DIR B: command followed by a carriage return. 

TITLE SETANSI.ASM - SET F10 TO STRING FOR ANSI.SYS 
CSEG SEGMENT PARA PUBLIC 1 CODE 1 

ASSUME CS:CSEG,DS:CSEG 
ORG Hl0H 

ENTPT: JMP SHORT START 
STRING DB 27, 1 [0;68; 11 DIR B: 11 ;13P 1 ;Redefine F10 key 
STRSIZ EQU $-STRING ;Length of above message 
HANDLE EQU 1 ;Pre-defined file 

;Handle for standard output 

START PROC NEAR 
MOV BX,HANDLE ;Standard output device 
MOV CX,STRSIZ ;Get size of text to be sent 
MOV DX,OFFSET STRING ;Pass offset of string 

;To be sent 
MOV AH,40H ;Function= 11 write to device" 
INT 21H ;Call DOS 
RET ;Return to DOS 

START ENDP 

CSEG ENDS 
END ENT PT 
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Diskette Device Driver 

The floppy disk device driver is able to run in a multitasking, dual­
mode environment. 

The following functions are provided. 

• Read 
• Write 

Reading and writing can be done in either of two modes. Abso­
lute mode allows the user to specify a logical sector to be used 
for the starting 1/0 location. The other mode requires the track 
and sector number to be specified. 

• Verify 
• Format 

With this function the user is able to determine if the drive is 
present, if the direct access storage device (DASO) is a diskette 
with change line available/not available, or if the DASO is a fixed 
disk. 

• Get/Set Device Parameters 

9-137 



Fixed Disk Device Driver 

The fixed disk device driver is able to run in a multitasking, dual 
mode environment. 

The following functions are provided. 

• Read 
• Write 

Read and write requests can be made in either of two modes. 
Absolute mode allows the user to specify a logical sector to be 
used for the starting 110 location. The other mode requires the 
cylinder and head and sector number to be specified. 

• Verify 
• Format 
• Get/Set Drive Parameters 

With this function the user is able to determine the number of 
consecutive drives that are attached, the maximum usable value 
for head number, the maximum usable value for cylinder number, 
and the maximum usable value for sector number. 

The user is able to determine if a DASO is present, if the DASO is 
a diskette with change line available/not available, or if the DASO 
is a fixed disk. If the DASO is a fixed disk, the number of 512-byte 
blocks contained is returned. In addition, the disk device driver 
has some special support code for DOS mode applications which 
can issue INT 13H, which also runs in user state. 

Greater than 32Mb Partitioned Jupport 

Large fixed disk (greater than 32Mb) are supported by OS/2 with par­
titioning of the disk. The extended partition is indicated by a system 
ID byte of OSH in the partition table of the Master Boot (Start-up) 
Record. This partition cannot be started, and programs that can set 
startable partitions (such as OS/2 FDISK) will not allow the partition 
to be marked as able to start. 

Note: This extended partition support can be used on any fixed disk 
supported by OS/2. 
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The extended DOS partition can be created only if a primary DOS par­
tition already exists on a startable drive. A Primary DOS partition is a 
partition with a system ID byte of 01 H or 04H. If the drive cannot be 
started, then an extended DOS partition may be created without 
having a primary DOS partition. 

The Extended DOS Partition starts and ends on a cylinder boundary. 

Extended DOS Partition Architecture 

The Extended DOS Partition consists of a collection of extended 
volumes which are linked together by a pointer in the extended 
volumes' extended start-up record. An extended volume consists of 
an extended start-up record and one logical block device. An 
extended volume created within the extended DOS partition can be 
any size from one cylinder long up through the maximum available 
contiguous space in the extended DOS partition. However, in OS/2 an 
extended volume cannot be larger than 32Mb due to the limitations of 
the FAT file system. All extended volumes must start and end on a 
cylinder boundary. An extended volume will correspond to an image 
of a physical disk. The extended start-up record corresponds to the 
master start-up record at the beginning of an actual physical disk and 
the logical block device corresponds to the DOS partition that is 
pointed to by the master start-up record. 

Therefore, the logical block device begins with a normal DOS start-up 
sector if it is a DOS logical block device (system id= 1 or 4). This 
logical block device must start on a cylinder and head boundary and 
follows the extended start-up record on the physical disk. The logical 
block device and the extended volume both end on the same cylinder 
boundary. 

Each extended volume contains an extended start-up record, located 
in the first sector of the disk location assigned to it. This extended 
start-up record contains the 55AAH signature ID byte. This allows 
programs that look at the extended (master) start-up record to be 
compatible. This extended start-up record also contains a partition 
table, which can contain only 2 types of entries. The start-up code is 
not critical, as the devices are not considered startable. The start-up 
code may simply report a message indicating an unstartable partition 
if it is executed. 
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The partition table portion of the extended start-up record is the same 
as the partition table structure in the master start-up record. This 
structure has four partition entries of 16 bytes each. The system ID 
byte must be filled in for all four entries with one of the following 
values: 

OOH No space allocated in this entry. 

01H DOS partition up to 16Mb 

04H DOS partition with 32Mb > SIZE > 16Mb 

OSH Maps out area assigned to the next extended volume. Serves 
as a pointer to the next extended start-up record. 

06H Reserved. 

If the system ID byte is O then the values in that partition table entry 
will be set to 0. 

If OS/2 detects any values other than 01 H or 04H, it will ignore that 
entry and not attempt to install the logical block device. This will 
allow future expansion of devices in this area without problems of 
compatibility with earlier systems. 

The partition start and end fields (C,H,S) will be filled in for any of the 
four partition entries in an extended start-up record that have one of 
the above system ID bytes. This will allow a program such as FDISK 
to determine the allocated space in the extended DOS partition, as 
well as allowing the device drivers to determine the physical DASO 
area that belongs to it. The partition start and end fields (C,H,S) for 
the partition entry that points to the logical block device (system ID 
01 H, 04H, or 06H) map out the physical boundaries of the logical block 
device. They are offset relative to the beginning of the extended 
start-up record that the entry resides in. The partition start and end 
fields (C,H,S) for the partition entry that points to the next extended 
volume (system ID 05H) map out the physical boundaries of the next 
extended volume. They are relative to the beginning of the entire 
physical disk. 

The relative sector and number of sector fields will be set up differ­
ently depending on what system ID byte is used. If 01H, 04H or 06H is 
in the system ID field for that extended partition entry (pointer to the 
logical block device), the relative sector field will be set up as an 
offset from (and including) the start of the extended start-up record for 
the associated extended volume. The number of sectors (size) field 
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will be filled in with the size of the created logical block device area, 
in other words, the number of sectors mapped out by the start and 
stop cylinder/track/sector fields. The size of the extended volume 
can be calculated by adding the relative sector field and the sector 
size field of the associated extended start-up record. 

If the system ID byte is 05H, then the relative sector field is the offset 
(of the next extended volume) in sectors from the start of the entire 
extended DOS partition. The number of sectors field is not used in 
this field, and will be filled with OOH's. 

This architecture allows only one logical block device to be defined 
for each extended start-up record. Therefore, only a maximum of two 
partition entries at a time is used in each extended start-up record; an 
entry with system ID byte of (01 H, 04H, or 06H) and an entry with ID of 
05H, which is the pointer to the next extended volume. Although only 
two entries can be used, a program installing these devices will not 
assume that the first two entries will be the non-zero entries. 

Installing Block Devices in the Extended Partition 

To install block devices, the device drivers will first install the 
primary DOS partitions on both the 80H and 81 H physical drives if any 
exist. This will insure that an existing drive letter (D:) on the 81 H 
drive will remain the same. After these devices are installed, on the 
80H drive, the drivers will look for the existence of the extended DOS 
partition. If one exists, then it will look at the first sector of the 
extended DOS partition for the first extended start-up record. If there 
is a valid system ID (01 h, 04h, or 06h) in any of the four partition 
entries, the device is installed and assigned the next available drive 
letter. This will occur before any CONFIG.SYS device drivers are 
loaded so the FDISK will correctly display the drive letter when space 
is allocated for the drive. 
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The first extended start-up record (in the extended DOS partition) is a 
special case because it is possible there will not be a device to be 
installed defined in the partition table. The first device might have 
been created and then deleted at some time, but the first extended 
start-up record is needed to point to the next one, if one exists. Any 
other extended start-up record will always have a device to be 
installed. 

An extended start-up record may not contain a device that will be 
installed by that driver. For example, a logical block device with a 
system ID byte of 06H would not be installed in OS/2. 

Once a device has been installed (or the special cases above occurs), 
the device driver will search the other partition entries for a system 
ID byte of 05H, indicating that another device (extended volume) 
exists. If a 05H is not found, there are no more logical block devices 
(extended volumes) in the extended DOS partition. 

If a 05H system ID is found, the start location in that partition entry 
will be read in order to find the location of the next extended start-up 
record (extended volume). When located, it will be read in and then 
the process repeated in order to install additional devices. 

Once all the valid devices for a physical drive have been installed, 
the next physical drive will be examined and the entire process 
repeated. 

A device driver will not assume any order dependency when 
searching for a particular system ID byte in an extended start-up 
record. All four possible entries in a extended start-up record parti­
tion table will be searched before a driver decides that a particular 
system ID byte does not exist. 
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Creating Block Devices In the Extended DOS Partition 

To create the structure for an extended volume in the extended DOS 
partition, FDISK will determine if there is available space in the 
extended DOS partition and if less than 24 total devices are allocated 
in the system. The maximum number of block devices allowed is 26, 
and two are used by diskettes A: and 8:. If so, then the program will 
create an extended start-up record at the space located, with a parti­
tion entry filled in with the size and location information for that 
logical block device. If this is not the first extended start-up record, 
the program will back up to the last extended start-up record in the 
chain (as linked by the 05H entries), and create a partition entry in 
that extended start-up record that has the size and location data for 
the newly created record. This action will create the pointer required 
to locate the newly created start-up record. 

If this is the first extended start-up record (in the extended DOS parti­
tion), only the size, type and location of the logical block device need 
to be put into a partition entry. The start of the extended DOS parti­
tion in the master start-up record will serve as a pointer to this 
extended volume. 

Deleting Block Devices In the Extended DOS Partition 

To delete a block device, the program will set to 0 the 16-byte parti­
tion entry that contained the system ID byte that indicated the device 
type (01 H, 04H, or 06H). Also, if in the same extended start-up record 
there exists a partition entry with system ID of 05H, indicating that 
another extended volume exists, this information will be copied to the 
05H partition entry of the previous extended start-up record. There is 
one exception to this rule: if the logical block device deleted is at the 
beginning of the extended DOS partition, only the partition entry indi­
cating the device type would be set to 0. The 05h pointer information 
will be left in place. 
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Layout of Block Devices In the Extended DOS Partition 
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Master Boot Record (Note 1) 

(Note 2tl > 4 2 5 0 55AA 

Primary DOS Partition (Note 4) 
DOS C: drive 32Mb > size 

Other Operating system Partition (XENIX) (Note 5) 

Extended Boot Record (Note 6) 

( Note 7) > 14 5 0 0 55AA 

LOGICAL block device D: (Note 8) 
32Mb > Size > 16Mb 

Extended Boot Record (Note 9) 

(Note 10) > ~1 5 0 0 55AA 

LOGICAL block device E: 
Size< 16Mb 

Extended Boot Record 

(Note 11) >le 5 o o 55AA 

Area reserved for OS/2 use (Note 12) 

Extended Boot Record 

(Note 13) >j 4 0 0 0 55AA 

LOGICAL block device G: 
32Mb > Size > 16Mb 

Free Space in Extended Partition 

Free Space not allocated to any partition 
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• 
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(Note 3) 
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v 
0 
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e 

Note 1 Master start-up (boot) record code, starting at Trk 000, Hd 
00, Sec 01 of disk 80H or 81H. 
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Note 2 Partition table for master start-up record. See "Partition 
Table for Master Start-up Record" on page 9-146 for layout. 
The 4 is the system ID byte in the partition table that indi­
cates a DOS partition bigger than 16Mb, the 2 is a XENIX 
partition, and the 05H maps the extended DOS partition. 

Note 3 55AAH is the signature to validate the master start-up 
record. 

Note 4 Primary DOS area, must reside entirely in first 32Mb of disk. 
C: is block device 80H. D: is block device 81 H if it exists. 
This partition has a maximum size of 32Mb. 

Note 5 Other operating system on disk; XENIX in this example. 

Note 6 Extended start-up record for extended volume that corre­
sponds to logical block device D:. (This assumes only 80H 
block device exists.) If 81 H block device exists, then this 
would be block device E:. 

Note 7 Logical block device D: partition table entry. This has a 
maximum size of 32Mb, which is indicated by the system ID 
of 4. This must set the logical DOS block device as starting 
at the next cylinder and head boundary. The 05h system ID 
byte in the second partition entry maps out the space allo­
cated to the next extended volume. The starting 
cyl/sec/head in the partition entry with ID of 05H is the 
location of the next extended start-up record of the next 
extended volume. 

Note 8 Logical block device D:. Logical DOS devices always begin 
with a DOS start-up record as does the primary DOS parti­
tion. 

Note 9 Extended start-up record for logical block device E:. 

Note 10 Partition table entry for logical block device E:. This logical 
DOS block device is less than 16Mb, as indicated by the 
system ID of 01 h. The entry with system ID of 05H maps out 
the space allocated to the next extended volume. 

Note 11 The system ID byte of 06H indicates a reserved area. These 
areas are not limited to 32Mb and may not be used in OS/2. 
This would have a block device letter of F: in a system that 
would recognize system ID 06h. Note also that a pointer 
exists to the next extended volume. 

Note 12 Reserved 
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Note 13 Partition table entry for final DOS logical block device. Note 
the absence of 05h ID byte means that there are no other 
extended volumes allocated in the extended DOS partition. 
This would have a block device letter of G: if the previous 
logical block device was recognized. Otherwise it would be 
F:. 

Partition Table for Master Start-up Record 

Offs Purpose Head Sector Cylinder 

1 BE Partition 1 begin boot ind H s CYL 

1 C2 Partition 1 end syst ind H s CYL 

1 C6 Partition 1 rel sect Low word High word 

1 CA Partition 1 # sects Low word High word 

1CE Partition 2 begin boot ind H s CYL 

102 Partition 2 end systind H s CYL 

106 Partition 2 rel sect Low word High word 

1 DA Partition 2 # sects Low word High word 

1DE Partition 3 begin boot ind H s CYL 

1 E2 Partition 3 end syst ind H s CYL 

1 E6 Partition 3 rel sect Low word High word 

1 EA Partition 3 # sects Low word High word 

1 EE Partition 4 begin boot ind H s CYL 

1 F2 Partition 4 end syst ind H s CYL 

1 F6 Partition 4 rel sect Low word High word 

1FA Partition 4 # sects Low word High word 

1 FE Signature 
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BPB and Get Device Parameters for Extended Volumes 

For purposes of the BIOS Parameter Block (BPB) and Get Device 
Parameters (Generic IOCtl), an extended volume appears to the 
system as a virtual physical fixed disk. The extended start-up record 
will correspond to the master start-up record of a real fixed disk and 
the logical block device will correspond to the primary DOS partition. 

This means that the BPB of the logical DOS block device of the 
extended volume will describe the environment in the extended 
volume; this consists of the extended start-up record and the logical 
block device. The meaning of the fields will be consistent to the 
meaning of the fields for the primary DOS partition; they relate to the 
entire physical disk, the primary DOS partition, and the master 
start-up record. For example, the number of hidden sectors will be 
the distance from the beginning of the extended start-up record (of 
the extended volume in question) to the start of the logical DOS block 
device (the DOS start-up record). The number of sectors field will 
describe only the logical block device just as it normally only 
describes the primary DOS partition. 

Category 8 Generic IOCtl Commands 

The philosophy described above also applies to the disk generic IOCtl 
commands. For any logical block device of an associated extended 
volume; physical cylinder, head, sector 1/0 is mapped to within the 
extended volume. Cylinder 0, head 0, sector 1 is mapped to the 
extended start-up record. An error condition will be generated for 
any attempt to do C,H,S 1/0 beyond the size of the extended volume 
in question. 

Category 9 Generic IOCtl Commands 

Category 9 generic IOCtl commands are used to access the entire 
physical fixed disk without consideration of logical volumes. Physical 
cylinder, head, sector begin at the start of the physical drive instead 
of at the beginning of an extended volume. "Get physical device 
parameters" describes the entire physical device. 
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EXTDSKDD.SYS Device 

This installable device driver allows you to access and use a disk 
device by referencing a logical drive letter. The format of the 
CONFIG.SYS DEVICE statement is: 

DEVICE=EXTDSKDD.SYS /D:ddd[T:ttt][/S:ss] 
[/H:hh][/C][/N][/F:f] 

These parameters are defined as follows: 

/D:ddd specifies the physical drive number. A physical drive has the 
value 0 through 255. A value of 0 specifies the first physical diskette 
drive and is referenced as drive A from the OS/2 command line. 

The value 1 specifies the second physical diskette drive. 

The value 2 specifies the third physical diskette drive (which must be 
external). 

A fixed disk drive can be partitioned into many different logical drives 
using the FDISK utility. Assigning a new drive letter to the physical 
fixed disk in this environment is not meaningful and is not supported. 

/T:ttt specifies the number of tracks per side (1-999). The default is 80 
tracks per side. 

/S:ss specifies the number of sectors per track (1-99). The default is 
nine sectors per track. 

/H:hh is the maximum number of heads (1-99). The default number is 
two heads. 

IC specifies that Changeline support is required. This is meaningful 
only on machines that support diskette Changeline, such as the IBM 
Personal Computer AT and PS/2. 
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/F:f specifies the device type (form factor). Choose from the list 
below. The default is 2. 

Value Device 
0 160/180 KB 
0 320/360 KB 
1 1.2 MB 
2 720 KB 
7 1.44MB 

The general rules for drive letter assignment are discussed following 
these few simple examples. In the first three examples it is assumed 
that there are no extended DOS partitions on the IBM Personal Com­
puter AT fixed disk. 

Example 1 - To set up a logical drive (0) for a 720 KB external 
diskette drive on a IBM Personal Computer AT (one internal diskette 
drive and one fixed disk), use the following command: 

OEVICE=EXTOSKOO.SYS /0:2 

Example 2 - To be able to copy from a 720 KB external diskette drive 
to the same drive, put the same command in the CONFIG.SYS file 
twice, which (for an IBM Personal Computer AT) assigns the logical 
drive letters D and E to the drive. 

OEVICE=EXTOSKOO.SYS /0:2 
OEVICE=EXTOSKOO.SYS /0:2 

Example 3 - You can use EXTDSKDD.SYS to copy from an internal 
drive to the same internal drive. Assume you have an IBM Personal 
Computer AT with a 1.2Mb drive as the first diskette drive and a 
320/360 KB drive as the second physical diskette drive and a fixed 
disk. The CONFIG.SYS command would be: 

OEVICE=EXTOSKOO.SYS /0:0 /T:80 /5:15 /H:2 /C /F:l 

This assigns the logical drive letter D to the first diskette drive. It can 
now be referenced as A and D. The command 

A>copy fil el d: 

copies "file1" from one diskette to another diskette using the 1.2Mb 
drive only. OS/2 prompts you to insert the diskette for the appro­
priate logical drive. 
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Example 4 - If in the previous example FDISK had been used to set up 
an extended DOS partition on the Personal Computer AT fixed disk, 
the same DEVICE= statement in CON FIG.SYS would result in the 
logical drive letter E (instead of D) being assigned to the first diskette 
drive. It can now be referenced as A and E. The command 

A>copy filel e: 

copies "file1" from one diskette to another diskette using the 1.2Mb 
drive only. OS/2 prompts you to insert the diskette for the appro­
priate logical drive. 

General Rules For Drive Letters: The first physical internal diskette 
drive is assigned A. The second internal diskette drive is assigned B. 
The letters beginning with Care assigned in the order devices (or 
device drivers) are encountered. The existence of internal physical 
devices (diskettes and fixed disks) is checked first including partitions 
on the fixed disks; then the CONFIG.SYS file is checked for device 
drivers. For OS/2 to recognize an external physical device the 
CONFIG.SYS file must have the correct device driver information. 

The drive letter B automatically is used, even if there is only one 
physical diskette drive, that is, on machines with only one diskette 
drive, there are two logical diskette drives A and B. In this case, the 
parameter /0:1 is an error. The first fixed disk, or the first block 
device driver, cannot have a drive letter assigned lower than C. On 
each fixed disk a drive letter is assigned for each primary and 
extended DOS partition. 

For machines with an external drive, if the external device driver is 
loaded twice, where /D:dd is the same, it generates two logical drives 
for the one physical drive. This provides the ability to transfer data 
from one diskette to another in that same drive. 

The same concept can also be applied to internal drives. In this case, 
OS/2 automatically loads a disk device driver for the drive at setup 
time. By including a DEVICE= EXTDSKDD.SYS in the CONFIG.SYS 
file for the same drive, two drive letters will be associated with the 
same drive. The command 

DEVICE=EXTDSKDD.SYS /D:e 

in the CONFIG.SYS file at start-up time causes OS/2 to load another 
diskette driver for the first diskette drive. As described above, the 
drive letter depends on the number of diskette drives and the number 
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of fixed disks in the machine. For a machine with two diskette drives 
and a fixed disk that does not have any extended DOS partitions, the 
logical drive letter for the first diskette is drive D. With this setup you 
can copy files from the first physical diskette drive to the first logical 
diskette drive by referencing them as A and D. 

The following table describes the logical drive letter assigned to the 
external device driver for certain machine configurations and values 
of ID. 

Note: More than one external device driver can be installed at the 
same time even though this table shows one external device driver. 
The existence of any VDISKs will not affect the drive letter assign­
ments described below if the DEVICE= VDISK.SYS commands are 
after the DEVICE= EXTDSKDD.SYS commands in the CON FIG.SYS 
file. 

Internal Internal External Physical Logical 
diskette fixed drives drive drive 
drives disk attached? number letter 

drives* (/D:ddd} assigned 

1 0 No 0 C: 

1 0 No 1 error 

1 1 No 0 D: 

1 1 No 1 error 

1 1 No 128 error 

1 2 No 0 E: 

1 2 No 1 error 

1 2 No 128 error 

1 0 Yes 0 C: ** 

1 0 Yes 1 error 

1 0 Yes 2 C: 
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Internal Internal External Physlcal Log lea I 
diskette fixed drives drive drive 
drives disk attached? number letter 

drives* (/D:ddd) assigned 

1 1 Yes 0 D: 

1 1 Yes 1 error 

1 1 Yes 2 D: 

1 1 Yes 128 error 

1 2 Yes 0 E: 

1 2 Yes 1 error 

1 2 Yes 2 E: 

1 2 Yes 128 error 

1 2 Yes 129 error 

2 0 No 0 C: 

2 0 No 1 C: 

2 0 No 2 error 

2 1 No 0 D: 

2 1 No 1 D: 

2 1 No 2 error 

2 1 No 128 error 

2 2 No 0 E: 

2 2 No 1 E: 

2 2 No 2 error 

2 2 No 128 error 

2 2 No 129 error 

2 0 No 0 C: ** 
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Internal Internal External Physlcal Log lea I 
diskette fixed drives drive drive 
drives disk attached? number letter 

drives* (/D:ddd) assigned 

2 0 Yes 1 C: ** 

2 0 Yes 2 C: 

2 1 Yes 0 D: ** 

2 1 Yes 1 D: ** 

2 1 Yes 2 D: 

2 1 Yes 128 error 

2 2 Yes 0 E: ** 

2 2 Yes 1 E: ** 

2 2 Yes 2 E: 

2 2 Yes 128 error 

2 2 Yes 129 error 

* These values assume that there are no extended DOS partitions 
on the fixed disk(s). 

** The external drive is not recognized. 

Note that a physical drive number above 127 is an error. 
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Printer Device Driver 

The printer device driver runs in a multitasking, dual-mode environ­
ment. 

The following functions are supported: 

• Initialize Printer Device Driver 
• Print Character 
• Return Printer Device Driver Status 
• Open Device 
• Close Device 
• Deinstall 
• Generic IOCtl functions 

Set/Return Frame Control 
Set/Return Infinite Retry 
Initialize Printer Port 
Return Printer Port Status 
Register/Query Monitor Support 
Activate Code Page/Font 
Query Code Page/Font 
Verify Code Page/Font 

When the user asks for printer status with the generic IOCtl request, 
the following information is returned: 

• Busy/not busy 
• Acknowledge 
• Out of paper 
• Selected 
• 1/0 error 
• Timeout 

The printer device driver provides character device monitor support 
on a per device basis. The printer device driver supports the regis­
tration of two monitor chains. The first chain (INDEX= 1) is normally 
considered to be the data chain and is used by the printer device 
driver to send character data to a monitor. The second chain 
(INDEX= 2) is normally considered to be the code page chain, but it is 
used by the printer device driver only to receive the results of a code 
page request. The code page request sent to the monitor was per­
formed using the first chain (INDEX= 1). 
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The printer spooler is an example of a monitor that registers itself on 
both the data chain and the code page result chain. The input buffer 
specified when the spooler registers INDEX= 2 is never used by the 
spooler. All data and code page requests from the printer device 
driver to the spooler on one chain are sent to insure that the spooler 
processed the requests in order. The second chain was implemented 
to enhance processing. Processes that issue code page requests are 
blocked until they receive an indication that their request is valid. 
The second chain allows a monitor to respond to the printer device 
driver quickly and efficiently. 

Therefore, printer device driver monitors must be designed with 
extreme care and thought must be given to their position in the chain 
when other monitors are involved. The following items list some of 
the possibilities: 

Notes: 

1. If a monitor wishes only to process character data and it is the 
only monitor in the chain, or it is registered to be in a position to 
process the data after the spooler, it only needs to register on the 
data chain (INDEX= 1). This monitor would never see the code 
page requests from the spooler, because the spooler sends these 
requests out on the code page result chain. If the spooler wasn't 
part of the chain, then the printer device driver would never issue 
the code page requests. 

2. If a monitor wishes to process both the character data and the 
code page requests and it is the only monitor in the chain, it must 
register itself on both the data and code page result chains. It 
must also expect to receive both the data and code page requests 
on the data chain, it must respond to the code page requests on 
the result chain as quickly as possible. 

3. If a monitor wishes to process both the character data and the 
code page requests and its position in the chain is after the 
printer spooler, it must expect to receive the character data from 
the spooler on its data chain (INDEX= 1) and the code page 
requests from the spooler on the code page chain (INDEX=2). A 
monitor in this situation would not be able to easily synchronize 
the code page requests with the data requests; the spooler will 
pass the code page results along the result chain before all the 
data has been spooled and released. 
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4. If a monitor wishes to process both the character data and the 
code page requests and its position in the chain is before the 
printer spooler, it registers itself on the data chain (INDEX= 1). 
The spooler will register itself on both chains. All data and code 
page requests will be sent to the first monitor on the data chain. 
This monitor must pass on to the spooler all the information it 
receives, in the order received. 

The printer device driver passes the character information to the 
monitors in data packets. The character information in the data 
packets is preceded by control information. The maximum size of the 
data packet which consists of both the control information and the 
character data is 134 bytes. This value is used to calculate the size of 
the monitor input/output buffers required for the DosMonReg call. 

Byte O Byte 1 

Tl Monitor Flags joevice Dep Flags! 

Control Word 2 

_1___ ~'~~~S_y_st_e_m~Fi_le~N_um~b_e_r~~~ 
Word 4 

Tl------
Data Character Data 

J_ 1--------1 

The printer device driver passes the code page information to the 
monitors in data packets. The code page information in the data 
packets is preceded by control information. 
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11 
Control 

Byte o Byte 1 

Monitor Flags joevice Dep Flagsj 

Word 2 

~ ~' ___ s_ys_t_e_m_F_i_le_N_u_m_b_er ____ __. 

Byte 4 Byte 5 

Command Byte I Reserved 

Word 6 

Reserved 0 

Word 8 

Code Page I 
Information ~-----R_et_u_rn __ c_o_de __ A_r_ea ______ ~ 

Word A 

Code Page Value 

WordC 

Font Value 

The printer device driver is in INIT MODE when its strategy routine is 
called with a request packet containing the INIT command. The 
initialization code runs in the OS/2 mode at the application privilege 
level with 1/0 privilege. 

The printer device driver will handle print requests received at its 
strategy entry point from the file system in the form of request 
packets as well as INT17H software interrupt requests received from 
the DOS mode while in user mode. 

The printer device driver has three printer specific IOCtl commands 
to support the code page and font switching provided in OS/2. All of 
the actual code page and font switching function for printers is pro­
vided by the code page switcher spooler. When the spooler is 
started, it checks to see if code page support is required. If it is, the 
spooler will cause the code page switcher support to be loaded and 
initialized. In order to support these IOCtls, there are Font Monitor 
Buffer Command/responses in the monitor interface to the spooler. 
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The functions provided by the IOCtls and Font Monitor Buffer 
Command/responses are: 

• Activate Font 
• Query Active Font 
• Verify Font 

These IOCtls and monitor code page and font buffer 
command/responses are described in detail in "Printer Device Driver 
Interfaces" on page 9-159. 

Activate Font: Refer to "Printer/Spooler Structure" on page 6-55, 
when an application within a process issues a DosOpen for a printer 
(i.e. LPT1, LPT2, LPT3 or PRN). The file system issues an Activate 
Font IOCtl to the printer device driver to set the active code page and 
font according the active code page of the process making the open 
request. 

An application within a process may also issue the Activate Font 
IOCtl to the printer device driver by using the handle returned from 
the DosOpen at any time. This allows the application to change the 
active code page and font in the middle of its print job. 

When the printer device driver receives the Activate Font IOCtl, if the 
spooler or another monitor is registered, the printer device driver will 
use the Font Monitor Buffer command to send the Activate Font 
command to the registered monitor in its monitor input buffer. If the 
spooler, or another monitor, is not registered, the printer device 
driver will return the appropriate return code to the caller of the Acti­
vate Font IOCtl. 

Query Active Font: When the printer device driver receives the Query 
Active Font IOCtl, if the spooler or another monitor is registered, the 
printer device driver will use the Font Monitor Buffer command to 
send the Query Active Font command to the registered monitor in its 
monitor input buffer. The monitor will return the active code page 
and font information to the printer device driver in its monitor output 
buffer. The printer device driver then returns the active code page 
and font information to the caller of the Query Active Font IOCtl. 

If the spooler, or another monitor, is not registered, the printer device 
driver will return the appropriate return code to the caller of the 
Query Active Font IOCtl. 
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Verify Font: When the printer device driver receives the Verify Font 
IOCtl, if the spooler or another monitor is registered, the printer 
device driver will use the Font Monitor Buffer command to send the 
Verify Font command to the registered monitor in its monitor input 
buffer. The monitor will return whether the specified code page and 
font is valid to the printer device driver in its monitor output buffer. 
The printer device driver then returns the return code to the caller of 
the Verify Font IOCtl. 

If the spooler, or another monitor, is not registered the printer device 
driver will return the appropriate return code to the caller of the 
Verify Font IOCtl. 

Printer Device Driver Interfaces 

The interfaces required by the printer device driver for code page and 
font switching are: 

• Activate Font IOCtl - Category 5 Function 48h 
• Query Active Font IOCtl - Category 5 Function 69h 
• Verify Font IOCtl - Category 5 Function 6Ah 
• Font Monitor Buffer Commands 

Activate Font 
Query Active Font 
Verify Font 

Font Monitor Buffer Commands 

Printer Monitor Record: Each monitor record can be of variable 
length. However, there must be a word of flags at the beginning of 
each monitor record. The flags are defined as follows: 
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Monitor Flags Device Driver 
Dependent 

Byte 0 Byte 1 

7 6 5 4 3 2 1 0 7 6 5 4 3 2 1 0 

1 then 
Flush 

Reserved Reserved 

1 trlnter Code Page Monitor 
Buffer Command I Response 

Code Page 
Command Processed 

INT 17H Code Page Request 

Status 

When the Status bit is set to 1 (byte 1, bit 3), this indicates that the 
monitor buffer is a status packet from the printer device driver. In 
this case, the next six bytes are: 

Byte 2 and 3 

System File Number 

Byte4 Byte 5 

·status Reserved, Set to O I 

Byte 6 and 7 

Reserved, Set to O 

Byte 2 & 3 System File Number WORD 

Byte4 

Bytes 

Status byte which indicates the type of printer error. This 
will be the same 8 bits returned as the status field in a 
request header. 

Reserved, and must be set to zero (0). 

Byte 6 & 7 Reserved WORD, must be set to zero (0). 

When the Font Monitor Buffer command bit is set to 1 (byte 1, bit 0), 
this indicates that the monitor buffer is a Font Monitor Buffer 
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command or a response to a previous Font Monitor Buffer command. 
In this case, the next six bytes are: 

Byte 2 and 3 

System File Number 

Byte 4 Bytes 

Command Byte Reserved, Set to O I 

Byte 6 and 7 

Reserved, Set to 0 

Byte 2 & 3 System File Number 

Byte4 Font Monitor Buffer Command Byte which indicates the 
type of command or response. 

Bytes Reserved, and must be set to 0. 

Byte 6 & 7 Reserved WORD, must be set to 0. 

When the Code Page Command Processed bit is set to 1 (byte 1, 
bit 1), the Font Monitor Buffer command has been processed by the 
spooler. The printer device driver sends Font Monitor Buffer com­
mands on monitor chain Index= 1. A monitor which services the Font 
Monitor Buffer command will use MonWrite to place the Font Monitor 
Buffer Response on Monitor chain lndex=2. Data to be printed con­
tinues to flow on monitor chain Index= 1. Monitor chain Index= 2 is 
used only for the Font Monitor Buffer responses so that the printer 
device driver does not block a program issuing a code page and font 
IOCtl request when print data monitor buffers are already queued 
ahead of the IOCtl request. 

When the INT17H Code Page Request bit is set to 1 (byte 1, bit 2), the 
Activate Code Page Request was issued automatically by the printer 
device driver on behalf of INT17H processing and the application is 
not waiting for a response. 

The valid Font Monitor Buffer commands, along with the remainder of 
the buffer contents for the responses, are as follows: 

Byte 4 = 01 H Activate Font 
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Command Data, starting at byte 8: 

08 

OA 

oc 

WORD 

WORD 

WORD 

Return Code 

Code Page 

Font Id 

Return Code A WORD value starting at byte 8, and includes the fol-
lowing values: 

• Successful completion 
• Code page and font switching not active 
• Unable to access specified font file 
• Unable to locate or activate specified code page 
• Unable to locate or activate specified font. 

Code Page The value of the code page to make the currently active 
code page. 

Fontld 

OOOOH If both the code page value and font ID are 
specified as 0, set printer to hardware default 
code page and font. 

0001 H-FFFFH Valid code page numbers. 

The ID value of the font to make currently active. 

OOOOH If both the code page value and Font Id are 
specified as zero (0), set printer to hardware 
default code page and font. 

If only the font Id is specified as 0, any font 
within the specified code page is acceptable. 

0001H-FFFFH Valid font ID numbers, font types defined by 
the font file definitions .. * 

Remarks The Font Monitor Buffer command is passed on monitor 
chain index= 1 by the printer device driver to the spooler. 
The Font Monitor Buffer response is returned by the 
spooler on monitor chain index= 2 to the printer device 
driver. 

Byte 4 = 02H Query Active Font 

There is no additional command data. 
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The response is as fol lows: 

08 

OA 

oc 

WORD 

WORD 

WORD 

Return Code 

Code Page 

Font Id 

Return Code A WORD value starting at byte 8, and includes the fol­
lowing values: 

• Successful completion 
• Code page and font switching not active. 

Code Page The value of the currently active code page. 

Valid numbers are between 0 and 65535. 

A value of 0 for both the code page and font ID indicates 
that the hardware default code page and font is active. 

Font Id The ID value of the currently active font. 

Valid numbers are between 0 and 65535. 

Remarks The Font Monitor Buffer command is passed on monitor 
chain index= 1 by the printer device driver to the spooler. 
The Font Monitor Buffer response is returned by the 
spooler on monitor chain index= 2 to the printer device 
driver. 

Byte 4 == 03H Verify Font 

Command Data, starting at byte 8: 

Return Code A WORD value starting at byte 8, and includes the fol-
lowing values: 

• Code page and font valid 
• Code page not valid 
• Font not valid 
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• Code page and font switching not active 
• Unable to access specified font file. 

Code Page The value of the code page to validate. 

Fontld 

Values may be Oto 65535. 

The Font ID to validate. 

Values may be 0 to 65535. A value of 0 indicates that any 
font within the specified code page is acceptable. 

Remarks The Font Monitor Buffer command is passed on monitor 
chain index= 1 by the printer device driver to the spooler. 
The Font Monitor Buffer response is returned by the 
spooler on monitor chain index= 2 to the printer device 
driver. Because the Activate Font may also contain data 
to be printed, it may also be returned by the spooler on 
monitor chain index= 1. 
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Chapter 10. Functions and Utilities for 
Problem Determination 

Design Elements 

Reliability Functions 

Semaphores 

Semaphore mechanisms sequence the updating or processing of data 
by asynchronous operations. 

Diskette processing 

OS/2 maintains an awareness of the volume label associated with 
each open file and an awareness of the volume label on the current 
diskette in each drive. You are instructed to insert the correct diskette 
whenever 1/0 is requested for a diskette which is not the current one. 
After you respond, OS/2 reads and compares the volume label to 
verify that the correct volume has been inserted. OS/2 then performs 
the requested 1/0. This feature is supported for file 110 using file 
handles. 

Fiie write-through 

Applications have the ability to know that a successful file write oper­
ation has occurred in order to sequence file updates to minimize the 
impact of a system failure. This can be done with synchronous file 
110 to synchronous files. The VERIFY command is available for vali­
dating file updates. 
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Availability Functions 

The following items help maximize system availability. They also can 
be used to improve reliability. 

Termination exit capablllty - Termination exits are provided. 

Error recovery -An application can attempt recovery from any error 
it detects. Upon detection of an error, the application can attempt to: 
retry, ignore, correct, or abort. 

Locallzatlon of Damage -Termination is done on a process basis. 
When an error occurs, and error recovery cannot be accomplished, 
only the affected process(es) are terminated. 

Serviceability Functions 

The following functions are provided for problem determination and 
isolation in a multitasking environment: 

Create Dump Diskette Utlllty - Creates a diskette to be used with the 
stand-alone dump facility. This utility should be executed imme­
diately following system installation. 

Note: This procedure (CREATEDD) is required only ONCE for each 
dump. It does not need to be done on every re-installation/re-start. 

System Trace Faclllty -Allows important system events to be 
recorded. 

Stand-alone Dump Faclllty - Initiated by pressing Ctrl/Alt/Numlock 
twice. 

Note: This procedure will require a system restart (re-boot) after the 
dump is complete. 
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System Trace Facility 

The OS/2 System Trace Facility helps support personnel in diag­
nosing system problems. It provides an internal system interface that 
allows the placing of variable length data in a variable size circular 
trace buffer. This provides a histo.rical trail of system events that 
could be useful in isolating the cause of a system failure. 

Using System Trace 

TRACEBUF and TRACE commands In CONFIG.SYS. 

There are two CONFIG.SYS commands used to indicate that system 
tracing is desired. The format of the commands follows: 

TRACEBUF = y 

where y is an integer that represents the size of the Circular Trace 
Buffer in 1 K increments. 

• If the 'TRACEBUF' command is invalid, the command is ignored 
and a 'TRACEBUF' will be allocated only if a 'TRACE' command 
is specified. 

• If this facility receives errors in trying to allocate the trace buffer 
and associated data, an error message will be reported and 
tracing will never be enabled. 

• If multiple 'TRACEBUF' commands are given, the last one super­
sedes all previous occurrences. 

• If a 'TRACE' command is in the CONFIG.SYS file, but no valid 
'TRACEBUF' command is present, a 4K buffer is allocated. 

• If a 'TRACEBUF' command is in the CONFIG.SYS file, but no 
'TRACE' command is present, the buffer exists (if it could be allo­
cated), but no trace events will be enabled during initialization. 

• If neither 'TRACEBUF' nor 'TRACE' appears in CONFIG.SYS, no 
trace buffer will be allocated and tracing will never be enabled. 

TRACE =(ON l OFF) [x [,x ... ]] 

Where xis an integer that indicates whether an event is to be enabled 
(ON) or disabled (OFF) for system tracing, multiple events can be 
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individually selected by listing one after the other. The values of the 
numbers are between O and 255, and are referred to as major event 
codes. Examples of events associated with different major event 
codes are tasking events or hardware interrupts. 

• An invalid 'TRACE' command results in error message(s) and is 
ignored. If the command is invalid, the buffer is allocated only if 
either 'TRACE' or 'TRACEBUF' is specified. 

• If no parameters are listed after the ON/OFF parameter, then ON 
indicates all trace calls encountered are traced and OFF means 
no tracing is done. 

• Multiple 'TRACE' commands are allowed in the CONFIG.SYS file. 

• If an event code is referenced in multiple 'TRACE' commands, the 
last reference supersedes all others. 

TRACE as an OS/2 Command Utillty 

The OS/2 command utility 'TRACE' provides dynamic 
enabling/disabling of tracing by the user. This utility is available only 
in the OS/2 mode. The format of the command is: 

[d:] [path] TRACE (ON : OFF) [x [,x ••• ]] 

where xis a decimal integer between 0 and 255 inclusive, corre­
sponding to a major trace event code that is to be traced (ON) or not 
traced (OFF). 

• If no parameters are listed after the ON/OFF parameter, then ON 
indicates all trace calls encountered are traced and OFF means 
no tracing is done. 

• If no trace buffer was allocated during the processing of the 
CONFIG.SYS file at initialization time, an error message will 
result and no tracing is provided by the system. 

• If a number is outside of the given range, an error message is 
generated for that number and processing of the remainder of the 
command continues. 

• If the ON/OFF parameter is invalid, or all of the major event 
codes are invalid, a message is generated and the entire 
command is ignored. 
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Considerations/Limitations 

The trace buffer is circular and wraps. In some cases, you may lose 
useful information if trace is not disabled (with TRACE OFF) imme­
diately after the problem has occurred. 

Stand-Alone Dump Facility 

The Stand-Alone Dump facility aids in providing problem determi­
nation services for OS/2. The OS/2 Stand-Alone Dump facility is used 
to dump to diskettes all physical memory, including the 640K - 1 M 
address space. Memory between 640K and 1 M contains information 
belonging to 110 adapters that have shared memory (display, smart 
communications adapters, and others). 

The major portion of the Stand-Alone Dump functions independently 
of OS/2, although a portion of the Dump facility is part of the fixed and 
memory resident portion of OS/2. The purpose of the memory resi­
dent code is to stabilize the system hardware and initiate the start of 
the Stand-alone Dump diskette. 

A keystroke sequence (Ctrl +Alt+ Numlock pressed twice) is entered 
to invoke the stand-alone dump. That keystroke sequence is detected 
by the keyboard device driver and control is passed to memory resi­
dent stand-alone dump code. That code sets up the hardware so a 
start-up of a diskette can be done. It then starts a stand-alone dump 
diskette to initiate the actual dumping of physical memory. The 
stand-alone-dump diskette is created with the Create Dump Diskette 
Utility. The stand-alone dump will be analyzed by an IBM Customer 
Representative. 
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Initiating a Dump 

Procedure usecl to start a Dump 

To initiate a dump, press the Numlock key twice in a row while 
holding the Ctrl +Alt keys down. The user should exercise caution 
when initiating a dump because system activities in progress will 
stop without cleanup. The Ctrl +Alt+ Numlock keys may be used in 
either the OS/2 mode or the DOS mode. A prompt will instruct you to 
insert the stand-alone dump diskette in drive A. The dump code will 
verify that a CREATEDD diskette has been inserted in drive A. This is 
done to avoid an accidental start on a fixed disk system by placing an 
incorrect diskette in drive A. 

From this point, all physical memory will be dumped to diskette(s). If 
additional diskettes are needed after the initial stand-alone dump 
diskette, then formatted diskettes can be used. Each time you are 
prompted to insert another diskette, you may end the memory dump 
by re-inserting the first dump diskette. 

If additional diskettes are required, a header record will be placed on 
each additional diskette. This header record also contains the 
summary information available at the time this diskette is loaded for 
dumping. After the dump has completed, a summary record will be 
written on the first stand-alone dump diskette. The summary record 
will contain, at a minimum, information pertaining to the range of 
physical memory dumped, the number of diskettes used in the dump, 
and the physical memory range that was placed on each diskette. 
Once the dump is complete, you need to re-start OS/2 in order to use 
OS/2 again. 
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Trace Formatter Utility 
The Trace Formatter Utility is a service aid that can be used in con­
junction with the system trace facility to debug problems in the OS/2 
system. The facility captures the current contents of the system trace 
buffer, analyzes each trace record, and displays the formatted data 
on the standard output device. The standard output device can be the 
display, a printer or a file. 

The format of the command is: 

[d:] [path] TRACEFMT 

[d:] [path] is the optional drive and path where the system can find 
the TRACEFMT utility. 

To use the trace formatter, a trace buffer must have been allocated at 
IPL time. To allocate a trace buffer, you must include either the 
TRACEBUF or TRACE command in CONFIG.SYS. Tracing is not 
required to be active (that is, TRACE= ON) at the time the TRACEFMT 
command is issued. 

The trace formatter can be invoked as many times as required to 
diagnose the problem. 

The formatted trace records are displayed in reverse time-stamp 
order (that is, newest records first). Each formatted trace record con­
sists of header information and optional data. The header informa­
tion contains: 

• The title of the trace event. The title is a string describing the 
event. Each major/minor event code combination is converted to 
a unique title. 

• For events that have a pre-invocation and post-invocation code, a 
string is displayed indicating whether the trace record is the pre­
invocation or post-invocation of the event. 
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• The issuing process ID in the form "Issuing Process ID=xxxx" 

• Two strings that represent the trace record flag word as follows: 

"Kernel Call" or "Dynlink Call" to indicate the type of call 
invocation 

"OS/2 Mode" or "DOS Mode" to indicate the mode of the 
calling process 

• The time stamp of the event in the form "Time Stamp= ss.hh, 
where "ss" is seconds and "hh" is hundredths of seconds. If the 
time stamp is the same as the previous trace record, the time will 
not be displayed. Instead, the string "Time Stamp= .... " is dis­
played. 

Following the header information fields, the optional event specific 
data is displayed. If unrecognized trace records have been added to 
the trace buffer, the trace formatter will display "Unrecognized Trace 
Event" as the event title, followed by the rest of the header data. It 
will then display the major and minor code contained in the trace 
record. 

An example formatted trace output appears below: 

OosHoldSignal Post-Invocation 
Issuing Process I0=0006 OS/2 Mode Kernel Call Time Stamp= ..•. 
Return Code=OOOO 

OosHoldSignal Pre-Invocation 
Issuing Process I0=0006 OS/2 Mode Kernel Call Time Stamp= .••. 
Action Code=OOOO 

OosGetShrSeg Post-Invocation 
Issuing Process I0=0006 OS/2 Mode Kernel Call Time Stamp= .•.. 
Selector=0307 Return Code=aooo 

OosGetShrSeg Pre-Invocation 
Issuing Process I0=0006 OS/2 Mode Kernel Call Time Stamp=23.44 
Name=\SHAREMEM\SMG\SGTITLE 

10-8 



Create Dump Diskette Utility 

This utility is used to create the initial, start (boot) diskette that con­
tains the files necessary to perform the stand-alone dump. The 
diskette is also made to appear full to prevent accidentally placing 
data other than from the dump on the diskette. If additional dump 
diskettes are needed for a given dump, use diskettes that were for­
matted with the FAT based OS/2 FORMAT utility. 

You can only invoke this utility from the OS/2 mode of OS/2. 

Using the Create Dump Diskette Utility 

To invoke the Create Dump Diskette utility, enter the following: 

[d:] [path] CREATEDD x 

Where: 

[d:] [path] - is the optional drive and path where the CREATEDD utility 
can be found by the system. 

x - is the destination drive that contains the diskette to be used as the 
dump diskette. 

If no parameter or an an invalid parameter is specified, the utility 
ends and no dump diskette is created. 

The CREATEDD utility calls the FORMAT utility. Therefore, FORMAT 
must reside in the Default Directory or the Path must be set up to find 
the FORMAT utility. 
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Chapter 11. Country Support 
Considerations 

Introduction 

Country Support for OS/2 includes these features: 

• Country dependent information 

• Country APls 

• National keyboard layouts 

• Configuration commands 

• Translated system message files 

Country Dependent Information 

Country information is available in OS/2 for all-the countries and cor­
responding country codes listed below: 

Country Code 
United States 001 
Canada 002 
Latin America 003 
Netherlands 031 
Belgium 032 
France 033 
Spain 034 
Italy 039 
Switzerland 041 
United Kingdom 044 
Denmark 045 
Sweden 046 
Norway 047 
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Country 
Germany 
Australia 
Japan 
Korea 
People's Republic of China 
Taiwan 
Asia 
Portugal 
Finland 
Arabic 
Hebrew 

Code 
049 
061 
081 
082 
086 
088 
099 
351 
358 
785 
972 

For each country code there is a corresponding set of country 
dependent information contained in the COUNTRY.SYS file that 
includes: 

• Time and date format, currency symbol and decimal separator 
information 

• Lower to upper case mapping table for ASCII characters 

• Collating sequence table for ASCII character string sorting by 
SORT utility 

• DBCS environmental vector table for double-byte character sets. 

The set of country dependent information that is used by OS/2 is 
determined by the country code the COUNTRY command is set to in 
CONFIG.SYS. This system country code is always the same for all 
application sessions. Country information retrieval is based on the 
country code and code page of the calling process or a selected 
country code and selected code page. 

Applications can request country information for the system country 
code used by OS/2 or a specific country code using the Country API 
calls: 
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DosGetCtrylnfo - Get the time, date and other format information 
for the current country code or a selected country code. 

DosCaseMap - A variable length string of ASCII characters is 
case mapped from lower to upper case and returned. 

DosGetCollate - Get the collate sequence table for sorting 



DosGetDBCSEv - Get the DBCS environment vector binary value 
ranges of valid lead bytes for double-byte characters. 

Please refer to Technical Reference, Vol. 2 for more detailed informa­
tion about function calls and the format of the information returned. 

National Keyboard Layouts 

System keyboard layouts are available for different countries. The 
following table lists these different countries and the two-letter code 
that is used to select the desired keyboard layout with the KEYB 
utility: 

Keyboard Code 
Belgium BE 
Canadian-French CF 
Denmark DK 
Finland SU 
France FR 
Germany GR 
Italy IT 
Latin America LA 
Netherlands NL 
Norway NO 
Portugal PO 
Spain SP 
Sweden sv 
Swiss-French SF 
Swiss-German SG 
United Kingdom UK 
United States us 

The system keyboard layout is selected by the utility command KEYB 
and the same layout is used for all application sessions. Multiple 
KEYB commands can be selected by the user in a given session. The 
last keyboard layout selected determines the current keyboard layout 
in the system. The United States keyboard layout is the default 
layout. 

Note: This two-letter code is also used in the CONFIG.SYS 
DEVINFO = command. 

11-3 



Code Page Configuration 

Code page configuration of the system is necessary to be able to suc­
cessfully switch between two code pages at run time. The following 
set of commands must be set up correctly in CONFIG.SYS for this 
purpose: 

Command Purpose 

CODEPAGE Specify one or two code page identifiers the system is 
to set up to use. 

COUNTRY Specify the country code and a fully specified file 
name. The file contains a set of country information 
characters encoded according to a code page based 
on ASCII. The system defaults to the COUNTRY.SYS 
file in the root directory of the start drive if no file is 
specified. 

DEVINFO Specify the keyboard layout selection and a fully 
specified file name. The file contains a keyboard 
layout table for translating keystrokes into characters 
encoded according to a code page based on ASCII. 
The system defaults to the KEYBOARD.DCP file in the 
root directory of the boot drive if no file is specified. 

DEVINFO Specify for the display device a fully specified file 
name. The file contains a video font table for dis­
playing characters encoded according to a code page 
based on ASCII. The system does not have a default 
file name but the file VIOTBL.DCP is provided. 

DEVINFO Specify for the printer device a fully specified file 
name. The file contains a printer font table for 
printing characters encoded according to a code page 
based on ASCII. The system does not have a default 
file name but the files 4201.DCP and 5201.DCP are 
provided. 

Incorrect, partial, or mismatched set-up of commands for code page 
selections, country code, keyboard layout, display, and printer may 
cause ineffective switching between code pages at run time. See the 
User Reference for the description and syntax of each command and 
the CHCP change code page command. 
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Utility and Configuration Command Support 

The configuration command COUNTRY has the format 
COUNTRY= xxx where xxx is the country code for the country 
dependent information. This command causes the current country 
code to change from the system default (United States=001) to xxx. 

The various countries supported and their associated country codes 
are discussed earlier in this chapter. 

The CONFIG.SYS RUN= command can be used with the KEYB utility 
to start the system with a system keyboard layout other than the U.S. 
default. The KEYB (yy] utility is used to change the system keyboard 
layout. 

The OS/2 System Installation allows system installation for a selected 
country code and keyboard layout. 
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Appendix A. The Linker 

This appendix contains the following subjects: 

• Converting object files to executable code 
• Linker options 
• Linker error messages 
• Module definition file statements 

Note: The OS/2 Linker does not support the use of the APPEND 
command and will not find run time libraries in APPEND directories. 

Converting Object Files to Executable Code 

To convert object code files to executable code, the OS/2 Linker 
requires the following syntax: 

LINK object-list,[run-file],[map-file],[library-list], 
[definition-file],[/options list]; 

The preceding syntax has the following meaning: 

object-list 

[run-file] 

[map-file] 

[Ii brary-1 ist] 

[definition-file] 

[/options list] 

A list of object files to be linked together. Sep­
arate filenames with plus (+)signs or blanks. 
The default extension is .OBJ. 

The name of the file to receive the executable 
output. The default filename is the name of the 
first listed object file. The default extension is 
.EXE. 

The name of the file to receive the map listing. 

A list of libraries for LINK to search. Separate 
list items with plus ( +) signs or blanks. The 
default extension is .LIB. 

An optional module definition file. 

An optional list of linker parameters. 

The commas (,) shown in the command line syntax are required if all 
the input fields are specified on a single line. If the command line 
does not end with a semicolon(;), the linker will prompt for any 
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remaining input fields not given on the command line or in a 
response file. 

Note: For further information on linking, see Chapters 7 and 8 in the 
OS/2 Programmer's Guide. Those chapters explain: 

• How to link dynamic link libraries 
• How to use the linker by: 

Responding to prompts 
Typing on the command line 
Creating an Automatic Response File (ARF). 

About LINK Options 

LINK can be used to link programs written with the IBM languages in 
either the OS/2 or DOS environments. The overlay capability is for 
use in the DOS 3.3 environment only. 

Using LINK Options 

The linker options control the tasks performed by LINK. You may 
specify an option anywhere before the last comma on the command 
or response line. Every option must begin with the slash character, 
even if other options appear before it on the line. 

You can abbreviate option names as long as your abbreviations 
contain enough letters to distinguish the specified option from other 
options. Minimum abbreviations are listed with the description for 
each option on the following pages. Link does not recognize spaces 
between characters, nor does it recognize transpositions (changes in 
order). The link options are: 

Option 

/ALIGNMENT 

/CODEVIEW 

/CPARMAXALLOC 

/DOSSEG 

/DSALLOCATE 
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Description 

Sets segment alignment factor 

Includes debugging information for 
the CodeView debugger 

Changes value of maximum number 
of reserved paragraphs 

Forces ordering of segments 

Controls data loading 



/EXEPACK Packs executable files 

/FARCALL TRANSLATION 

/HELP 

Optimizes intra-segment far calls 

Writes a list of the available options 
to the screen 

/HIGH 

/INFORMATION 

Cohtrols loading the run file 

Displays information about the 
linking process 

/LINENUMBERS 

/MAP 

Copies line numbers to the map file 

Lists all public symbols in your 
program 

/NODEFAULTLIBRARYSEARCH Ignores default libraries 

/NOFARCALLTRANSLATION Disables far call translations 

/NOGROUPASSOCIATION Provides compatibility with previous 
compiler versions 

/NOIGNORECASE Case sensitive 

/NOPACKCODE Disables code segment packing 

/OVERLA YINTERRUPT Sets the overlay 

/PACKCODE Packs code segments 

/PAUSE Pauses to change disks 

/SEGMENTS Sets the maximum number of seg­
ments 

/STACK 

/WARNFIXUP 

Sets the stack size 

Warns of incorrect offset 
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Entry of Numeric Parameters 

Numeric parameters on the linker options and in the module defi­
nition statements can be entered in decimal, hexadecimal, or octal. 
The format follows the C language conventions. 

The C entry conventions are: 

Decimal 

Hexadecimal 

Octal 

A-4 

Any number which begins with anything other 
than a 0 digit. For example: 1, 65536, 2084, 
234 

A number which must begin with Ox and 
contain 0 - 9, A - F. For example: OxFFF, Ox10 

Any number which begins with the digit 0 
which contains only the digits 0 - 7. For 
example: 010, 05000, 0777 



Aligning Segments 
/ALIGNMENT 

This option directs LINK to set the segment alignment factor in the 
executable file to the number given, which must be a power of 2. The 
default alignment is 512. 

This option is valid only for code linked to run in the OS/2 environ­
ment. 

Format 

I ALIGNMENT:number 

The minimum abbreviation is /A. 

Remarks 

Aligning a segment means adjusting its address to the next address 
occurring on a specific boundary based on the alignment factor. The 
adjusted, or aligned, address will then be evenly divisible by the 
alignment factor. 

The number can be a hexadecimal, decimal, or octal number. 

/ALIGNMENT tells the linker to adjust the beginning of a segment to 
the next address boundary which matches the specified alignment 
factor. 
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Preparing Files for·CodeView 
/CODEVIEW 

This option directs LINK to include symbolic debugging information 
for CodeView in the output executable file. 

Format 

/CODEVIEW 

The minimum abbreviation is /CO. 

Remarks 

/CODEVIEW cannot be used with /EXEPACK. 
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Reserving Paragraph Space 
/CPARMAXALLOC 

This option allows you to change the default value of the MAXALLOC 
field, which controls the maximum number of paragraphs reserved in 
storage for your program. A paragraph is defined as the smallest 
storage unit (16 bytes) addressable by a segment register. 

This option is valid only for code linked to run in the DOS 3.3 environ­
ment or in the DOS environment of OS/2. 

Format 

/CPARMAXALLOC:number 

The minimum abbreviation is /CP. 

Remarks 

The maximum number of paragraphs reserved for a program is deter­
mined by the value of the MAXALLOC field at offset OCH in the EXE 
header. 

The default for the MAXALLOC field is 65535 (decimal), or 64K minus 
1. You can reset the default to any number between 1 and 65535 
(decimal, octal, or hexadecimal). Changing the number is helpful 
because: 

• Program efficiency is not increased by reserving all available 
storage. 

• You may need to run another program within your program and 
you need to reserve space for that program. 

If the value you specify is less than the computed value of MINALLOC 
(at offset OAH), the linker uses the value of MINALLOC instead. 
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Ordering, Segments 
/DOSSEG 

The /DOSSEG option forces segments to be ordered according to the 
following rules: 

1. All segments with a class name ending in CODE. 

2. All other segments outside of DGROUP. 

3. DGROUP segments in the following order: 

a. Any segments of class BEGDATA. (This class name is 
reserved for IBM use.) 

b. Any segments not of class BEGDATA, BSS, or STACK. 
c. Segments of class BSS. 
d. Segments of class STACK. 

Format 

/DOSSEG 

The minimum abbreviation is /DO. 

Remarks 

Linking with the standard IBM C runtime libraries automatically 
enables the /DOSSEG option by way of a comment record in the 
startup module. 

An additional effect of this option is that the linker inserts 16 bytes of 
NULLs in front of the segment named _TEXT, if present. This is nec­
essary for C runtime library support. 
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Controlling Data Loading 
/DSALLOCATE 

By default, LINK loads all data starting at the low end of the data 
segment. At run time, LINK sets the OS (data segment) pointer to the 
lowest possible address to allow the entire data segment to be used. 

You can use the /DSALLOCATE option to tell LINK to load all data 
starting at the high end of the data segment. To do this, set the OS 
pointer at run time to the lowest data segment address that contains 
program data. 

This option is valid only for code linked to run in the DOS 3.3 environ­
ment or in the DOS environment of OS/2. 

Format 

/DSALLOCATE 

The minimum abbreviation is /DS. 

Remarks 

The /DSALLOCATE option is typically used with the /HIGH option to 
take advantage of unused storage within the data segment. You can 
reserve any available storage below the area specifically reserved 
for DGROUP, using the same DS pointer. 
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Packing Executable ,files 
/EXEPACK 

This option directs LINK to remove sequences of repeated bytes (typi­
cally nulls) and to optimize the load-time relocation table before cre­
ating the DOS executable file. This option is valid only for code 
linked to run in DOS 3.3 or in the DOS mode of OS/2. 

OS/2 executable files are always compressed. 

Format 

/EXEPACK 

The minimum abbreviation is /E. 

Remarks 

Executable files linked with this option are usually smaller and load 
faster than files linked without this option. However, you cannot use 
symbolic debugging programs with packed files. 

The /EXEPACK option does not always save a significant amount of 
disk space and may sometimes increase file size. Programs that 
have a large number of load-time relocations (about 500 or more) or 
long streams of repeated characters are usually shorter if packed. 

/EXEPACK cannot be used with /CODEVIEW. 
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Optimiz~ng Far Calls 
/FARCALL TRANSLATION 

This option directs LINK to optimize intra-segment far calls into the 
sequence 

NOP 
PUSH CS 
CALL NEAR address 

By default, the linker does not perform this optimization. 

This option is valid only for code linked to run in the OS/2 environ­
ment. 

Format 

/FARCALLTRANSLATION 

The minimum abbreviation is /FAR. 

Remarks 

In most medium and large model programs, this option will yield sig­
nificant savings in executable size and load time. However, there is a 
small chance that the linker, during this optimization, will mistakenly 
identify a byte with a value of Ox9a as a far call, when in fact it is an 
assembled constant. Take care when using this option. 
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Viewing the Options List 
/HELP 

The /HELP option causes LINK to write a list of the available options 
to the screen. This may be convenient if you need a reminder of the 
available options. Do not give a file name when using the /HELP 
option. 

Format 

/HELP 

The minimum abbreviation is /HE. 
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Controlling Run File Loading 
/HIGH 

The /HIGH option loads the run file as high as possible in storage 
without overlaying the transient portion of COMMAND.COM. The 
COMMAND.COM file occupies the highest area of storage when 
loaded and the run file as low as possible. 

Use the /HIGH option in association with the /DSALLOCATE option. 

This option is valid only for code linked to run in the DOS 3.3 environ­
ment or in the DOS environment of OS/2. 

Format 

/HIGH 

The minimum abbreviation is /HI. 

Remarks 

The /HIGH option should not be used with programs written in C. 
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Displayin9·.1nforrna·uon about the . Linking Process 
/INFORMATION 

The /INFORMATION option directs the linker to display information 
about the linking process, including the phase of linking and the full 
name of each module a$ it is processed. 

Format 

/INFORMATION 

The minimum abbreviation is /I. 

Remarks 

/INFORMATION is useful for debugging. 
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Copying Line Numbers to the Map File 
/LINENUMBERS 

The /LINENUMBERS option directs the linker to copy the starting 
address of each program source line to a map file. The starting 
address is the address of the first instruction that corresponds to the 
source line. 

Format 

/LINENUMBERS 

The minimum abbreviation is /LI. 

Remarks 

LINK copies the line number data only if you give a map file name in 
the LINK command line and only if the given object file has line 
number information. Line numbering is available in some high level 
languages. 

The Macro Assembler does not copy line number information to the 
object file. If an object file has no line number information, the linker 
ignores the /LINENUMBERS option. 

If you do not specify a map file in a LINK command, you can still use 
the /LINENUMBERS option to force the linker to create a map file. 
Just place the option at or before the List File prompt. LINK gives the 
forced map file the same file name as the first object file specified in 
the command and gives it the default extension .MAP. 
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Producing a Public Symbol Map 
/MAP 

The /MAP option causes LINK to produce a listing of all public 
symbols declared in your program. This list is copied to the map file 
created by the linker. 

Format 

/MAP [:number] 
The minimum abbreviation is /M. 

Remarks 

The number parameter specifies the maximum number of public 
symbols that the linker can sort in the map file. If you give no 
number, the limit is 2048. Valid values are 1 through 32767. They can 
be specified in hex, decimal, or octal. 

Specifying a number also causes the public symbols to be sorted by 
address only and not by name, regardless of the number. If you want 
to reduce the size of your map files by removing the list sorted by 
name, link with /MAP followed by a small number, but large enough 
to accommodate the number of public symbols in your program. 

If you do not specify a map file in a LINK command, you can use the 
/MAP option to force the linker to create a map file. LINK gives the 
forced map file the same name as the first object file specified in the 
command and the default extension .MAP. 

For a complete description and examples of the listing file format, see 
"The Map File" in this appendix. 
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Ignoring Default Libraries 
/NODEFAUL TLIBRARYSEARCH 

The /NODEFAULTLIBRARYSEARCH option directs the linker to ignore 
any library names it may find in an object file. A high-level language 
compiler may add a library name to an object file to ensure that a 
default set of libraries is linked with the program. Using this option 
bypasses these default libraries and lets you name the libraries you 
want by including them on the LINK command line. 

Format 

/NODEFAUL TLIBRARYSEARCH 

The minimum abbreviation is /NOD. 
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Disabling Far Call Tral1slatlone 
/NOFARCALLTRANSLATION 

This option directs LINK to disable translation of intra-segment far 
calls. This option is only valid for the OS/2 mode. 

Format 

/NOFARCALL TRANSLATION 

The minimum abbreviation is /NOF. 

Remarks 

This is the default (see FARCALLTRANSLATION). 
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Preserving Compatibility 
/NOGROUPASSOCIATION 

The /NOGROUPASSOCIATION option causes the linker to process a 
certain class of fix-up routines in a manner compatible with previous 
versions of the linker. This option is provided primarily for compat­
ibility with previous versions of other IBM language compilers. 

This option is valid only for code linked to run in the DOS 3.3 environ­
ment or in the DOS environment of OS/2. 

Format 

/NOGROUPASSOCIATION 

The minimum abbreviation is /NOG. 

Remarks 

The /NOGROUPASSOCIATION option should not be used with pro­
grams written in C. 
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Preserving· Lowercase 
/NOIGNORECASE 

The /NOIGNORECASE option directs LINK to treat uppercase and 
lowercase letters in symbol names as distinct letters. Normally, LINK 
considers uppercase and lowercase letters to be identical, treating 
the names TWO, Two, and two as the same. When you use the 
/NOIGNORECASE option, the linker treats TWO, Two, and two as dif­
ferent names. 

Format 

/NOIGNORECASE 

The minimum abbreviation is /NOi. 

Remarks 

The /NOIGNORECASE option typically is used with object files 
created by high-level language compilers. Some compilers treat 
uppercase and lowercase letters as distinct letters and assume that 
the linker does the same. 
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Not Packing Code Segments 
/NOPACKCODE 

This option directs LINK not to try to pack neighboring logical code 
segments into one physical segment. 

This option is valid only for code linked to run in the OS/2 environ­
ment. 

Format 

/NOPACKCODE: 

The minimum abbreviation is /NOP. 

Remarks 

/NOPACKCODE should be used to override the default, /PACKCODE. 

For more information on packing, see the /PACKCODE option and 
"Rules for Segment Packing" in this appendix. 
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Setting the Qverlay Interrupt 
/OVERLA Y'NTERRUPT 

By default, the DOS interrupt number used for passing control to 
overlays is 3FH. The overlay interrupt option allows you to select a 
different interrupt number. 

This option is valid only for code linked to run in the DOS 3.3 environ­
ment or in the DOS environment of OS/2. 

Format 

/OVERLAYINTERRUPT:number 

The minimum abbreviation is /0. 

Remarks 

The number can be a decimal number from Oto 255, an octal number 
from 0 to 0377, or a hexadecimal number from 0 to OxFF. Numbers 
that conflict with DOS interrupts are not prohibited, but IBM does not 
recommend their use. 
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Packing Code Segments 
/PACKCODE 

This option directs LINK to try to pack neighboring logical code seg­
ments into one physical segment. 

This option is valid only for code linked to run in the OS/2 environ­
ment. 

Format 

/PACKCODE:[pack/ i m it] 

The minimum abbreviation is /PAC. 

Remarks 

The option /PACKCODE is the default. The option /NOPACKCODE 
should be used to override /PACKCODE. 

The optional packlimit is the limit at which to stop packing. If no 
number is given, LINK uses 65530. For more information on packing, 
see "Rules for Segment Packing" in this appendix. 
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Paus.ing· tc5••:change,.,1)1~is 
. /PAUSE 

The PAUSE option causes LINK to pause before writing the execut­
able file to disk so that you can change disks. 

Format 

/PAUSE 

The minimum abbreviation is /PAU. 

Remarks 

If you choose the /PAUSE option, the linker displays the following 
message before creating the run file: 

About to generate .EXE file 
Change diskette In drive letter and press Enter 

The letter is the proper drive name. This message appears after the 
linker has read data from the object files and library files and after it 
has written data to the map file, if one was specified. LINK resumes 
processing when you press Enter. After LINK writes the executable 
file to disk, the following message appears: 

Please replace orlglnal diskette 
In drive letter and press Enter 

Note: Do not remove the disk used for the temporary file, if one has 
been created. If the temporary disk message appears when 
you have specified the /PAUSE option, you should press Ctrl­
Break to end the LINK session. Rearrange your files so that 
LINK can write the temporary file and the executable file to the 
same disk, then try again. 
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Setting the Maximum Number of Segments 
/SEGMENTS 

The /SEGMENTS option directs the linker to process no more than 
number segments per program. If it meets more than the given limit, 
the linker displays an error message and stops linking. The /SEG­
MENTS option bypasses the default limit of 128 segments. 

Format 

/SEGMENTS:number 

The minimum abbreviation is /SE. 

Remarks 

If you do not specify /SEGMENTS, the linker reserves enough storage 
space to process up to 128 segments. If your program has more than 
128 segments, you must set the segment limit higher to increase the 
number of segments LINK can process. Set the segment limit lower if 
you get the following LINK error message: 

Segment limit set too high 

The number can be any integer value in the range 1 to 3072. 

Example 

This example sets the segment limit to 192: 

LINK file/SE:192,,; 

The next example sets the segment limit to 255 (X 1 FF'): 

LINK moda+modb,run/SEGMENTS:Oxff,ab,em+mlibfp; 
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Setting the. Stack Size 
/STACK 

The /STACK option sets the program stack to the number of bytes 
given by size. The linker automatically calculates the stack size of a 
program, basing the stack size on the size of any stack segments 
given in the object files. If you specify /STACK, the linker uses the 
given size in place of any value it may have calculated. 

Format 

/STACK:size 

The minimum abbreviation is /ST. 

Remarks 

The size can be any positive integer value in the range 1 to 65535. 

The stack size can also be changed with the STACKSIZE module defi­
nition file statement. 

Example 

The first example sets the stack size to 512 bytes. 

LINK file/STACK:512,,; 

The second example sets the stack size to 255 (X'FF') bytes. 

LINK moda+modb,run/ST:OxFF,ab,\lib\start; 

The final example sets the stack size to 24 (30 octal) bytes. 

LINK startup+file/ST:030,,; 
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Warning of Incorrect Offset 
/WARNFIXUP 

The /WARNFIXUP option directs the linker to issue a warning for each 
segment-relative fix up of location-type "offset," such that the 
segment is contained within a group but is not at the beginning of the 
group. The linker will include the displacement of the segment from 
the group in determining the final value of the fix up, opposite to what 
happens with DOS 3.3 executables. 

Format 

/WARNFIXUP 

The minimum abbreviation is /W. 
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Advanced LINK Topics 

Moving or Discarding Application Code Segments Under 
OS/2 

OS/2 can move and discard application code segments, and move 
and swap data segments to take best advantage of storage. 

Note: If the application must use a local heap, you can reserve heap 
space at run time by using the OS/2 service DosReallocSeg to 
increase the size of the automatic data segment. The auto­
matic data segment is the group of logical segments, defined 
with the IBM Macro Assembler pseudo-op GROUP, named 
DGROUP. 

Order of Segments 

LINK copies segments to the executable file in the same order that it 
meets them in the object files. This order is maintained throughout 
the program unless the linker finds two or more segments having the 
same class name. Segments having identical class names belong to 
the same class type and are copied to the executable files as contig­
uous blocks. 

Combined Segments 

LINK uses combine types to tell if two or more segments that are 
sharing the same segment name should be one segment. The 
combine types are public, stack, common, and private. 

• If a segment is combine type public, the linker combines it with 
any segments of the same name and class. When LINK combines 
segments, it makes the segments contiguous in storage; you can 
reach each address in the segments using an offset from one 
frame address. The result is the same as if the segments were 
defined as a whole in the source file. 

The linker preserves the align type of each segment in the com­
bined segment. So, even though the individual segments 
compose a single, larger segment, the code and data in each 
segment retain the original align type of the segment. If LINK 
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tries to combine segments that total more than 64K bytes, it dis­
plays an error message. 

• If a segment is combine type stack, the linker combines individual 
segments as it does for publlc combine types. A difference is 
that, for stack segments, LINK copies an initial stack-pointer 
value to the executable file. This stack-pointer value is the offset 
to the end of the first stack segment (or combined stack segment) 
that LINK meets. If you use the stack type for stack segments, 
you need not give instructions to load the segment into the SS 
register. 

• If a segment is combine type common, the linker combines it with 
any segments of the same name and class. When LINK combines 
common segments, it places the start of each segment at the 
same address. This creates a series of overlapping segments. 
The resulting combination segment has a length equal to the 
length of the longest individual segment. 

• LINK assigns a default combine type private to any segments with 
no explicit combine type definition in the source file. LINK does 
not combine private segments. 

Groups 

A group lets LINK address non-contiguous segments of various 
classes relative to the same frame address. When LINK addresses 
groups, it adjusts all storage references to items in the group relative 
to one frame address. 

Segments of a group need not be contiguous, belong to one class, or 
have the same combine type. All segments of the group must fit 
within 64K bytes of storage. For OS/2 mode executable objects, a 
group is synonymous with a OS/2 selector or a physical segment. 

Groups do not affect the order of loading segments. You must use 
class names and enter object files in the correct order to guarantee 
contiguous segments. If the group is smaller than 64K bytes of 
storage, LINK may place segments that are not part of the group in 
the same storage area. LINK does not specifically check that all seg­
ments in a group fit within 64K of storage. If the segments are larger 
than the 64K byte maximum, the linker can produce a fix-up overflow 
error. 
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A description of groups and defining groups is in the IBM Personal 
Computer Macro Assembler/2 Language Reference book. 

Fix ups 

Once the linker knows the starting address of each segment in a 
program and establishes all segment combinations and groups, it can 
fix up any unresolved references to labels and variables. The linker 
computes an appropriate offset and segment address and replaces 
the temporary address values with the new values. 

The size of the value that LINK computes depends on the type of ref­
erence. If LINK discovers an error in the anticipated size of the refer­
ence, it displays a fix-up overflow error message. This happens, for 
example, when a program tries to use a 16-bit offset to address an 
instruction in a segment with a different frame address. It also occurs 
when the segments in a group do not fit within a single, 64K block of 
storage. 

LINK resolves four types of references: 

• Short 
• Near self-relative 
• Near segment-relative 
• Long. 

• A short reference occurs in JMP instructions that try to pass 
control to labeled instructions that are in the same segment or 
group. The target instruction must be no longer than 128 bytes 
from the point of reference. The linker computes a signed, 8-bit 
number for this short reference. It displays an error message if 
the target instruction belongs to a different segment or group (dif­
ferent frame address). The linker also displays an error message 
if the distance from the frame address to the target is more than 
128 bytes in either direction. 

• A near self-relative reference occurs in instructions that get 
access to data relative to the same segment or group. The linker 
computes a 16-bit offset for this near self-relative reference. It 
displays an error message if the data resides in more than one 
segment or group. 

• A near segment-relative reference occurs in instructions that 
attempt to get access to data either in a specified segment or 
group, or relative to a specified segment register. LINK com-
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putes a 16-bit offset for this near segment-relative reference. It 
displays an error message if the offset of the target within the 
specified frame is greater than 64K bytes or less than 0 bytes. 
LINK also displays an error message if LINK cannot address the 
beginning of the canonical frame of the target. 

• A long reference occurs in CALL instructions trying to access an 
instruction in another segment or group. LINK computes a 16-bit 
frame address and a 16-bit offset for this long reference. The 
linker displays an error message if the computed offset is greater 
than 64K or less than 0 bytes. The linker also displays an error 
message if LINK cannot address the beginning of the canonical 
frame of the target. 

Rules for Segment Packing in LINK 

When the linker produces an OS/2 executable object, it can pack dis­
tinct, adjacent segments into the same physical or file segment. 
Physical or file segments are represented by entries in the program 
segment table. The rules that LINK uses when packing segments 
follow: 

• The limit of the total size of a set of segments packed into a file 
segment is 64K. LINK starts a new file segment while packing 
segments into a file when the size of the file segment reaches 
64K. 

• LINK packs adjacent segments only into a file segment. 

• LINK packs segments in the same group into a file segment. 
LINK does not pack segments in different groups into a file 
segment. If a segment in one group occurs between segments in 
another group, an error occurs. 

• /PACKCODE is the default. /NOPACKCODE should be used to 
override the default. 

• If the segment type (CODE or DATA) is not the same in all the 
packed segments, LINK sets the file segment flags to NON­
SHARED CODE. 

• If LINK packs any segments that have an attribute of NON­
SHARED, it sets the file segment flags NONSHARED CODE. 

• If LINK packs any segments that are not ERONL Y (execute/read 
only), it marks the entire file segment as not ERONLY. 
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• If LINK packs any segments that are PRELOAD, it designates the 
entire file segment as PRELOAD. 

The Map File 

The map file lists the names, load addresses, and lengths of all seg­
ments in a program. It also lists the names and load addresses of 
any groups in the program, the program's start address, and mes­
sages about any errors the linker encountered. If the /MAP LINK 
option is used, the map file lists the names and load addresses of all 
public symbols. 

In the map file for programs that execute in the 05/2 environment, 
segment information has the general form: 

PROGRAM_A 

Start Length Name Class 

0001:0000 02c24H _TEXT CODE 
0001:2c30 02s02H EMULATOR_TEXT CODE 
0001:s132 00e00H C_ETEXT END CODE 
0002:0000 00110H EMULATOR_DATA FAR_DATA 
0003:0000 00036H NULL BEGDATA 
0003:0036 00708H DATA DATA -

The Start column shows the address of the first byte in the segment, 
in the form segment number:offset. The segment numbers are 
indexes to the segment table of the executable file, and start from 1. 
The Length column shows the length of the segment in bytes. The 
Name column shows the name of the segment, and the Class column 
shows the class name of the segment. 

Group information has the general form: 

Origin 
0003:0 

Group 
DGROUP 

At the end of the listing file, the linker shows the address of the 
program entry point. 

Program entry point at 0001:02A0 
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In the map file for programs that execute in the DOS environment, 
segment information has the general form: 

Start Stop Length Name 

00000H 02B86H 02B87H _TEXT 
02B90H 05091H 02502H EMULATOR_TEXT 
05092H 05092H 00000H C_ETEXT 
050A0H 0520FH 00170H EMULATOR_DATA 
05210H 05245H 00036H NULL 
05246H 05761H 0051CH _DATA 

Class 

CODE 
CODE 
ENDCODE 
FAR_DATA 
BEGDATA 
DATA 

The Start column shows the address of the first byte in the segment. 
The number shown is the offset from the beginning of the program. 
This number is referred to as the frame number. The Stop column 
shows the address of the last byte in the segment. The Length column 
has the length of the segment in bytes. The Name column shows the 
name of the segment, and the Class column shows the class name of 
the segment. 

Group information has the general form: 

Origin 
0521:0 

Group 
DGROUP 

At the end of the listing file, the linker shows the address of the 
program entry point. 

Program entry point at 0000:02A0 

If you have specified the /MAP LINK option, the linker adds a public 
symbol list to the map file. Symbols are listed twice: once in alpha­
betical order, second, in load address order This list has the general 
form shown in the following example. The form is the same for pro­
grams that execute in either the OS/2 or DOS environments. For 
each symbol address, the number to the left of the colon (:) repres­
ents a segment number for the programs that execute in the OS/2 
environment, and a frame number for programs that execute in the 
DOS environment. 
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Address 

eee3:e71A 
eee3:e718 
eee1:2a1c 
eee3:e719 
eee1:eCF6 

Address 

eeee:eeee 
eeee:ee00 
0000:0000 
00e1:e010 
0001:0180 
0001:0238 
0001:02AO 
0001:0368 

Publics by Name 

$i8_implicit_exp 
$i8_inpbas 
$i8 input 
$i8-input ws - -
$i8_output 

Publics by Value 

Imp DOSWRITE 
Imp DOSDEVCONFIG 
Imp DOSEXIT 

_main 
_count words 
_analyze 
_as tart 
_cintDIV 

(DOSCALLS.138) 
(DOSCALLS.52) 
(DOSCALLS.5) 

The first three symbols shown in the example under Publics by Value 
are imported public symbols and appear in map files created for pro­
grams that run only in the OS/2 environment. 
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Linker Error Messages and Limits 

This section lists error messages produced by the IBM Linker. 

Fatal errors cause the linker to stop running. Fatal error messages 
have the following format: 

location: error L 1 xxx: message text 

Non-fatal errors indicate problems in the executable file. LINK 
produces the executable file (and sets the error bit in the header if for 
the OS/2 mode). Non-fatal error messages have the following format: 

location: error L2 xxx: message text 

Warnings indicate possible problems in the executable file. LINK 
produces the executable file (it does not set the error-bit in the 
header for the OS/2 mode). Warnings have the following format: 

location: error L4xxx: 
message text 

In th$se messages, location is the input file associated with the error, 
or LINK if there is not input file. If the input file is a module defi­
nitions file, the line number will be included, as shown below: 

foo.def(3}: fatal error L 1030: 
missing Internal name 

If the input file is an .OBJ or .LIB file and has a module name, the 
module name is enclosed in parentheses, as shown in the following 
examples: 

SLIBC.LIBLfile} 
MAIN.OBJ(maln.c} 
TEXT.OBJ 
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The following error messages may appear when you link object files 
with LINK. 

L 1001 option : option name ambiguous 
A unique option name does not appear after the option indicator 
(/). For example, the command 

LINK /N main; 

produces this error, because LINK cannot tel I which of the three 
options beginning with the letter N is intended. 

L 1002 option : unrecognized option name 
An unrecognized character followed the option indicator (/), as in 
the following example: 

LINK /ABCDEF main; 

L 1003 option : MAP symbol llmlt too high 
The specified symbol limit value following the MAP option is 
greater than 32767, or there is not enough memory to increase 
the limit to the requested value. 

L 1004 option : Invalid numeric value 
An incorrect value appeared for one of the linker options. For 
example, a character string is entered for an option that requires 
a numeric value. 

L 1005 option : packing llmit exceeds 65536 bytes 
The number following the /PACKCODE option is greater than 
65536. 

L 1006 option : stack size exceeds 65534 bytes 
The size you specified for the stack in the /STACK option of the 
LINK command is more than 65534 bytes. 

L 1007 option : Interrupt number exceeds 255 
You gave a number greater than 255 as a value for the 
/OVERLA YINTERRUPT option. 

L 1008 option : segment limit set too high 
The specified limit on the /SEGMENTS option is greater than 3072 
using the /SEGMENTS option. 

L1009 option: CPARMAXALLOC: illegal value 
The number you specified in the /CPARMAXALLOC option is not 
in the range 1 to 65535. 
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L 1020 no object modules specified 
You did not specify any object-file names to the linker. 

L 1021 cannot nest response files 
A response file occurs within a response file. 

L 1022 response llne too long 
A line in a response file is longer than 127 characters. 

L 1023 terminated by user 
You entered Ctrl + C or Ctrl +Break. 

L 1024 nested right parentheses 
You typed the contents of an overlay incorrectly on the command 
line. 

L 1025 nested left parentheses 
You typed the contents of an overlay incorrectly on the command 
line. 

L 1026 unmatched right parenthesis 
A right parenthesis is missing from the contents specification of 
an overlay on the command line. 

L 1027 unmatched left parenthesis 
A left parenthesis is missing from the contents specification of an 
overlay on the command line. 

L 1030 missing internal name 
In the module definitions file, when specifying an import by entry 
number, you must give an internal name, so the linker can iden­
tify references to the import. 

L1031 module description redefined 
In the module definitions file, a module description specified with 
the DESCRIPTION keyword is given more than once. 

L 1032 module name redefined 
In the module definitions file, the module name is defined more 
than once with the NAME or LIBRARY keyword. 

L 1040 too many exported entries 
An attempt is made to export more than 3072 names. 

L 1041 resident-name table overflow 
The total length of all resident names, plus three bytes per name, 
is greater than 65534. 
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L 1042 nonresident-name table overflow 
The total length of all nonresident names, plus three bytes per 
name, is greater than 65534. 

L 1043 relocation table overflow 
There are more than 65536 load-time relocations for a single 
segment. 

L 1044 imported-name table overflow 
The total length of all the imported names, plus one byte per 
name, is greater than 65534 bytes. 

L 1045 too many TYPDEF records 
An object module contains more than 255 TYPDEF records. 
These records describe communal variables. This error can only 
appear with programs produced by compilers that support com­
munal variables. 

L1046 too many external symbols in one module 
An object module specifies more than the limit of 1023 external 
symbols. Break the module into smaller parts. 

L1047 too many group, segment, and class names in one module 
The program contains too many group, segment, and class 
names. Reduce the number of groups, segments, or classes, and 
recreate the object files. 

L 1048 too many segments in one module 
An object module has more than 255 segments. Split the module 
or combine segments. 

L 1049 too many segments 
The program has more than the maximum number of segments. 
The SEGMENTS option specifies the maximum allowed number; 
the default is 128. Relink using the /SEGMENTS option with an 
appropriate number of segments. 

L1050 too many groups in one module 
The linker found more than 21 group definitions (GRPDEF) in a 
single module. Reduce the number of group definitions or split 
the module. 

L 1051 too many groups 
The program defines more than 20 groups, not counting 
DGROUP. Reduce the number of groups. 

A-38 



L 1052 too many libraries 
An attempt is made to link with more than 32 libraries. Combine 
libraries, or use modules that require fewer libraries. 

L 1053 symbol table overflow 
The program has more than 256K bytes of symbolic information, 
such as public, external, segment, group, class, and file names. 
Combine modules or segments and recreate the object files. 
Eliminate as many public symbols as possible. 

L 1054 requested segment limit too high 
The linker does not have enough memory to allocate tables 
describing the number of segments requested (the default is 128 
or the value specified with the /SEGMENTS option). Try linking 
again using the /SEGMENTS option to select a smaller number of 
segments (for example, use 64 if the default was used previ­
ously), or free some memory by eliminating resident programs or 
shells. 

L 1056 too many overlays 
The program defines more than 63 overlays. 

L 1057 data record too large 
A LEDATA record (in an object module) contained more than 1024 
bytes of data. This is a translator (compiler or assembler) error. 
Note which translator (compiler or assembler) produced the 
incorrect object module and the circumstances, and contact your 
authorized IBM Personal Computer dealer. 

L 1070 segment size exceeds 64K 
A single segment contains more than 64K bytes of code or data. 
Try compiling, or assembling, and linking using the large mode.I. 

L 1071 segment _TEXT larger than 65520 bytes 
This error is likely to occur only in small-model C programs, but it 
can occur when any program with a segment named _TEXT is 
linked using the /DOSSEG option of the LINK command. Small­
model C programs must reserve code addresses 0 and 1; this is 
increased to 16 for alignment purposes. 

L 1072 common area longer than 65536 bytes 
The program has more than 64K bytes of communal var.iables. 
This error cannot appear with object files produced by the IBM 
Macro Assembler. It occurs only with programs produced by IBM 
C or other compilers that support communal variables. 
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L 1073 file-segment llmlt exceeded 
There are more than 255 physical or file segments. 

L 1074 name : group larger than 64K bytes 
A group contained segments which total more than 65536 bytes. 

L 1075 entry table larger than 65535 bytes 
Because of an excessive number of entry names, you have 
exceeded a linker table size limit. Reduce the number of names 
in the modules you are linking. 

L 1080 cannot open list flle 
The disk or the root directory is full. Delete or move files to make 
space. 

L 1081 out of space for run file 
The disk on which .EXE file is being written is full. Free more 
space on the disk and restart the linker. 

L 1082 stub .EXE Ille not found 
The stub file specified in the module definitions file is not found. 

L 1083 cannot open run Ille 
The disk or the root directory is full. Delete or move files to make 
space. 

L 1084 cannot create temporary flle 
The disk or root directory is full. Free more space in the directory 
and restart the linker. 

L 1085 cannot open temporary flle 
The disk or the root directory is full. Delete or move files to make 
space. 

L 1086 scratch Ille missing 
Internal error. You should note the conditions when the error 
occurs and contact your authorized IBM Personal Computer 
dealer. 

L 1087 unexpected end-of-file on scratch file 
The disk with the temporary linker-output file is removed. 

L 1088 out of space for list file 
The disk on which the listing file is being written is full. Free 
more space on the disk and restart the linker. 
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L1089 filename: cannot open response Ille 
The linker could not find the specified response file. This usually 
indicates a typing error. 

L 1090 cannot reopen llst Ille 
The original disk is not replaced at the prompt. Restart the linker. 

L 1091 unexpected end-of-Ille on llbrary 
The disk containing the library probably was removed. Replace 
the disk containing the library and run the linker again. 

L 1092 cannot open module definitions Ille 
The specified module definitions file cannot be opened. 

L 1100 stub .EXE Ille lnvalld 
The stub file specified in the definitions file is not a valid .EXE 
file. 

L 1101 lnvalld object module 
One of the object modules is non-valid. If the error persists after 
recompiling, contact your authorized IBM Personal Computer 
dealer. 

L 1102 unexpected end-of-file 
A non-valid format for a library was found. 

L 1103 attempt to access data outside segment bounds 
A data record in an object module specified data extending 
beyond the end of a segment. This is a translator error. Note 
which translator (compiler or assembler) produced the incorrect 
object module and the circumstances, and contact your author­
ized IBM Personal Computer dealer. 

L 1104 filename : not valid llbrary 
The specified file is not a valid library file. This error causes the 
linker to stop running. 

L 111 O DosAllocHuge felled 
Internal error. You should note the conditions when the error 
occurs and contact your authorized IBM Personal Computer 
dealer. 

L 1111 DosReallocHuge falled 
Internal error. You should note the conditions when the error 
occurs and contact your authorized IBM Personal Computer 
dealer. 
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L1112 DosGetHugeShlft failed 
Internal error. You should note the conditions when the error 
occurs and contact your authorized IBM Personal Computer 
dealer. 

L1113 unresolved COMDEF; internal error 
You should note the conditions when the error occurs and contact 
your authorized IBM Personal Computer dealer. 

L1114 Ille not sultable for /EXEPACK; rellnk without 
For the linked program, the size of the packed load image plus 
the packing overhead is larger than that of the unpacked load 
image. Relink without the EXEPACK option. 

L2000 Imported entry point 
A MODEND, or starting address record, referred to an imported 
name. Imported program-starting addresses are not supported. 

L2001 fix up(s) without data 
A FIXUP record occurred without a data record immediately pre­
ceding it. This is probably a compiler error. Note the conditions 
and contact an authorized service coordinator. 

L2002 fix up overflow near number in frame seg segname target 
seg segname target offset number 
The following conditions can cause this error: 

• A group is larger than 64K bytes. 
• The program contains an intersegment short jump or interseg­

ment short cal I. 
• The name of a data item in the program conflicts with that of a 

subroutine in a library included in the link. 
• An EXTRN declaration in an assembler-language source file 

appeared inside the body of a segment. 

For example: 

code SEGMENT public 1 CODE 1 

EXTRN main:far 
start PROC far 

call main 
ret 

start ENDP 
code ENDS 

The following construction is preferred: 
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EXTRN main:far 
code SEGMENT public 'CODE' 
start PROC far 

cal 1 main 
ret 

start ENDP 
code ENDS 

Revise the source file and recreate the object file. 

L2003 lntersegment self-relative fix up 
An intersegment self-relative fix up is not allowed. 

L2004 LOBYTE-type fix up overflow 
A LOBYTE fix up produced an address overflow. 

L2005 fix up type unsupported 
A fix up type occurred that is not supported by the linker. This is 
probably a compiler error. You should note the conditions when 
the error occurs and contact your authorized IBM Personal Com­
puter dealer. 

L2010 too many fix ups In LIDATA record 
There are more fix ups applying to a LIDATA record than will fit in 
the linker's 1024-byte buffer. The buffer is divided between the 
data in the LIDATA recor~ itself and run-time relocation items, 
which are 8 bytes apiece, so the maximum varies from 0 to 128. 
This is probably a compiler error. 

L2011 name : NEAR/HUGE conflict 
Conflicting NEAR and HUGE attributes are given for a communal 
variable. This error can occur only with programs produced by 
compilers that support communal variables. 

L2012 name : array-element size mismatch 
A far communal array is declared with two or more different 
array-element sizes (for example, an array declared once as an 
array of characters and once as an array of real numbers). This 
error cannot occur with object files produced by the IBM Macro 
Assembler. It occurs only with IBM C and other compilers that 
support far communal arrays. 

L2013 LIDATA record too large 
A LIDATA record in an object module contains more than 512 
bytes of data. Most likely, an assembly module contains a very 
complex structure definition or a series of deeply-nested DUP 
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operators. For example, the following structure definition causes 
this error: 

alpha DB 10DUP(ll DUP(l2 DUP(13 DUP( ... )))) 

Simplify the structure definition and reassemble. (LIDATA is a 
DOS term.) 

L2020 no automatic data segment 
No group named DGROUP is declared. 

L2021 library instance data not supported in the DOS mode 
The library module is directed to have instance data. This works 
in the OS/2 mode only. 

L2022 name allas internalname: export undefined 
A name is directed to be exported but is not defined anywhere. 

L2023 name alias internalname: export Imported 
An imported name is directed to be exported. 

L2024 name: symbol already defined 
One of the special overlay symbols required for overlay support 
is defined by an object. 

L2025 name~ symbol defined more than once 
Remove the extra symbol definition from the object file. 

L2026 multiple definitions for entry ordinal number 
More than one entry point name is assigned to the same ordinal. 

L2027 name : ordinal too large for export 
You tried to export more than 3072 names. 

L2028 automatic data segment plus heap exceeds 64K 
The size of DGROUP near data plus requested heap size is 
greater than 64K. 

L2029 unresolved externals 
One or more symbols are declared to be external in one or more 
modules, but they are not publicly defined in any of the modules 
or libraries. A list of the unresolved external references appears 
after the message, as shown in the following example: 

_exit in file(s) 
main.obj (main.c) 

_fopen in files(s) 
fileio.obj(fileio.c) main.obj(main.c) 

The name that comes before in file(s) is the unresolved external 
symbol. On the next line is a list of object modules which have 
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made references to this symbol. This message and the list are 
also written to the map file, if one exists. 

L2030 starting address not code (using class 'CODE') 
You specified a starting address to the linker which is a segment 
that is not a CODE segment. Reclassify the segment to CODE, or 
correct the starting point. 

L4001 frame-relative fix up, frame Ignored 
A fix up occurred with a frame segment different from the target 
segment where either the frame or the target segment is not 
absolute. Such a fix up is meaningless in the OS/2 mode, so the 
target segment is assumed for the frame segment. 

L4002 frame-relative absolute fix up 
A fix up occurred with a frame segment different from the target 
segment where both frame and target segments were absolute. 
This fix up is processed using base-offset arithmetic, but the 
warning is issued because the fix up may not be valid in OS/2 
environment. 

L4010 Invalid alignment specification 
The number following the /ALIGNMENT option is not a power of 2, 
or is not in numerical form. 

L4011 PACKCODE value exceeding 65500 unreliable 
Code segments of length 65501-65536 may be unreliable on the 
80286 processor. 

L4012 load-high disables EXEPACK 
The options /HIGH and /EXEPACK are mutually exclusive. 

L4013 Invalid option for new-format executable Ille Ignored 
If an OS/2 environment program is being produced, the options 
/CPARMAXALLOC, /DSALLOCATE, /EXEPACK, 
/NOGROUPASSOCIATION, and /OVERLAYINTERRUPT are mean­
ingless, and the linker ignores them. 

L4014 Invalid option for old-format executable Ille Ignored 
If an OS/2 format program is produced, the options /ALIGNMENT, 
/NOFARCALLTRANSLATION, and /PACKCODE are meaningless, 
and the linker ignores them. 

L4020 name: code-segment size exceeds 65500 
Code segments of length 65501-65536 may be unreliable on the 
80286 processor. 
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L4021 no stack segment 
The program does not contain a stack segment defined with 
STACK combine type. This message should not appear for 
modules compiled with the IBM C/2 Compiler but it could appear 
for an assembler-language module. Normally, every program 
should have a stack segment with the combine type specified as 
ST ACK. You can ignore this message if you have a specific 
reason for not defining a stack or for defining one without the 
STACK combine type. 

L4022 name1, name2 : groups overlap 
Two groups are defined such that one starts in the middle of 
another. This may occur if you defined segments in a module 
definitions file or assembly file and did not correctly order the 
segments by class. 

L4023 exportname : export internal-name conflict 
An exported na,me, or its associated internal name, conflict with 
an already-defined public symbol. 

L4024 name : multiple definitions for export name 
The name name is exported more than once with different 
internal names. All internal names except the first are ignored. 

L4025 name : Import Internal-name conflict 
An imported name, or its associated internal name, is also 
defined as an exported name. The import name is ignored. The 
conflict may come from a definition in either the module definition 
file or an object file. 

L4026 modulename : self-imported 
The module definitions file directed that a name be imported from 
the module being produced. 

L4027 name : multiple definitions for Import Internal-name 
An imported name, or its associated internal name, is imported 
more than once. The imported name is ignored after the first 
mention. 

L4028 name : segment already defined 
A segment is defined more than once with the same name in the 
module definitions file. Segments must have unique names for 
the linker. All definitions with the same name after the first are 
ignored. 
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L4029 name : DGROUP segment converted to type data 
A segment which is a member of DGROUP is defined as type 
CODE in a module definition file or object file. This probably hap­
pened because a CLASS keyword in a SEGMENTS statement is 
not given. 

L4030 name : segment attributes changed to conform with auto-
matic data segment 
The segment named name is defined in DGROUP, but the shared 
attribute is in conflict with the instance attribute. For example, 
the shared attribute is NONSHARED and the instance is SINGLE, 
or the shared attribute is SHARED and the instance attribute is 
MULTIPLE. The bad segment is forced to have the right shared 
attribute and the link continues. The image is not marked as 
having errors. 

L4031 name : segment declared in more than one group 
A segment is declared to be a member of two different groups. 
Correct the source file and recreate the object files. 

L4032 name : code-group size exceeds 65500 bytes 
Code segments of length 65501-65536 may be unreliable on the 
80286 processor. 

L4034 more than 239 overlay segments; extra put In root 
You specified an overlay structure containing more than 239 seg­
ments. The extra segments have been assigned to the root 
overlay. 

L4036 no automatic data segment 
The program or dynalink library did not define a group named 
DGROUP, which is recognized by the linker as the automatic data 
segment. 

L4040 NON-CONFIRMING : obsolete 
In the module definitions file, NON-CONFORMING is a valid 
keyword for earlier versions of LINK and is now obsolete. 

L4041 HUGE segments not yet supported 
This feature is not implemented in the linker. 

L4042 cannot open old version 
An old version of the EXE file, specified with the OLD keyword in 
the module definitions file, could not be opened. 
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L4043 old version not segmented-executable format 
The old version of the .EXE file, specified with the OLD keyword 
in the module definitions file, does not conform to segmented­
executable format. 

L4050 too many public symbols 
The /MAP option is used to request a sorted listing of public 
symbols in the map file, but there were too many symbols to sort 
(the default is 2048 symbols). The linker produces an unsorted 
listing of the public symbols. Relink using IMAP:number. 

L4051 filename : cannot find library 
The linker could not find the specified file. Enter a new file name, 
a new path specification, or both. 

L4053 VM.TMP: Illegal flle name; ignored 
VM.TMP appears as an object-file name. Rename the file and 
rerun the linker. 

L4054 filename : cannot find flle 
The linker could not find the specified file. Enter a new file name, 
a new path specification, or both. 
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Linker Limits 

The table below summarizes the limits imposed by the linker. If you 
find one of these limits, adjust your program so the linker can accom­
modate it. 

Item Limit 

Symbol table 256K 

Load-time relocations Default is 32K. If /EXEPACK is used, 
(for OS/2 programs) the maximum is 512K. 

Public symbols The range 7700-8700 can be used as a 
guideline for the maximum number of 
public symbols allowed; the actual 
maximum depends on the program. 

External symbols per 1023 
module 

Groups Maximum number is 21, but the linker 
always defined DGROUP so the effec-
tive maximum is 20. 

Overlays 63 

Segments 128 by default; however, this maximum 
can be set as high as 3072 by using the 
/SEGMENTS option of the LINK 
command. 

Libraries 32 

Group definitions per 21 
module 

Segments per module 255 

Stack 64K 
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Module Definition File Statements 

Notes: 

1. Any line in the module definition file preceded by a semi-colon(;) 
is considered a comment. The linker ignores them. 

2. The module definition file statement keywords must be in upper­
case. 

Statement 

CODE 

DATA 

DESCRIPTION 

EXPORTS 

HEAPSIZE 

IMPORTS 

LIBRARY 

NAME 

OLD 

PROTMODE 

SEGMENTS 

STACKSIZE 

STUB 
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Description 

Defines default attributes for code segments 

Defines default attributes for data segments 

Inserts text into a program module 

Defines exported functions from dynamic link 
libraries 

Defines heap size in bytes 

Defines imported functions from dynamic link 
libraries 

Declares a dynamic link library 

Declares a program module 

Directs preservation of earlier ordinals 

Declares program to run in the OS/2 mode only 

Defines attributes for code and data segments on 
a per segment basis 

Defines stack size in bytes 

Appends DOS ex~cutable file to the OS/2 
program module 



CODE 
Defines the default attributes for code segments 

Purpose 
Defines a default attribute for code segments within a program 
module. The default attributes of individual segments can be over­
ridden using the SEGMENTS statement. 

Format 
CODE load executeon/y iopl 

Remarks 

load (optional) A keyword which specifies when a segment 
is to be loaded. Specify one of the following: 

PRELOAD Load segment immediately. 

LOADONCALL (default) Load segment on demand. 

executeonly (optional) A keyword which specifies the access rights 
to code segments. Specify one of the following: 

EXECUTEONL Y Sets access rights to execute only. 

EXECUTEREAD (default) Sets access rights to execute 
or read. 

iopl (optional) The keyword iopl specifies whether or not 
code segments have 110 privilege. 

Example 

IOPL Code segments have 1/0 privilege. 

NOIOPL (default) Code segments do not have 110 privi­
lege. 

CODE PRELOAD IOPL 
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DATA 
Defines the default attributes for data segments 

Purpose 
Defines default attributes for data segments within a program 
module. All data segments are movable and swappable. With the 
exception of data segments specified with the option NONSHARED, 
the data segments in a dynamic link module are shared across all 
dynamic link modules in the library. 

The default attributes of individual segments can be overridden using 
the SEGMENTS statement. 

Format 
DATA load readonly instance iopl shared 

Remarks 

load (optional) A keyword which specifies when a segment is to 
be loaded. Specify one of the following: 

PRELOAD Load segment immediately. 

LOADONCALL (default) Load segment on demand. 

readonly (optional) A keyword which specifies the access rights to 
data segments. 

READONLY Sets access rights to read only. 

READWRITE (default) Sets access rights to read or write. 

instance (optional) A keyword which defines how the automatic 
data segment, that is, the physical segment represented 
by DGROUP, is to be shared. Specify one of the following: 
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NONE Specifies that there is to be no automatic data 
segment. 

SINGLE Specifies that the automatic data segment is to be 
shared by all instances of the module. This option is 
valid only for dynamic link libraries. 

MULTIPLE Specifies that the automatic data segment is to 
be copied for each instance of the module. 



DATA 
Defines the default attributes for data segments 

Default: MULTIPLE for program modules and SINGLE for 
dynamic link libraries. 

The linker ensures that the automatic data segment attri­
bute specified by SINGLE or MULTIPLE matches the 
default sharing attribute of all data segments. By default, 
DATA SINGLE forces shared data. By default, DATA MUL­
TIPLE forces nonshared data. Similarly, DATA SHARED 
forces DATA SINGLE; DATA NONSHARED forces DATA 
MULTIPLE. 

If you specify contradictory statements such as DATA 
SINGLE and NONSHARED, the instance option will control 
the automatic data segment only. In this example, the 
automatic data segment is shared and all other data seg­
ments are nonshared. 

iopl (optional) The keyword iopl specifies whether or not data 
segments have 1/0 privilege. 

shared 

Example 

IOPL Data segments have 1/0 privilege. 

NOIOPL (default) Data segments do not have 110 privilege. 

(optional) Specifies whether or not a unique copy of the 
READWRITE data segments should be loaded for each 
process using a dynamic link library. You can specify the 
following values: 

SHARED A single copy of each data segment is loaded. 
The copy is shared by all processes using the 
dynamic link library. 

NONSHARED A unique copy of each READWRITE data 
segment is loaded for each process using the 
dynamic link library. 

Default: NONSHARED for program modules and SHARED 
for dynamic link libraries. 

DATA SHARED READONLY PRELOAD 
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DESCRIPTION 
Inserts text into a program module 

Purpose 
Inserts text, such as source control information or copyright informa­
tion, into a program module. 

Format 
DESCRIPTION 1text 1 

Remarks 

•text• A one line string of ASCII characters enclosed in single 
quotation marks. 

Example 
DESCRIPTION 'Calendar, Version 1.ee· 
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EXPORTS 
Defines exported functions from dynamic link 

libraries 

Purpose 
Defines the names and attributes (functions) in the dynamic link 
libraries which are to be exported. The EXPORTS statement pre­
cedes the definitions. You can specify as many as 3072 export defi­
nitions, each on a separate line, after the EXPORTS statement. You 
must specify an export definition for every function in a dynamic link 
library. 

Format 
EXPORTS exportname =internal name ordinal res iop/-parmwords 

Remarks 

exportname One or more ASCII characters which define the func­
tion name to be used by applications to access the 
exported function. 

internalname (optional) Defines the actual name of the function in 
the dynamic link library. 

ordinal 

res 

(optional) An integer number which specifies the func­
tion's ordinal position within the dynamic link entry 
table. It is specified as @ordinal, where ordinal is the 
integer position number. If specified, the entrypoint 
can be called by either name or ordinal. 

(optional) The keyword RESIDENTNAME specifies that 
the function's entry points should be kept resident in 
memory. Use this option only if you specified the 
ordinal option. If the call is by entry point rather than 
by ordinal, frequently used entry points keep resident 
in memory enables OS/2 to resolve calls more rapidly. 

iopl-parmwords (optional) A numeric value which you must specify 
for functions executing with 1/0 privilege. A function 
which executes with 110 privilege is allocated a 
512-byte stack. When the function is called, the 
number of parameters (words) specified by iopl-
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EXPORTS 
Defines exported functions from dynamic link 
libraries 

parmwords is copied from the caller's stack to the new 
stack. 

Although the EXPORTS statement is normally used to identify func­
tions in dynamic link libraries, the statement is also used for func­
tions within program modules which execute with 110 privilege. When 
this is the case, the only valid arguments are exportname (to identify 
the function within the application) and iopl-parmwords. 

Example 
EXPORTS 

A-56 

SampleRead 
Stringin=IntStringln 
ScreenOut 6 
CharTest @3 RESIDENTNAME 



Purpose 

HEAPSIZE 
Defines heap size in bytes 

Defines the number of bytes an application needs for its local heap. 

Format 
HEAPSIZE bytes 

Remarks 

bytes 

Example 
HEAPSIZE seee 

An (integer) number which specifies the local 
heap size in bytes. 
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· 1MPORtS 
Delin'.es·functions i111ported from dynamic. link 
libraries 

Purpose 
Defines the names of functions to be imported from dynamic link 
libraries. External references to dynamic link libraries generally are 
resolved by specifying the .LIB files for the dynamic link library to the · 
linker. The IMPORTS statement is an alternate method of resolving 
external references to dynamic link libraries. IMPORTS must 
precede the definitions. Specify each definition on a separate line. 

Format 
IMPORTS internalname= libraryname.entry 

Remarks 

internalname (optional) Specifies the name used by the application to 
call the function being imported. internalname is a unique 
name comprised of one or more ASCII characters. 

libraryname The name of the dynamic link library which contains the 
function. 

entry The name of the function to be imported. It can be either 
of the following: 
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.entryname The name of the function as it appears in the 
dynamic link library . 

. entryordinal The ordinal value of the function. The 
ordinal value corresponds to the entry point 
in the dynamic link library. 

You can import OS/2 functions in the DOSCALLS library 
only by using .entryordinal. 

Note: .entryname references to DOSCALLS are not sup­
ported and will fail during the module load. Therefore, 
rather than directly importing OS/2 functions, link with 
DOSCALLS.LIB. 



IMPORTS 
Defines functions imported from dynamic link 

libraries 

Example 
IMPORTS 

Sample.SampleWrite 
Read=Sample.SampleRead 
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LIBRARY 
Declares a dynamic link library 

Purpose 
Specifies that the executable file being created is a dynamic link 
library. It also specifies the type of library initialization required for 
the library. 

Note: The LIBRARY statement tells LINK to build a dynamic link 
library. Do not associate the LIBRARY statement with .LIB files which 
are libraries of object modules. 

Format 
LIBRARY libraryname initialization-type 

Remarks 

libraryname (optional) Defines the name of the dynamic link library. 
After a dynamic link library has been loaded, 
libraryname is the name known to OS/2. The 
libraryname is not normally specified. The 
libraryname can be up to eight characters. 

Use caution when specifying a libraryname that differs 
from the filename of the .DLL being created. Subse­
quent load requests, in the process of determining 
whether a .DLL has already been loaded, will recog­
nize only this libraryname as the name of the loaded 
dynamic link library. 

Default: The executable filename, not including the 
extension. 

initialization-type (optional) Keyword specifying the type of library 
initialization required by the library module. This 
keyword is ignored if a library initialization routine is 
not defined for the library module. It must be one of 
the following: 
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• INITGLOBAL - called only once when the library 
module is loaded initially. 

• INITINST ANCE - called once for each process 
which gains access to the library module. 



LIBRARY 
Declares a dynamic link library 

Default: INITGLOBAL 

When the dynamic link module is loaded, it (optionally) can call an 
initialization routine before calling the dynamic link library. See 
"Program Execution Control" on page 4-26 for additional information. 

Specify either the NAME statement or the LIBRARY statement. You 
cannot specify both. If neither NAME nor LIBRARY is specified, the 
default is NAME. If you use the LIBRARY statement, it must be the 
first statement in the module definition file. 

Example 
LIBRARY MathCall 
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NAME 
Declares a program module 

Purpose 
Specifies that the executable file being created is a program module. 

Format 
NAME modulename 

Remarks 

modulename (Optional) Defines the name of the program module. 

Remarks 

After a program module has been loaded, the name 
known to OS/2 is the modulename, which can have up 
to eight characters. The modulename is not normally 
specified. 

Default: The executable filename, not including the 
extension. 

Specify either the NAME statement or the LIBRARY statement. You 
cannot specify both. If neither NAME nor LIBRARY is specified, the 
default is NAME. If you use the NAME statement, it must be the first 
statement in the module definition file. 

Example 
NAME Calendar 
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OLD 
Specifies previous version of a dynamic link 

module 

Purpose 
Directs the linker to use export ordinals from the specified dynamic 
link library. 

Format 
OLD 'filename' 

Remarks 

If 'filename' is not found in the current directory, the linker looks in 
the list of directories in the user's PATH environment variable. 

Exported names in this module matching exported names in the OLD 
module will be assigned ordinal values from the OLD module unless: 

• The name in the OLD module does not have an assigned ordinal. 

• An ordinal is explicitly assigned to the name in this dynamic link 
library. 

The OLD statement is useful for preserving export ordinals across 
successive versions of a dynamic link module. 

Example 
OLD 'doscalls.dll 1 
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PROTMODE 
Sets a program module to run in the OS/2 envi­
ronment 

Purpose 
Directs the linker to set the OS/2-bit in the OS/2 executable file 
header. PROTMODE specifies that the program module runs in the 
OS/2 environment only. 

Format 
PROTMODE 

Remarks 
PROTMODE designates that the executable file is not to be operated 
in the DOS mode; that is, it will not be "bound" using the BIND utility. 
If your program is never to run in the DOS mode, use PROTMODE to 
eliminate the floating-point fix ups and entry table entries for internal­
reference fix ups from the executable file. Eliminating them removes 
wasted space in the file of OS/2-environment-only programs. 

Example 
PROTMODE 
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SEGMENTS 
Defines the attributes of code and data segments 

Purpose 
Defines the attributes of code and data segments on a per segment 
basis. The specified parameters override the CODE and DATA state­
ments' defaults. The SEGMENT statement must precede all other 
definitions, and you can specify any number of segment definitions 
after the SEGMENT statement. You must type each segment defi­
nition on a separate line. 

Format 
SEGMENTS segmentname class load readonly executeonly iopl 
shared 

Remarks 

segmentname Defines the code or data segment whose attributes are 
being specified. Enclose segmentname in single quotes 
if it is equal to a definition statement keyword such as 

'DATA' or'CODE'. 

class (optional) A keyword which specifies the class of the 
segment, such as 

CLASS 'classname'. 

If no 'classname' is given, the linker assumes class 
'CODE'. Any segment whose classname ends in 'CODE' 
(case ignored) is recognized as a code segment by the 
linker: if a segment is defined without a CLASS option, it 
becomes type code. 

load (optional) A keyword which specifies when a segment is 
to be loaded. Specify one of the following: 

PRELOAD Load the segment immediately. 

LOADONCALL (default) Load the segment on demand. 

readonly (optional) A keyword which specifies the access rights to 
data segments. 
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SEGMENTS 
Defines the attributes of code and data segments 

READONL Y Sets access rights to read only. 

READWRITE (default) Sets access rights to read or write. 

executeonly (optional) A keyword which specifies the access rights to 
code segments. 

EXECUTEONLY Sets access rights to execute only. 

EXECUTEREAD. (default) Sets access rights to execute 
or read. 

iop/ (optional) The keyword iopl specifies whether or not seg­
ments have 1/0 privilege. This option applies to both 
code and data segments. 

shared 

Example 
SEGMENTS 

IOPL Segments have 110 privilege. 

NOIOPL (default) Segments do not have 1/0 privilege. 

(optional) Specifies whether or not a unique copy of the 
READWRITE data segments should be loaded for each 
process using a dynamic link module. You can specify 
the following values: 

SHARED A single copy of each data segment is loaded. 
The copy is shared by all processes using the 
dynamic link module. 

NONSHARED A unique copy of each READWRITE data 
segment is loaded for each process using the 
dynamic link module. 

Default: NONSHARED for program modules and 
SHARED for dynamic link libraries. 

CSEG LOADONCALL 
CSEG2 EXECUTEREAD 
DSEGl READONLY 
DSEG2 SHARED 
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Purpose 

STACKSIZE 
Defines stack size in bytes 

Defines the number of bytes an application needs for its stack. The 
value specified for STACKSIZE overrides the size of any stack 
segment defined in the application. 

Format 
ST ACKSIZE bytes 

Remarks 

bytes An (integer) number which specifies the stack size. 

Example 
STACKSIZE 1024 
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stua· 
A,ppend•.··oos .. executebleifile to• .. the.·•<)$(2•.•program 
module 

Purpose 
Appends the DOS executable file to the top of the OS/2 program 
module being created. The stub is called if the OS/2 program module 
is executed under DOS. For example, the stub could display a 
warning message and terminate. 

Format 
STUB 'filename' 

Remarks 

'filename' The name of the DOS executable file. 

If 'filename' is not found in the current directory, the linker looks in 
the list of directories in the user's PATH environment variable. 

Example 
STUB 1 astub.exe 1 

A-68 



Glossary 

abort. Cancel, end, fail, prema­
turely end, stop. 

abnormal termination. Unusual ces­
sation of processing prior to 
planned termination. 

access. To obtain use of storage, a 
device, or a service. 

access mode. A technique that is 
used to obtain a specific logical 
record from, or to place a specific 
logical record into, a file assigned 
to a mass storage device. 

active session. Foreground 
session. 

addressability. (1) The ability of a 
process to access code or data. 
(2) Size of an address space. 

algorithm. (1) A finite set of well­
defined rules for the solution of a 
problem in a finite number of steps. 
(2) Method of calculation. 

allocate. To assign or use for a 
specific purpose. For example, to 
assign memory for a programs data 
segment. 

alphanumeric character. Consisting 
of letters, numbers, and other char­
acters, such as punctuation marks 
and mathematical symbols. 

American National Standard Code 
for Information Interchange (ASCII). 
The code developed by ANSI for 
information interchange among data 
processing systems, data communi-

cation systems, and associated 
equipment. The ASCII character set 
consists of 7-bit control characters 
and symbolic characters. 

American National Standards 
Institute. An organization spon­
sored by the Computer and Busi­
ness Equipment Manufacturers 
Association for establishing volun­
tary industry standards. 

ANSI. American National Standards 
Institute. 

API. (1) Application Program Inter­
face. (2) The OS/2 function calls. 

application. A program or group of 
programs that apply to a particular 
business area, such as the Inven­
tory Control or the Accounts Receiv­
able application. 

appllcatlon program. A program 
used to perform an application or 
part of an application. 

archive. (1) A copy of a data set 
that can be used if the original data 
is lost. (2) The storage of object 
files in a library. 

ARF. Automatic Response File used 
in linking. 

ArgPolnter. The address of a set of 
argument strings. 

argument. Numbers, letters, or 
words that change the execution of 
a command. 
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ASCII. American National Standard 
Code for Information Interchange, 
normally to refer to a string of char­
acters. 

ASCllZ. American National 
Standard Code for Information Inter­
change, normally to refer to a string 
of ASCII characters where the string 
is terminated with a byte of 0. 

ASM. Abbreviation for Assembler. 

assembler. A computer program 
that translates an assembly lan­
guage source code file into a form 
that can be executed. 

asynchronous. (1) Without regular 
time relationship. (2) Unexpected 
or unpredictable with respect to the 
execution of a program's 
instructions. 

attribute. A characteristic or prop­
erty of one or more entities, for 
example, the attribute for a dis­
played field could be blinking. 

automatic mode. A method of oper­
ation that, under specific conditions, 
does not require human inter­
vention. 

auxiliary. A process or device not 
under direct control of the proc­
essing unit. 

bimodal. Pertaining to both the DOS 
mode and the OS/2 mode. 

binary. (1) Pertaining to a system 
of numbers to the base two; the 
binary digits are O and 1. 
(2) Involving a choice of two condi­
tions. 
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binary string. A sequence of con­
secutive binary digits. 

bit. Either of the binary digits 0 or 1 
used in computers to store informa­
tion. 

block. (1) To wait, usually for an 
1/0 event to complete or for a 
resource to become available. 
(2) A storage area used to hold 
information. 

boot. Initial program load after 
reset. 

BPB. BIOS Parameter Block 

buffer. (1) A temporary storage 
unit, especially one that accepts 
information at one rate and delivers 
it at another rate. (2) An area of 
storage, temporarily reserved for 
performing input or output, from 
which data is read, or into which 
data is written. 

buffer address. A numeric value 
denoting a unique memory location 
for a buffer. 

byte. The amount of storage 
required to represent one character; 
a byte is 8 bits. 

bytes per sector. The term used to 
identify the number of bytes that can 
be stored on a sector of a 
disk/diskette (i.e., 512}. 

CALL. The action of bringing a 
computer program, a routine, or a 
subroutine into effect, usually by 
specifying the entry conditions and 
an entry point. 

CF. Carry flag. 



character. A letter, digit, or other 
symbol. 

character display. A display that 
uses a character generator to 
display predefined character boxes 
of images (characters) on the 
screen. This kind of display cannot 
address the screen any less than 
one character box at a time. 

character key. A keyboard key that 
allows the user to enter the char­
acter shown on the key. 

character set. A group of charac­
ters used for a specific reason; for 
example, the set of characters a 
printer can print or a keyboard can 
support. 

character string. A sequence of 
consecutive characters. 

character variable. The name of a 
character data item whose value 
may be assigned or changed while 
the program is running. 

child. (1) Pertaining to a secured 
resource, either a file or library, 
that uses the parent resources. A 
child resource can have only one 
parent resource. (2) A process 
created by a parent process that 
shares resources of parent process. 

chlld process. (1) A dependent 
process; contrast with parent 
process. (2) A process that is 
created by another process. 

CLI. Assembly language instruction 
to disable processor interrupts. The 
effect is to prevent hardware inter­
rupts from being recognized by the 

processor until an STI instruction is 
issued. 

cllck. Press the mouse button (or 
press the mouse button twice in 
rapid succession). 

client process. A process that uses 
some service or dynamic link 
library. A process is a client of the 
service or library. 

close. (1) To end an activity and 
remove it from the display. (2) To 
release a device. 

code. (1) Instructions for the com­
puter. (2) To write instructions for 
the computer; to program. (3) A 
representation of a condition, such 
as an error code. 

code page. The character 
encoding, for keyboard input and 
display and spooled printer output. 

code point. A single character or 
shape defined in the code page and 
presented on the display or printer. 

code segment. See segment 

COM. (1) Represents one of the 
serial communications ports sup­
ported by OS/2 (COM1, COM2, 
COM3). (2) Communication. 

command. A request to perform an 
operation or run a program. When 
parameters, arguments, flags, or 
other operands are associated with 
a command, the resulting character 
string is a single command. 

command processor. (1) A 
program executed to perform an 
operation specified by a command. 
(2) A system or user task that proc-
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esses a set of commands from a 
queue. 

compile. (1) To translate a 
program written in a high-level pro­
gramming language into a machine 
language program. (2) The com­
puter actions required to transform 
a source file into an executable 
object file. 

condition. An expression in a 
program or procedure that can be 
evaluated to a value of either true 
or false when the program or proce­
dure is running. 

configuration. The group of 
machines, devices, and programs 
that make up a computer system. 

constant. A data item with a value 
that does not change. 

context. The environment in which 
a program executes. 

contiguous. To be in actual contact 
with or touching along a boundary. 

coprocessor. A microprocessor on 
an expansion card or the system 
board. 

CS. Code Segment. 

current. Active. 

cursor. (1) A movable symbol 
(such as an underline) on a display, 
used to indicate to the user where 
the next typed character will be 
placed or where the next action will 
be directed. (2) A marker that indi­
cates the current data access 
location within a file. 
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customize. To describe {to the 
system) the devices, programs, 
users, and user defaults for a partic­
ular data processing system. 

cylinder. All fixed-disk or diskette 
tracks that can be read or written 
without moving the disk drive or 
diskette drive read/write mech­
anism. 

DASO. Direct Access Storage 
Device. 

data area. A storage area used by 
a program to hold information. 

DB. Define byte. A MASM 
pseudo-op to declare a byte of 
memory. 

DBCS. Double Byte Character Set 

DD. Define Double Word. A MASM 
pseudo-op to declare a double word 
of memory. 

dead key. Inactive key. 

deallocate. To release a resource 
that is assigned to a specific task. 

default value. A value stored in the 
system that is used when no other 
value is specified. 

delnstall. To remove. Used as a 
device driver command. 

delete. A function that enables data 
held in storage to be removed. 

delimiter. (1) A flag that separates 
and organizes items of data. Syn­
onymous with punctuation symbol, 
separator. (2) A string of one or 
more characters used to separate 



or organize elements of computer 
programs or data, for example, 
parenthesis, blank character, arith­
metic operator, if, "BEGIN". (3) A 
character that groups or separates 
words or values in a line of input. 

dereglster. To remove. Used as a 
device monitor command. 

destination drive. The target drive 
in an operation involving two or 
more logical drives. 

DevHlp. Refers to the OS/2 services 
available in writing device drivers. 

device. An electrical or electronic 
machine that is designed for a spe­
cific purpose and that attaches to a 
computer, for example, a printer, 
plotter, or disk drive. 

device attributes. Characteristics of 
a device, described in the device 
header of a device driver. 

device BPB. Data structure used to 
describe DASO devices. 

device driver. A program that oper­
ates a specific device, such as a 
printer, disk drive, or display. 

device handle. Device identifier. 

device name. A name reserved by 
the system or a device driver that 
refers to a specific device. 

device type. The general name for 
a kind of device. 

digit. Any of the numerals from 0 
through 9. 

directory. A type of file containing 
the names and controlling informa­
tion for other files or other directo­
ries. 

disable. (1) To make nonfunctional. 
(2) The state of a processing unit 
that prevents the occurrence of 
certain types of interruptions. (3) A 
state in which a transmission 
control unit or audio response unit 
can not accept incoming calls. 

disk. A flat circular plate with a 
surface layer on which data can be 
stored by magnetic recording. 

diskette. A thin, flexible magnetic 
plate that is permanently sealed in a 
protective cover. It can be used to 
store information copies from the 
disk or another diskette. 

diskette drive. The mechanism 
used to read and write information 
on diskettes. 

dispatch. To allocate time on a 
processor to jobs or tasks that are 
ready for execution. 

display. (1) In word processing, a 
device for visual presentation of 
information on any temporary 
character-imaging device. (2) A 
visual presentation of data. (3) To 
present data visually. 

display device. An output unit that 
gives a visual representation of 
data. 

display screen. The part of the 
display device that displays infor­
mation visually. 

OMA. Direct Memory Access 
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DOS. (1) IBM Personal Computer 
Disk Operating System. (2) The 
DOS mode of OS/2. 

double-byte character. A single 
symbol requiring two bytes to code; 
for example, Chinese characters. 

dump. (1) To copy the contents of 
all or part of storage, usually to an 
output device. (2) Data that has 
been dumped. 

dump diskette. A diskette that con­
tains a dump or is prepared to 
receive a dump. 

DW. Define Word. A MASM 
pseudo-op to declare a word of 
memory. 

dynamic priority variation. The 
changes in a thread's priority based 
on the state of the system and the 
state of thread relative to the 
system. 

EBCDIC. Extended Binary-Coded 
Decimal Interchange Code. 

EBCDIC character. Any one of the 
symbols included in the 8-bit 
EBCDIC set. 

enable. (1) To make functional. 
(2) The state of a processing unit 
that allows the occurrence of 
certain types of interruptions. 
{3) The state !n wh!ch a trans­
mission unit can accept incoming 
calls on a line. 

environment. The settings for vari­
ables and paths set associated with 
each process. 

execute/execution. Do, start, or 
run. 
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exit value. A numeric value that a 
command returns to indicate 
whether it completed successfully. 
Some commands return exit values 
that give other information, such as 
whether a file exists. 

expression. A representation of a 
value. For example, variables and 
constants appearing alone or in 
combination with operators. 

FAT. File Allocation Table. 

FCB. (1) Function control block. 
(2) File control block. (3) Forms 
control buffer. 

field. (1) An area in a record or 
panel used to contain a particular 
category of data. (2) The smallest 
component of a record that can be 
referred to by a name. 

FIFO. ( 1) Fi rst-i n-fi rst-out. (2) A 
type of queue where the oldest ele­
ments in the queue are removed 
before any newer elements. 
(3) Order of transferred data 
packets. 

file. A collection of related data that 
is stored and retrieved by an 
assigned name. 

file handle. File identifier. 

file pointer. An internal name that 
is a pointer to a structure containing 
information about a file. 

file specification. The name and 
location of a file. A file specification 
consists of a drive specifier, a 
pathname, and a filename. 



Ille system. The collection of files 
and file management structures on 
a physical or logical mass storage 
device. 

filename. (1) The name used by a 
program to identify a file. (2) The 
portion of the identifying name that 
precedes the extension. 

filespec. See File specification. 

fllter. A command that reads 
standard input data, modifies the 
data, and sends it to standard 
output. 

first-in-first-out{FIFO). (1) A type of 
queue where the oldest elements in 
the queue are removed before any 
newer elements. (2) Order of trans­
ferred data packets. 

fixed disk. A flat, circular, 
nonremovable plate with a surface 
layer on which data can be stored 
by magnetic recording. 

flag. (1) A modifier that defines the 
action of a command. (2) The 
action or return from a command. 

floppy disk. Deprecated term for 
diskette. 

flush. Delete, erase, or remove. 

foreground session. The session 
currently interacting with the user. 

format. (1) A defined arrangement 
of such things as characters, fields, 
and lines, usually used for displays, 
printouts, or files. (2) The pattern 
which determines how data is 
recorded. 

function. (1) A specific purpose of 
an entity, or its characteristic 
action. (2) A synonym for proce­
dure. 

graphic character. (1) A character, 
other than a control character, that 
is normally represented by a 
graphic. (2) A character that can 
be displayed or printed. 

half-byte. Either the first or last four 
consecutive bits of a byte. A 
hexadecimal character represents a 
half-byte. 

hard disk. Fixed disk. 

hard error. (1) Error caused by the 
state of the hardware (e.g., printer 
off-line). (2) An unrecoverable 
error. 

hertz {Hz). A unit of frequency 
equal to one cycle per second. 

hexadecimal code. A code based 
on the radix 16, in which the digits 0 
through 9 and the letters A through 
F represent the code. 

hot key. A key recognized by the 
system as a request for a particular 
service or action. OS/2 has two hot 
keys: Ctrl + Esc to return to the 
Program Selector and Alt+ Esc to 
switch between active sessions. 

hung. Halted or stopped. 

Hz. Abbreviation for hertz. 

lnit. Initialization, usually refers to 
an initialization routine. 

Initialize. To set counters, switches, 
addresses, or contents of storage to 
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zero or other starting values at the 
beginning of, or at prescribed 
points, in the operation of a com­
puter routine. 

Input. (1) Pertaining to a device 
process, or channel involved in an 
input process, or to the data or 
states involved in an input process. 
(2) Data to be processed. (3) Syn­
onymous with input data, input 
process. 

Input device. Physical devices used 
to provide data to a computer. 

interactive. (1) Permitting contin­
uous dialog between the user and 
the operating system. (2) Per­
taining to an application in which 
each entry cal Is forth a response 
from a system or a program. 

Interactive processing. A proc­
essing method in which each 
system user action causes response 
from the program or the system. 

interface. A shared boundary 
between two or more entities. An 
interface might be a hardware com­
ponent to link two devices together 
or it might be a portion of storage or 
registers accessed by two or more 
computer programs. 

Interrupt-time. A generic term that 
refers to executing code as a result 

cution does not belong to a process. 

1/0. Input/output. 

IPC. Interprocess Communications 
via semaphores, pipes, queues, etc. 
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IPL. (1) Initial program load; the 
first time the operating system is 
loaded into memory and initialized. 
(2) To reload and initialize the oper­
ating system via a power off/on or 
by pressing Ctrl +Alt+ Del. 

Invoke. To activate a procedure at 
one of its entry points. 

KB. Kilobyte. 

kbd. keyboard. 

KCB. (1) Keyboard Control Block. 
(2) A data area containing variables 
pertaining to a given logical key­
board, created by the KbdOpen API. 

kill. To end or suppress a process. 

Kiiobyte. 1024 bytes. 

label. (1) The name in the disk or 
diskette directory that identifies a 
file. (2) The field of an instruction 
that assigns a symbolic name to the 
location at which the instruction 
begins. 

LIB. (1) An abbreviation for library. 
(2) Used as an extension on library 
files. (3) The Librarian utility which 
creates and manages Object 
Libraries. 

library. A collection of functions, 
calls, subroutines, or other data. 

linefeed. An ASCII character that 
causes an output device to move 
forward one line. 

load. (1) To move data or pro­
grams into storage. (2) To place a 
diskette into a diskette drive. (3) To 
insert paper into a printer. 



logical device. Redirected disk, file, 
printer, or other specific device. 

memory. Storage on electronic 
chips. Examples of memory are 
random access memory, read only 
memory, or registers. 

memory compaction. Relocating 
allocated storage segments into 
contiguous locations in order to 
place all free storage in one large 
block. 

menu. A displayed list of items 
from which a user can make a 
selection. 

message. A response from the 
system to inform the user of a con­
dition which may affect further proc­
essing of a program. 

module. A discrete programming 
unit that usually performs a specific 
task or set of tasks. 

monitor. (1) A routine which exam­
ines input to a character device 
driver and can delete, modify, or 
expand the character before 
passing it back to the device driver. 
(2) A routine which filters the 
input/output stream. 

multi. Two or more. 

multiprogramming. (1) A mode of 
operation that provides for the inter­
leaved execution of two or more 
computer programs by a single 
processor. (2) The processing of 
two or more programs at the same 
time. 

multitasking. The concurrent exe­
cution of two or more tasks by a 
computer. 

nest. To incorporate a structure or 
structures of some kind into a struc­
ture of the same kind. For example, 
to nest one loop (the nested loop) 
within another loop (the nesting 
loop); to nest one subroutine (the 
nested subroutine) within another 
subroutine (nesting subroutine.) 

NPX. Numeric Coprocessor 

NUL. Null character 

null. Having no value, containing 
nothing. 

null character (NUL). The character 
hex 00, used to represent the 
absence of a printed or displayed 
character. 

numeric. Pertaining to any of the 
digits 0 through 9. 

OBJ. A file name extension that 
identifies a relocatable object file. 

object code. Machine-executable 
instruction, usually generated by a 
compiler from source code written 
in a higher level language. Con­
sists of directly executable machine 
code. For programs that must be 
linked, object code consists of relo­
catable machine code. 

object Ille. A program unit that is 
the output of an assembler or a 
compiler and is suitable for input to 
the linker. 

object module. Synonym for object 
file. 

octal. A base eight numbering 
system. 
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offset. The number of measuring 
units from an arbitrary starting point 
in a record, area, control block, or a 
segment to some other point. 

onllne. (1) Pertaining to a user's 
ability to interact with a computer. 
(2) Pertaining to the operation of a 
functional unit that is under the con­
tinual control of a computer. 

open. To make a file or device 
available to a program for proc­
essing. 

operand. (1) An entity to which an 
operation is applied. (2) That which 
is operated upon. An operand is 
usually identified by the address 
part of an instruction. (3) Informa­
tion entered with a command name 
to define the data on which a 
command processor operates and 
to control the execution of the 
command processor. (4) An 
expression to whose value an oper­
ator is applied. 

operating system. Software that 
controls the running of programs; in 
addition, an operating system may 
provide services such a resource 
allocation, scheduling, input/output 
control, and data management. 

option. A specification in a state­
ment that can be used to influence 
the execution of the statement. 

output. (1) Synonym for output 
data; output process. (2) The result 
of processing. 

output device. The physical device 
used by a computer to present data 
to a user. 
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output file. A file that is opened by 
a program so that the program can 
write to that file. 

parameter. Information supplied by 
the programmer or user to a 
command, or function. An attribute, 
value, or variable. 

parent. The owning or creating 
process, as opposed to a child 
process. 

parent directory. The directory one 
level above the current directory. 

parm. Abbreviation for parameter. 

PgmPointer. The address of an 
ASCllZ string of the drive, directory 
path and filename of the program to 
be executed. 

physical device. Device. 

pipe. To direct the data so that the 
output from one process becomes 
the input to another process. 

pixel. Picture element. 

pop. Retrieving information from a 
stack. 

preempt. To take control away 
from, such as, to interrupt the exe­
cution of a process to allow another 
process to execute. 

print queue. A file containing a list 
of the names of files waiting to be 
printed. 

print spooler. The program which 
manages the print queue. 



priority. A rank assigned to a task 
that determines its precedence in 
receiving system resources. 

procedure. (1) The course of action 
taken for the solution of a problem. 
(2) The description of the course of 
action taken for the solution of a 
problem. 

process. A collection of system 
resources including one or more 
threads. 

process ID. A unique number 
assigned to a process. 

prompt. A displayed request for 
information or user action. 

protect mode. A mode of 80286 
memory addressing in which virtual 
addresses are mapped to physical 
addresses by on-chip circuitry. 

pseudo. Artificial, simulated. 

Pull. To remove from. 

push. Placing information on a 
stack (to put on or in). 

queue. A line or list formed by 
items waiting to be processed. 

RAM semaphore. A simple, effi­
cient form of semaphore used to 
serialize different threads of a 
single process. 

random access. An access mode in 
which records can be read from, 
written to, or removed from a file in 
any order. 

RAS. Reliability, Availability, and 
Serviceabi I ity. 

redirection. The reassignment of 
the standard input and standard 
output devices. 

refresh. The process of repeatedly 
producing a display image on a 
display space so that the image 
remains visible. 

RET. Return. 

return code. A code returned by a 
function, which the caller may use 
to influence the execution of suc­
ceeding instructions. 

reverse video mode. A form of 
highlighting a character, field, or 
cursor by reversing the color of the 
character, field, or cursor with its 
background; for example, changing 
a red character on a black back­
ground to a black character on a red 
background. 

routine. Part of a program, or a 
sequence of instructions called by a 
program, that may have some 
general or frequent use. 

run. To cause a program, utility, or 
other machine function to be per­
formed. 

run time. The elapsed time taken 
for the execution of a computer 
program. Synonymous with run 
duration. 

sector. An area on a disk track or a 
diskette track reserved to record 
information 

segment. A contiguous area of 
storage. 
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semaphore. A signal mechanism 
used to control access to system 
resources. 

separator. A character used to sep­
arate parts of a command or file. 

sequential access. An access 
method in which records are read 
from, written to, or removed from a 
file based on the physical order of 
the records. 

session. A routing mechanism for 
user interaction via the console. 

shared data segment. A data area 
created in memory that can be 
shared by programs. 

shared memory. An OS/2 feature 
that allows system memory to be 
shared among processes. 

source module. The source state­
ments or codes that constitute the 
input to the compiler or assembler 
for translation. 

source program. A set of 
instructions written in a program­
ming language, that must be trans­
lated to machine language compiled 
before the program can be run. 

spawn. Create, develop, generate. 

stack. An area in storage that 
stores temporary register informa­
tion, parameters, and return 
addresses of subroutines. 

stack pointer. A register that con­
tains the current location of the top 
of the stack. 
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standalone. Pertaining to oper­
ations that are independent of 
another device, program, or system. 

standard Input. The primary source 
of data going into a command. 
Standard input comes from the key­
board unless redirection or piping is 
used, in which case standard input 
can be from a file or the output from 
another command. 

standard output. The primary desti­
nation of data coming from a 
command. Standard output goes to 
the display unless redirection or 
piping is used, in which case 
standard output can be a file or 
another command. 

storage. (1) The location of saved 
information. (2) In contrast to 
memory, the saving of information 
on physical devices such as disk or 
tape. 

string. A linear sequence of entities 
such as characters or physical ele­
ments. Examples of strings are 
alphabetic string, binary element 
string, bit string, character string, 
search string, and symbol string. 

suballocation. The allocation of a 
part of one extent for occupancy by 
elements of a component different 
from the one occupying the 
remainder of the extent. 

subdirectory. A directory contained 
within another directory in the file 
system hierarchy. 

subroutine. (1) A sequence of 
statements that may be used in one 
or more computer programs and at 
one or more points in a computer 



program. (2) A routine that can be 
part of another routine. 

swap flle. A file that contains seg­
ments of a program or data tempo­
rarily moved out of main storage. 

synchronous. Pertaining to two or 
more processes that depend upon 
the occurrences of specific events 
such as common timing signals. 

system. The computer and its asso­
ciated devices and programs. 

task-time. A generic term that 
refers to executing code as a thread 
within a process. 

terminate. Conclude, end, finish, 
stop. 

thread. A unit of execution within a 
process. 

toggle. Change or switch. 

transposition. To change the order 
as to reverse the order. 

typeamatlc key. A key that repeats 
its function when held down. 

valid. Correct. 

variable. A parameter with different 
values at any one time. The values 
are usually restricted to data type. 

wlldcard character. Global filename 
characters. 

write protection. Restriction of 
writing into a data set, file, or 
storage area by a user or program 
not authorized to do so. 
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DevHlp, SendEvent 8-75 
DevHlp, SetlRQ 8-77 
DevHlp, SetROMVector 8-78 
DevHlp, SetTimer 8-80 
DevHlp, SortReqPacket 8-82 
DevHlp, TCYield 8-83 
DevHlp, Unlock 8-86 
DevHlp, UnSetlRQ 8-89 
DevHlp, VirtToPhys 8-92 
DevHlp, Yield 8-93 
device attribute 7-22, 7-23 
DEVICE CLOSE 7-58 
device driver 

attribute 7-23 
command codes 7-42 
header 7-21 
request packet 7-37 

device driver architecture 
bimodal device driver 

operation 7-8 
components of a device 

driver 7-5 
types of device drivers 7-2 
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device driver commands 
BUILD BPB 7-50 
FLUSH 7-57 
GENERIC IOCtl 7-60 
INIT 7-43 
LOGICAL DRIVE 7-62 
MEDIA CHECK 7-47 
NONDESTRUCTIVE READ NO 

WAIT 7-55 
OPEN or CLOSE 7-58 
READ 7-53 
REMOVABLE MEDIA 7-59 
RESET MEDIA 7-61 
STATUS 7-56 
WRITE 7-53 

device driver contexts 7-7 
device driver data segment, 

Advanced BIOS 7-34 
device driver DEINSTALL 7-63 
device driver examples 7-68 
device driver function calls 

DosBeep 7-27 
DosCaseMap 7-27 
DosChgFilePtr 7-27 
DosClose 7-27 
DosDelete 7-27 
DosDevConfig 7-27 
DosDevlOCtl 7-27 
DosFindClose 7-27 
DosFindFirst 7-27 
Dos Fi ndNext 7-27 
DosGetCtrylnfo 7-27 
DosGetDBCSEv 7-27 
DosGetEnv 7-27 
DosGetMessage 7-27 
DosOpen 7-27 
DosPutMessage 7-27 
DosQCurDir 7-27 
DosQCurDisk 7-27 
DosQFilelnfo 7-27 
DosQFileMode 7-27 
DosRead 7-27 
DosWrite 7-27 



device driver functions 
device driver GET FIXED 

DISK/LOGICAL UNIT MAP 7-66 
device driver header 7-21, 7-22 
device driver initialization 7-26 
device driver interrupt 

sharing 7-13 
device driver notes/using Advanced 

BIOS 7-72 
device driver PARTITIONABLE 

FIXED DISKS 7-65 
device driver program model 7-21 
device driver, application 

access 7-~ 

device driver, bimodal 
operations 7-1 

device driver, block 7-2 
device driver, character 7-2 
device driver, creating 7-26 
device driver, DOS mode 7-4 
device driver, DosDevlOCtl 7-3 
device driver, dual mode 7-1 
Device Driver, EGA.SYS 9-102 
device driver, interrupt handling 

rules 7-6 
device driver, interrupt sharing 

rules 7-14 
device driver, multiple block 

devices 7-2 
device driver, multiple character 

devices 7-2 
device driver, previous-level 7-29 
device driver, queueing 

requests 7-9 
device driver, software interrupt 

handler 7-6 
device driver, strategy routine 7-5 
device driver, timer handler 7-6 
device driver, types 7-2 
device drivers, OS/2 

commands, printer 
device 9-158 

creating 7-26 
device driver architecture 7-1 

device drivers, OS/2 (continued) 
device header 7-21 
diskette device driver 9-137 
fixed disk device driver 9-138 
printer device driver 9-154 
responses, printer device 9-158 
status word 7-40 

device field, next 7-22 
device header 7-21 
device header fields 

attribute 7-22 
header 7-22 
name/unit 7-25 
next device header 7-22 
strategy routine 7-24 

device helper services 8-1 
ABIOSCal I 8-3 
ABIOSCommonEntry 8-3 
AllocGDTSelector 8-3 
AllocPhys 8-3 
AllocReqPacket 8-3 
Block 8-3 
character queue 

management 7-12 
DeRegister 8-3 
DevDone 8-3 
DevHlp interfaces 8-9 
EOI 8-3 
FreeLIDEntry 8-3 
FreePhys 8-3 
FreeReqPacket 8-3 
function codes 8-1 
GetDOSVar 8-3 
GetLIDEntry 8-3 
GrantPortAccess 8-3 
Lock 8-3 
memory management 7-10 
MonFlush 8-3 
MonitorCreate 8-3 
MonWrite 8-3 
PhysToGDTSelector· 8-3 
PhysToVirt 8-3 
PortUsage 8-3 
ProtToReal 8-3 
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device helper services (continued) 
PullReqPacket 8-3 
PushReqPacket 8-3 
QueueFlush 8-3 
Queuelnit 8-3 
QueueRead 8-3 
QueueWrite 8-3 
RealToProt 8-3 
Register 8-3 
ResetTimer 8-3 
ROMCritSection 8-3 
Run 8-3 
SchedClockAddr 8-3 
semaphore management 7-11 
SemClear 8-3 
SemHandle 8-3 
Sem Request 8-3 
SendEvent 8-3 
services and corresponding 

states 8-3 
SetlRQ 8-3 
SetROMVector 8-3 
SetTi mer 8-3 
SortReqPacket 8-3 
TCYield 8-3 
TickCount 8-3 
Unlock 8-3 
UnPhysToVirt 8-3 
UnSetlRQ 8-3 
VerifyAccess 8-3 
Vi rtT oPhys 8-3 
Yield 8-3 

device names 6-3 
CLOCK$ 6-3 
COM1-COM3 6-3 
CON 6-3 
KBD$ 6-3 
LPT1 or PAN 6-3 
LPT2 6-3 
LPT3 6-3 
MOUSE$ 6-3 
NUL 6-3 
POINTER$ 6-3 
SCA 6-3 
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device names (continued) 
SCREEN$ 6-3 

DEVICE OPEN 7-58 
device status report 9-128 
device type bit 7-23 
DEVICE= parameter string 

character device monitors 6-32 
device driver architecture 7-1 
device driver examples 7-68 
device driver header 7-22 
device driver program 

model 7-21 
device monitor services 6-32 
driver 7-38 
EXTDSKDD.SYS device 9-148 
replacing character device 7-28 

devices, ill-behaved 7-15 
devices, well-behaved 7-15 
DGROUP A-8 
directory entries 
disabled state support 9-33 
disabling far call translations A-18 
disk 
diskette 
Diskette, Create Dump 10-2, 10-9 
displaying information about the 

linking process A-14 
done bit 7-41 
DOS mode device driver 7-4 
DOS mode EGA 

considerations 6-26 
DOS mode exceptions 2-19 
DOS mode INT 33H mouse 

API 6-31 
DOS mode Mouse 9-56 
DOS Mode Mouse -

Coordinates 9-57 
DOS Mode Mouse - Display Modes 

Supported 9-59 
DOS Mode Mouse -

Handler/Router 9-57 
DOS Mode Mouse - IOCtl 

Calls 9-58 



DOS Mode Mouse - Motion 9-58 
DOS mode Mouse - Overview 9-56 
DOS mode Mouse - Pointer 9-59 
DOS Mode Mouse API 9-61 
DOS mode sharing rule 7-15 
DOS mode Software Interrupt 

Support 7-31 
DOS mode, device driver 7-4 
DOS mode, interrupt sharing 7-15 
DosError 4-29 
DosReallocSeg A-28 

services A-28 
DosSetVec 4-30 
dual mode device drivers 7-1 
Dump Facility 10-2, 10-5 
Dump, Create Diskette Utility 10-2, 

10-9 
dynamic link 2-4 
dynamic link calls, device 

driver 7-27 
Dynamic Link Conventions 2-3 
dynamic linking 4-26 
dynamic linking, run time 4-26 

E 
EGA considerations, DOS 

mode 6-26 
EGA.SYS Device Driver 9-102 
EOI 8-24 
eoi rule 7-17 
erase control sequences 

erase in display 9-130 
erase in line 9-130 

erase in display control 
sequence 9-130 

erase in line control 
sequence 9-130 

erasing control sequences 9-130 
error bit 7-40 
error codes 
error codes, status word 7-41 
error handling 

error codes 4-29 

error handling (continued) 
errors and exceptions 4-29 
errors, function requests 4-29 
function request errors 4-29 
handling machine 

exceptions 4-29 
hard error handling 4-29 
hard error override 4-29 
return codes, function 

requests 4-29 
errors and exceptions function calls 

DosSetVec 4-30 
events 

event mask 9-55 
mickeys/row and column 9-55 
row and column/mickeys 9-55 
time 9-55 

example 2-7, 2-8 
examples of device drivers 7-68 
EXE file information 4-28 
executable files A-10 

packing A-10 
EXPORTS statement A-55 
Extended DOS Partition 9-139 
extended partition 9-138 
extended screen and keyboard, 

using 
control sequence syntax 9-123 
cursor control sequences 9-125 
limitations/restrictions 9-123 

extended start-up record 9-1'39 
extended volume 9-139 
extension 
extensions, system 3-11 

F 
family API 2-11 

full function API 2-11 
far call translations, 

disabling A-18 
FAT (see File Allocation Table) 
field name 7-25 
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field, attribute 7-22 
file 
file handles 
file 110 
file sectors 
filename 
filename extension 
files A-6 
fix-ups A-30 

long A-30 
near segment-relative A-30 
near self-relative A-30 
short A-30 

format bit 7-23 
Formatter Utility, Trace 10-7 
FreeLIDEntry 8-26 
FreePhys 8-27 
FreeReqPacket 8-28 
full draw support 9-32 
function call 2-4 
function call rules 2-3 
function call summary (MSP) 3-10 

system extensions 3-10 
Function Calling Sequences 2-3 
function calls 2-4, 2-6, 2-7, 2-8 

DosAllocHuge 3-8 
DosAllocSeg 3-8, 4-17 
DosAllocShrSeg 3-8 
DosBufReset 6-15 
DosChDir 6-15 
DosChgFilePtr 6-15 
DosClose 6-15 
DosCloseQueue 4-15 
DosCreateCSAlias 3-8 
DosCreateQueue 4-15 
DosDelete 6-15 
DosDelete. 6-15 
DosDupHandle 6-15 
DosF!!eLocks 6-~5 

DosFindClose 6-15 
DosFindFirst 6-15 
DosFindf'.Jext 6-15 
DosFlagProcess 4-25 
DosFreeModule 4-29 
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function calls (continued) 
DosFreeSeg 3-8 
DosGetEnv 4-32 
DosGetHugeShift 3-8 
DosGetMessage 4-30 
DosGetModHandle 4-29 
DosGetModName 4-29 
DosGetProcAddr 4-29 
DosGetSeg 3-8 
DosGetShrSeg 3-8 
DosGetVersion 4-32 
DosGiveSeg 3-8, 4-17 
DosHoldSignal 4-25 
DoslnsMessage 4-30 
DosLoadModule 4-29 
DosLockSeg 3-8 
DosMemAvail 3-8 
DosMkDir 6-15 
DosMonClose 6-38 
DosMonOpen 6-38 
DosMonRead 6-38 
DosMonReg 6-38 
DosMonWrite 6-38 
DosMove 6-15 
DosNewSize 6-15 
DosOpen 6-15 
DosOpenQueue 4-15, 4-17 
DosPeekQueue 4-15 
DosPurgeQueue 4-15 
DosPutMessage 4-30 
DosQCurDir 6-15 
DosQCurDisk 6-15 
DosQFHandState 6-15 
DosQFilelnfo 6-15 
DosQFileMode 6-15 
DosQFslnfo 6-15 
DosQHandType 6-15 
DosQueryQueue 4-15 
DosQVerify 6-15 
DosRead 6-15 
DosReadAsync 6-15 
DosReadQueue 4-15 
DosReallocHuge 3-8 
DosReallocSeg 3-8 



function calls (continued) 
DosRmDir 6-15 
DosSelectDisk 6-15 
DosSetFHandState 6-15 
DosSetFilelnfo 6-15 
DosSetFileMode 6-15 
DosSetFslnfo 6-15 
DosSetMaxFH 6-15 
DosSetSession 5-4 
DosSetSigHandler 4-25 
DosSetVerify 6-15 
DosStartSession 5-4 
DosStopSession 5-4 
DosSubAlloc 3-10 
DosSubFree 3-10 
DosSubSet 3-1 O 
DosUnlockSeg 3-8 
DosWrite 6-15 
DosWriteAsync 6-15 
DosWriteQueue 4-15 

function calls, INT21 

G 
Generic IOCtl 7-30, 7-60 
Generic IOCtl, Category 8 9-147 
generic IOCtl, category 9 9-147 
get 
Get Device Parameters 9-147 
GET FIXED DISK/LOGICAL UNIT 

MAP 7-66 
GET LOGICAL DRIVE MAP 7-62 
GetDOSVar 8-29 
GetLIDEntry 8-31 
greater than 32Mb partitioned 

support 
BPB and get device 

parameters 9-147 
creating block devices 9-143 
deleting block devices 9-143 
extended DOS partition architec-

ture 9-139 
installing block devices 9-141 

groups 
DGROUP A-8 

H 
handle 
hardware interrupt 

management 7-13 
hardware interrupt sharing 7-13 
hardware interrupts, 

DEINSTALL 7-64 
header, device driver 7-22 
HEAPSIZE statement A-57 
horizontal position 9-127 

i/o privilege model 4-27 
110 services 6-1 

ASCllZ strings 6-1 
DosBufReset 6-15 
DosChDir 6-15 
DosChgFi lePtr 6-15 
DosClose 6-15 
DosDelete 6-15 
DosDupHandle 6-15 
DosFileLocks 6-15 
DosFindClose 6-15 
DosFindFirst 6-15 
Dos Fi ndNext 6-15 
DosMkDir 6-15 
DosMove 6-15 
DosNewSize 6-15 
DosOpen 6-15 
DosQCurDir 6-15 
DosQCurDisk 6-15 
DosQFHandState 6-15 
DosQFilelnfo 6-15 
DosQFileMode 6-15 
DosQFslnfo 6-15 
DosQHandType 6-15 
DosQVerify 6-15 
DosRead 6-15 
DosReadAsync 6-15 
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1/0 services (continued) 
DosRmDir 6-15 
DosScanEnv 6-15 
DosSearchPath 6-15 
DosSelectDisk 6-15 
DosSetFHandState 6-15 
DosSetFilelnfo 6-15 
DosSetFileMode 6-15 
DosSetFslnfo 6-15 
DosSetMaxFH 6-15 
DosSetVerify 6-15 
DosWrite 6-15 
DosWriteAsync 6-15 
file 1/0 function call 

summary 6-15 
file 1/0 services 6-14 
filename specification 6-1 
general information 6-1 
i/o support for the DOS 

mode 7-4 
video 1/0 services 6-16 

IBM C Compiler interface, 
example 2-9 

refid = OS/2.compatibility con­
siderations 2-10 

id= OS/2.0S/2 
refid = OS/2.function calls 2-1 

ignoring default libraries A-17 
ill-behaved device rule 7-15 
ill-behaved devices 7-15 
IMPORTS statement A-58 
incorrect offset warning A-27 
information A-14 
INIT 7-43 
INIT Mode 7-7 
INPUT FLUSH 7-57 
INPUT STATUS 7-56 
installed flag and reset 

conditional off 9-81 
get button press 

information 9-69 
get button release 

information 9-70 
get position and button 

status 9-68 
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installed flag and reset (continued) 
hide pointer 9-67 
light pen emulation off 9-79 
light pen emulation on 9-78 
query save mouse state 9-84 
read mouse motion 

counters 9-76 
restore mouse driver state 9-85 
save mouse drive state 9-84 
set dbl speed threshold 9-81 
set graphic pointer block 9-74 
set mickey/pixel ratio 9-80 
set Min & Max horiz 

position 9-72 
set Min & Max Vert 

position 9-73 
set pointer position 9-69 
set text pointer 9-75 
set user-defined 

subroutine 9-77 
show pointer 9-66 
swap user-defined 

subroutine 9-82 
int return rule 7-17 
INT 33H 9-35, 9-56, 9-61, 9-65, 9-66, 

9-67, 9-68, 9-69, 9-70, 9-72, 9-73, 
9-74, 9-75, 9-76, 9-77, 9-78, 9-79, 
9-80, 9-81, 9-82, 9-84, 9-85 

INT 33H - Function Code OH 9-65 
INT 33H - Function Code 1 H 9-66 
INT 33H - Function Code 10H 9-75 
INT 33H - Function Code 11H 9-76 
INT 33H - Function Code 12H 9-77 
INT 33H - Function Code 13H 9-78 
INT 33H - Function Code 14H 9-79 
INT 33H - Function Code 15H 9-80 
INT 33H - Function Code 16H 9-81 
INT 33H - Function Code 19H 9-81 
INT 33H - Function Code 2H 9-67 
INT 33H - Function Code 20H 9-82 
INT 33H - Function Code 21 H 9-84 
INT 33H - Function Code 22H 9-84 
INT 33H - Function Code 23H 9-85 



INT 33H - Function Code 3H 9-68 
INT 33H - Function Code 4H 9-69 
INT 33H - Function Code 5H 9-69 
INT 33H - Function Code 6H 9-70 
INT 33H - Function Code 7H 9-72 
INT 33H - Function Code SH 9-73 
INT 33H - Function Code 9H 9-74 
INT 33H Mouse API 9-61 
interface 2-4, 2-6 
Interface Rules 2-3 
interprocess communication 

messages 4-9 
refid = OS/2.interprocess com-
munications 4-9 

semaphores 4-9 
shared memory 4-9 
signals 4-9 

interrupt handler, device 
driver 7-6 

interrupt handling rules, device 
driver 7-6 

Interrupt Mode 7-7 
interrupt processing 7-13 
interrupt processing, 8259 

enabling 7-16 
Interrupt routine 7-8 
interrupt sharing 7-13 
interrupt sharing, device depend­

ency 7-13 
interrupt sharing, DOS mode inter­

rupt handler 7-15 
interrupt sharing, getting an 

IRQ 7-15 
interrupt sharing, ill-behaved 

device 7-15 
interrupt sharing, processing inter-

rupts 7-16 
interrupt sharing, restrictions 7-14 
interrupt sharing, rules 7-14 
Interrupt Sharing, Serial 

Mouse 9-35 
interrupt sharing, support of DOS 

mode 110 7-16 

interrupt sharing, well-behaved 
device 7-15 

interrupt sharing, with BIOS inter­
rupt handlers 7-15 

interrupt sharing, 8259 
enabling 7-16 

Interrupt 33 9-61 
interrupt-time 7-7 
interrupts, OS/2 
intra-segment far calls A-18 
IOCtl 9-52 
IOCtl READ 7-53 
IOCtl WRITE 7-53 
IOMR_GF 9-53 
IOMR_GK 9-53 
IOMR_GM 9-53 
IOMR_GS 9-53 
IOMR_MC 9-53 
IOMR_NB 9-53 
IOMR_QS 9-53 
IOMR_RD 9-53 
IOMW_DP 9-53 
IOMW_EM 9-53 
IOMW_GP 9-53 
IOMW_RP 9-53 
IOMW_SK 9-53 
IOMW_SP 9-53 
IOMW_SS 9-53 
IPC function calls 

DosCloseQueue 4-23 
DosCloseSem 4-23 
DosCreateQueue 4-23 
DosCreateSem 4-23 
DosMakePipe 4-23 
DosMuxSemWait 4-23 
DosOpenQueue 4-23 
DosOpenSem 4-23 
DosPeekQueue 4-23 
DosPurgeQueue 4-23 
DosQueryQueue 4-23 
DosReadQueue 4-23 
DosResumeThread 4-23 
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IPC function calls (continued) 
DosSemClear 4-23 
DosSemRequest 4-23 
DosSemSet 4-23 
DosSemSetWait 4-23 
DosSemWait 4-23 
DosSuspendThread 4-23 
DosWriteQueue 4-23 

IPC functions 
communicating with a pipe 4-12 
communicating with a 

queue 4-13 
communication via 

messages 4-10 
communication via signals 4-10 
comparing pipes and 

queues 4-14 
comparing pipes with files 4-12 
comparing pipes with flags 4-12 

irq enforcement rule 7-15 
irq mask rule 7-16 
irq ownership rule 7-16 

K 
KBD 9-133 
KbdStringln 9-133 
Kernel Mode 7-7 
keyboard considerations 11-5 
keyboard device driver 9-89 
keyboard 110 services 

KbdCharln 6-28 
KbdClose 6-28 
KbdDeRegister 6-28 
KbdFlushBuffer 6-28 
KbdFreeFocus 6-28 
KbdGetFocus 6-28 
KbdGetStatus 6-28 
KbdOpen 6-28 
KbdPeek 6-28 
KbdRegister 6-28 
KbdSetCustXt 6-28 
KbdSetFgnd 6-28 
KbdSetStatus 6-28 
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keyboard 1/0 services (continued) 
KbdStringln 6-28 
KbdSynch 6-28 
KbdXlate 6-28 
keyboard 1/0 function call 

summary 6-28 
keyboard reassignment 9-133 
keyboard run time operation 9-92 
keyboard, country support 11-3 
keys, reassign 9-133 
keystroke monitors 9-93 

L 
length of request packet field 7-38 
LIBRARY statement A-60 
line numbers A-15 

copying to the map file A-15 
LINK command options A-2 
LINK files, specifying A-32 
LINK fix-ups A-30 
LINK options A-2 

/CODEVIEW A-6 
/CPARMAXALLOC A-7 
/DOSSEG A-8 
/DSALLOCATE A-9 
/EXEPACK A-10 
/FARCALL TRANSLATION A-11 
/HELP A-12 
/HIGH A-13 
/INFORMATION A-14 
/LINENUMBERS A-15 
/MAP A-16 
/NODEFAUL TLIBSEARCH A-17 
/NOFARCALL TRANSLATION A-18 
/NOGROUPASSOCIATION A-19 
/NOIGNORECASE A-20 
/NOPACKCODE A-21 
/OVERLAYINTERRUPT A-22 
/PACKCODE A-23 
/PAUSE A-24 
/SEGMENTS A-25 
/STACK A-26 
/WARNFIXUP A-27 



LINK options (continued) 
abbreviations A-2 
ALIGNMENT 
ordering segments A-8 

linkage field, request header 7-42 
linker options A-2 
linker utility, See link A-2 
Lock 8-33 
logical block device 9-139 
Logical IDs, DEINSTALL 7-64 
lowercase, preserving A-20 

M 
managing queues 

DosCloseQueue 4-16 
DosCreateQueue 4-16 
DosOpenQueue 4-16 
DosPeekQueue 4-16 
DosPurgeQueue 4-16 
DosQueryQueue 4-16 
DosReadQueue 4-16 
DosWriteQueue 4-16 
process ID (PIO) 4-17 
shared memory 4-17 
shared memory handle 4-17 

map A-16 
public symbol A-16 

map file A-32 
MEDIA CHECK 7-47 
memory 
memory addressability 7-10 
memory management 7-1 O 

function call summary 3-9 
memory management 

interface 3-8 
memory suballocation 3-9 
MSP summary 3-10 
protection features of the ring 

structure 3-1 
ring structure, protection fea­

tures of 3-1 
segmentation hardware, use 

of 3-1 

memory management (continued) 
suballocation memory manage­

ment 3-10 
summary 3-8 

memory management 
functions 3-8 

memory map 
memory subal location 3-9 
memory subal location package 

(MSP) 3-9 
message function calls 

DosGetMessage 4-30 
DoslnsMessage 4-30 
DosPutMessage 4-30 
refid = OS/2.program startup 
conventions 4-30 

message functions 
message retriever 4-30 
refid = OS/2.message 
functions 4-30 

refid = OS/2.message 
retriever 4-30 

mode 9-130 
mode of operation 

reset mode (RM) 9-132 
set graphics rendition 

(SGR) 9-130 
set mode (SM) 9-132 

mode of operation control 
sequences 

set graphics rendition 9-130 
modes, device driver 7-7 
module definition file statements 

CODE A-51 
DATA A-52 
DESCRIPTIO"I A-54 
EXPORTS A-55 
HEAPSIZE A-57 
IMPORTS A-58 
LIBRARY A-60 
NAME A-62 
OLD A-63 
PROTMODE A-64 
SEGMENTS A-65 
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module definition file statements 
(continued) 

STACKSIZE A-67 
STUB A-68 

monitor chain buffer 6-39 
Monitor Create 8-36, 9-60 
monitor data structure 6-39 
monitor data structures 

keystroke 9-93 
mouse 9-59 
printer 9-155 

Monitor DeRegister 8-22 
Monitor Flush 8-35, 9-60 
monitor record 6-40 
Monitor Register 8-60 
monitor support 

character device monitors 6-32 
device monitor function 

call 6-38 
device monitor record (see also 

monitor data structure) 6-40 
device monitor services 6-32 
DosMonClose 6-38 
DosMonOpen 6-38 
DosMonRead 6-38 
DosMonReg 6-38 
DosMonWrite 6-38 
keystroke monitor 

interface 6-53 
Monitor Write 8-39, 9-60 
monitors, keystroke 9-93 
monitors, mouse 9-59 
monitors, printer 9-155 
MouClose 9-53 
MouDeRegister 9-53 
MouDrawPtr 9-53, 9-56 
MouGetDevStatus 9-53 
MouGetEventMask 9-53 
MouGetNumButtons 9-53 
MouGetNumMickeys 9-53 
MouGetNumQueEI 9-53 
MouGetPtrShape 9-53 
MouGetScaleFact 9-53 
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MouOpen 9-53 
MouReadEventQue 9-53 
MouRegister 9-53 
MouRemovePtr 9-53, 9-56 
Mouse - DOS mode 9-56 
Mouse - General Information 9-34 
Mouse - OS/2 mode 9-49 
Mouse - Screen Resolutions 9-36 
Mouse ABIOS 9-35 

refid =mouse.interrupt 
sharing 9-35 

Mouse API, OS/2 mode 9-53 
Mouse Control Blocks 9-45 
mouse device driver 9-34 

control blocks 9-45 
coordinates 9-52 
default pointers 9-43 
device driver packaging 9-38 
devices supported 9-34 
display modes supported 9-56 
DOS mode mouse support 9-56 
handler/router 9-51 
motion 9-52 
mouse installation 9-36 
OS/2 mode 9-49 
OS/2 mode overview 9-49 
overview 9-34, 9-56 
pointer draw 

implementation 9-39 
PS/2 9-35 
screen resolutions 9-36 

Mouse Device Driver - Control 
Blocks 9-45 

Mouse Device Driver - Default 
Pointers 9-43 

Mouse Device Driver 
Packaging 9-38 

Mouse Devices 9-34 
Mouse Devices Supported 9-34 
mouse 110 services 

DOS mode INT 33H mouse 
API 6-31 

MouClose 6-30 
MouDeRegister 6-30 



mouse 1/0 services (continued) 
MouDrawPtr 6-30 
MouFlushQue 6-30 
MouGetDevStatus 6-30 
MouGetEventMask 6-30 
MouGetNumButtons 6-30 
MouGetNumMickeys 6-30 
MouGetNumQueEI 6-30 
MouGetPtrPos 6-30 
MouGetPtrShape 6-30 
MouGetScaleFact 6-30 
MoulnitReal 6-30 
MouOpen 6-30 
MouReadEventQue 6-30 
MouRegister 6-30 
MouRemovePtr 6-30 
mouse 1/0 function call 

summary 6-30 
mouse 1/0 services 6-30 
MouSetEventMask 6-30 
MouSetPtrPos 6-30 
MouSetPtrShape 6-30 
MouSetScaleFact 6-30 

Mouse Installation 9-36 
Mouse IOCtl 9-53 
Mouse IOCtl Calls 9-52 
mouse monitors 9-59 

Deregister 9-60 
MonFlush 9-60 
MonitorCreate 9-60 
MonWrite 9-60 
register 9-60 

mouse pointer draw 
implementation 9-39 

executable commands 9-40, 
9-42 

functions supported 9-40 
pointer draw installation 9-50 

Mouse, PS/2 9-35 
MouSetDevStatus 9-53 
MouSetEventMask 9-53 
MouSetPtrShape 9-53, 9-56 
MouSetScaleFact 9-53 

MouXxx API 9-35, 9-52 
MSP memory management inter­

faces 3-10 
multiple character device support 

per device driver 7-22 
multiple device headers per 

driver 7-2, 7-22 
Multitasking 

independent processes 4-3 
multiple threads 4-7 
refid = OS/2.multitasking 4-3 

N 
NAME A-62 
name/units field 7-25 
no packing code segments A-21 
NONDESTRUCTIVE READ NO 

WAIT 7-55 
NULL bit 7-24 

0 
obtaining a Logical ID, device 

drivers 7-34 
OLD statement A-63 
optimizing far calls A-11 

FARCALL TRANSLATION A-11 
option character (/) A-2 
options with LINK A-2 
options, using A-2 
ordering segments A-8 
OS/2 
OS/2 API 2-11 
OS/2 application 

environments 2-10 
OS/2 components 
OS/2 device driver operations 7-8 
OS/2 function calls, see function 

calls also 
Asynchronous Notification 4-25 
Control, Program 

Execution 4-29 
device driver 7-27 
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OS/2 function calls, see function 
calls also (continued) 

DosBeep 6-14 
DosDevConfig 6-14 
DosDevlOCtl 6-14 
DoslOAccess 6-14 
DosPhysicalDisk 6-14 
DosSendSignal 6-14 
DosSleep 4-1 
DosTimerAsync 4-1 
DosTimerStop 4-1 
errors and exceptions 4-30 
exceptions and exceptions 4-30 
Interprocess 

Communication 4-23 
Interval 4-3 
IPC 4-23 
Message Functions 4-30 
Message Retriever 4-30 
Multitasking 4-8 
Notification 4-25 
OS/2 program selector 5-4 
Program Execution Control 4-29 
queue 4-15 
screen switcher 5-4 
Tasking 4-8 
Timer 4-3 

OS/2 interrupts, see interrupts 
OS/2 mode memory 

management 3-4 
Global lnfoSeg 3-4 
Local Descriptor Table 

(LDT) 3-4 
OS/2 mode Mou~e -

Coordinates 9-52 
OS/2 mode Mouse - Display Modes 

Supported 9-56 
OS/2 mode Mouse - Events 9-54 
OS/2 mode Mouse -

Handler/Router 9-51 
OS/2 mode Mouse - Motion 9-52 
OS/2 mode Mouse - MouXxx and 

IOCtl Cal Is 9-52 
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OS/2 mode Mouse - Overview 9-49 
OS/2 Mode Mouse - Pointer Draw 

Installation 9-50 
OS/2 mode Mo4se API 9-53 
OS/2 mode Mouse Pointer 9-55 
OS/2 mode Mouse Support 9-49 
OS/2 registers, see registers, OS/2 
OS/2com pa ti bi I ity 

considerations 2-10 
output 
OUTPUT FLUSH 7-57 
OUTPUT STATUS 7-56 
overlays 

p 

setting the interrupt 
number A-22 

packing code segments A-23 
paragraph space A-7 
partition table 9-146 
partition table, master start-up 

record 9-146 
PARTITIONABLE FIXED 

DISKS 7-65 
Pascal interface examples 2-9 
Pascal interface, example 2-9 
permanent error processing 4-29 
PhysToGDTSelector 8-41 
Phys ToUVi rt 8-43 
PhysToVirt 8-45 
PhysToVirt rule 7-18 
pointer (screen) device driver 9-32 
Pointer Images 9-43 
position rule 7-18 
preparing files for A-6 
preparing files for CodeView A-6 
preparing for CodeView A-6 
preserving compatibility 

LINK A-19 
preserving lowercase A-20 
previous-level device drivers 7-29 
previous-level device drivers, 

lnit 7-30 



previous-level device drivers, 
install 7-30 

previous-level device drivers, 
rules 7-29 

printer Activate Font 9-158 
Printer Activate FontlOCtl 9-159 
printer device driver 9-154 
printer Font Monitor Buffer Com-

mands 9-159, 9-161 
printer monitor record 9-159 
printer monitors 9-155 
printer Query Active Font 9-158 
Printer Query Active 

FontlOCtl 9-159 
printer Verify Font 9-159 
Printer Verify FontlOCtl 9-159 
problem determination 

functions, problem 
determination 10-1 

utilities, problem 
determination 10-1 

process control 
intervals, asynchronous 4-1 
time/date 4-1 
timer management 4-1 
timer services 4-1 

processing interrupts 7-13 
processing interrupts, interrupt 

sharing 7-16 
producing a public symbol 

map A-16 
program execution control 

dynamic link module 4-26 
dynamic link routines 4-26 
dynamic linking 4-26 
dynamic linking, load time 4-26 
dynamic linking, run time 4-26 

program execution function calls 
DosFreeModule 4-29 
DosGetModHandle 4-29 
DosGetModName 4-29 
DosGetProcAddr 4-29 
DosloadModule 4-29 

program segment 
protection model 3-3 
PROTMODE statement A-64 
ProtT oReal 8-49 
PS/2 Mouse 9-35 
public symbol map A-16 

producing A-16 
PullParticular 8-51 
PullReqPacket 8-52 
PushReqPacket 8-53 

Q 
QSIZE 9-37 
queue element functions 

copy function 4-18 
delete function 4-18 

queue linkage field, request 
header 7-42 

QueueFI ush 8-54 
queueing request packets, device 

driver 7-9 
Queuelnit 8-55 
QueueRead 8-56 
QueueWrite 8-57 

R 
READ (input) 7-53 
real memory map, compatibility 

mode 3-6 
real memory map, protect 

mode 3-6 
real mode memory map 3-6 
RealToProt 8-58 
reassign keys 9-133 
Register 9-60 
registers, OS/2 
REMOVABLE MEDIA 7-59 
removable media bit 7-24 
replacing character device 

drivers 7-28 
request handling 7-8 
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request header 7-37 
command-specific data 

field 7-42 
queue linkage field 7-42 
status word 7-40 

request header command-specific 
field 7-42 

request header queue linkage 
field 7-42 

request header status error 
codes 7-41 

request header status field 7-40 
request packet 7-37 
request packet format 7-38 
request packet header 7-38 
request packet queue 

management 7-9 
request to send (RTS). 9-4 
reserving paragraph space A-7 
RESET MEDIA 7-61 
ResetTimer 8-62 
resource management 

files 4-8 
memory 4-8 
pipes 4-8 
queues 4-8 
system semaphores 4-8 

restore cursor position 9-130 
ring structure 3-2 

protect features of 3-2 
ROMCritSection 8-63 
routines 
routines, strategy 7-24 
RS232-C/COM 9-1 
rule, ABIOS eoi placement 7-18 
rule, ABIOS LID IRQ 7-18 
rule, ABIOS request block 7-18 
rule, BIOS interrupt 7-15 
rule, DOS mode sharing 7-15 
rule, eoi 7-17 
rule, ill-behaved device 7-15 
rule, int return 7-17 
rule, irq enforcement 7-15 
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rule, irq mask 7-16 
rule, irq ownership 7-16 
rule, PhysToVirt 7-18 
rule, position 7-18 
rule, search rule 7-17 
rule, set irq 7-15 
rule, sti entry 7-16 
rule, system timer 7-14 
rules, interface 2-3 
Run 8-65 
run file loading A-13 
run time dynamic linking 4-26 

s 
save cursor position 9-129 
SchedClockAddr 8-66 
screen cursor control 9-125 
Screen Resolutions 9-36 
search rule 7-17 
sector alignment A-5 
segment A-5 
segment order A-8 
segmentation hardware 3-1 
segments A-21, A-23 

no packing code segments A-21 
packing code segments A-23 

SEGMENTS statement A-65 
segments, setting the 

number A-25 
semaphore function calls 

DosCloseSem 4-22 
DosCreateSem 4-22 
DosMuxSemWait 4-22 
DosOpenSem 4-22 
DosResumeThread 4-22 
DosSemClear 4-21 
DosSemRequest 4-21 
DosSemSet 4-22 
DosSemSetWait 4-22 
DosSemWait 4-22 
DosSuspendThread 4-22 
signalling 4-21 



semaphore management 7-11 
SemClear 8-68 
SemHandle 8-70 
SemRequest 8-73 
SendEvent 8-75 
SERIAL 9-36 
serial communications/COM 9-1 
Serial Mouse Interrupt 

Sharing 9-35 
Serviceability Functions 10-2 
session management 5-1 
session manager application 

support 5-3 
set 
set graphics rendition, control 

sequence 9-130 
set interrupt vector 4-30 
set irq rule 7-15 
SET LOGICAL DRIVE MAP 7-62 
SetlRQ 8-77 
SetROMVector 8-78 
SetTimer 8-80 
setting stack size A-26 
setting the overlay interrupt A-22 
setting the sector alignment 

factor A-5 
setting the segment sector align-

ment factor A-5 
shared bit 7-24 
shared interrupt architecture 7-13 
small model, device driver 7-21 
software interrupt handler 7-6 
software interrupt handler, device 

driver 7-6 
SortReqPacket 8-82 
spooler monitor 6-57 

spooler operational 
description 6-57 

STACK class name A-8 
stack frame 2-6 
stack size, setting A-26 
ST ACKSIZE statement A-67 
Stand-alone Dump Facility 10-2, 

10-5 

standard input bit 7-24 
standard output bit 7-24 
state of the COM port 9-10 
statements, module definition 

file A-50 
CODE A-51 
DATA A-52 
DESCRIPTION A-54 
EXPORTS A-55 
HEAPSIZE A-57 
IMPORTS A-58 
LIBRARY A-60 
NAME A-62 
OLD A-63 
PROTMODE A-64 
SEGMENTS A-65 
ST ACKSIZE A-67 
STUB A-68 

status field 7-40 
status field error codes 7-41 
status field, request header 7-40 
status word 7-40 
status word bits 

busy 7-40 
done 7-41 
error 7-40 
error code 7-41 

sti entry rule 7-16 
strategy routine 7-8 
strategy routine, device driver 7-5 
strategy routines 7-24 
structure, monitor data 6-39 
STUB statement A-68 
support of previous-level device 

drivers 7-29 
system extensions 3-11 
system initialization 

device driver installation 6-13 
hardware characteristics 6-13 

system timer rule 7-14 
System Trace 10-3 
System Trace Facility 10-2, 10-3 
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T 
task-time 7-7 
Tasking (processes and threads) 

communicate between 
processes 4-4 

coordinate execution 4-4 
execute programs 4-4 
initiate other processes 4-4 
terminate other processes 4-4 

tasking function calls 
DosCreateThread 4-8 
DosCwait 4-8 
DosEnterCritSec 4-8 
DosExecPgm 4-8 
DosExit 4-8 
DosExitCritSec 4-8 
DosGetlnfoSeg 4-8 
DosGetPrty 4-8 
DosKillProcess 4-8 
DosSetPrty 4-8 

TCYield 8-83 
TickCount 8-84 
time 
Time services 4-1 
timer function calls 

DosGetDateTime 4-3 
DosSetDateTime 4-3 
DosSleep 4-3 
DosTimerAsync 4-3 
DosTimerStart 4-3 
DosTimerStop 4-3 

timer handler 7-6 
timer handler, device driver 7-6 
Timer services 4-1 
Trace Facility 10-2, 10-3 
Trace Formatter Utility 10-7 
TRACEBUFandTRACE 

commands 10-3 
TRACEFMT, Trace Formatter 

Utility 10-7 
translation A-18 
types of devices 
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u 
Unlock 8-86 
UnPhysToVirt 8-87 
UnSetlRQ 8-89 
User Mode 7-7 
using advanced BIOS 7-33 
Using System Trace 10-3 
Utility, Create Dump Diskette 10-2, 

10-9 
Utility, Trace Formatter 10-7 

v 
VerifyAccess 8-90 
vertical position 9-127 
video font file header 6-23 
video font file organization 6-23 
video font table format 6-24 
Video Graphics Array (VGA) 6-16 
viewing the options list A-12 
VIO code page support 6-21 
VIO function call summary 

VioEndPopUp 6-26 
VioGetAnsi 6-26 
VioGetBuf 6-26 
VioGetConfig 6-26 
VioGetCp 6-26 
VioGetCurPos 6-26 
VioGetCurType 6-26 
VioGetFont 6-26 
VioGetMode 6-26 
VioGetPhysBuf 6-26 
VioGetState 6-26 
VioModeUndo 6-26 
VioModeWait 6-26 
VioPopUp 6-26 
VioPrtSc 6-26 
VioPrtScToggle 6-26 
VioReadCei iStr 6-26 
VioReadCharStr 6-26 
VioRegister 6-26 
VioSavRedrawUndo 6-26 
VioSavRedrawWait 6-26 
VioScrLock 6-26 



VIO function call summary (con-
tinued) 

VioScrollDn 6-26 
VioScrolllf 6-26 
VioScroll Rt 6-26 
VioScrollUp 6-26 
VioScrUnLock 6-26 
VioSetAnsi 6-26 
VioSetCp 6-26 
VioSetCurPos 6-26 
VioSetCurType 6-26 
VioSetFont 6-26 
VioSetMode 6-26 
VioSetState 6-26 
VioShowBuf 6-26 
VioWrtCellStr 6-26 
VioWrtCharStr 6-26 
VioWrtCharStrAtt 6-26 
VioWrtNAttr 6-26 
VioWrtNCell 6-26 
VioWrtNChar 6-26 
VioWrtTTY 6-26 

VIO screen save/restore 
operations 6-20 

VirtToPhys 8-92 
Virtual Disk device driver 

w 
warning of incorrect offset A-27 
wel I-behaved devices 7-15 
WRITE (output) 7-53 
WRITE (output) WITH VERIFY 7-53 

y 
Yield 8-93 

communications device 
driver 9-1 

Numerics 
2FH multiplex interrupt 
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